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ABSTRACT

The inhibition effect of Ferroin solution [tris(Q-phenanthroline iron(ll) sulphate complex] aoeaasion inhibitor was
analysed against corrosion of mild steel (MS) i& Bl HCI solution, by using weight loss method, Aneolarization,
electrochemical impedance spectroscopy and scambaugron microscopic. The weight loss study of B&#nples has
proved that the reagent used was an efficient smainhibitor with inhibition efficiency of >90%Tlhe mixed mode of
inhibition was confirmed by electrochemical polatians. The results of electrochemical impedanextspscopy have
shown the changes in the impedance parametersRijkend G, which confirmed the adsorption phenomenon taking
place on the MS surface. The inhibition action lef tompound was assumed to occur through adsorptiche steel
surface at the active centers present in the itunibi
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1. INTRODUCTION

Mild steel is widely applied in buildings, pipelisebridges, vehicles, storage tanks for industwviatier and wastewater
systems and even in home appliances, due to itctmsivand remarkably excellent mechanical propertiowever, the
major problem of its application is the dissolutiohiron metal in acidic solutions, when using facid pickling,
industrial acid cleaning, acid descaling and oillwaeidizing processes. Corrosion is the dissolutid metal, which is a
slow and silent toxin for the industries using iroetal and alloys, hence, addressing this problecoimes a hot research
topic. Recently, the inhibition of mild steel cosion in acid solutions by using different typesoodanic inhibitors has
been extensively studied [1-4], as the use of it is the most economical and practical metlmdetiuce corrosive
attack on metals [5-7]. The protection of metatsrfrcorrosion using safe corrosion inhibitors in #eédic medium is the
basic aim of this research. The inhibitors are s@memical compounds which inhibit the metal agaswtosion by
interacting with the metallic surface or surrourtgdanvironment. Moreover, it has been a continudusygle to discover
those compounds with greater efficiency of inhiitiin the acidic medium. The conventional inhikst@re organic
compounds having heteroatoms (N, S, O, P) in theimatic or long carbon chained structures. Suchponnds are
adsorbed on the metal surface, thereby blockingdtive sites and thus resulting in reaction tabitlihe corrosion. The
adsorption of corrosion inhibitors is mainly duethe physico-chemical characters of the inhibitimglecule, due to their
functional groups, steric factors, aromaticity, npital character of donating electronsglectron density at the donor
atoms. They mainly have centers which contributehi formation of a protective layer, through ddoratof their
electron density towards the metal surface [8-I8F present study aims to investigate inhibitiveperties of a reagent
Ferroin solution to prevent the corrosion of mildes.

2. EXPERIMENTAL
2.1 Materials

The aggressive solution 0.5 M HCI was prepared ihytidn of analytical grade HCI with double disétl water. All
experiments were carried out in unstirred solutiddefore all measurements, mild steel specimengngaomposition
(wt%) 0.14 C, 0.03 Si, 0.032 Mn, 0.05 S, 0.20 P1Ni, 0.01 Cu, 0.01 Cr and balanced Fe, were &lokadccessively



with emery papers from 600 to 1200 grade. The spertiwere then washed thoroughly with double déstilivater,
degreased with acetone and finally dried. Afterimlyythe specimen were placed in desiccator and fegeexperiment.
Rectangular specimens with dimension of X1100 x 0.5 cm were used in weight loss experiments and surface
microscopy, while samples with size of 1.0 cm x @0 (exposed) were used for electrochemical meammts. The
inhibitor used is a reagent, Ferroin [tris(1,104pdn&throline iron (II) sulphate complex] red coladireompound in its
reduced form with molecular formula;gEl,sFeN;O,S.

2.2 GRAVIMETRIC ANALYSIS

For weight loss experiments, the polished and dspztimens were weighed before and after immeisiorb M HCI for
4 h in the absence and presence of the inhibitdifferent temperatures (303 K, 313 K, 323 K an@ 83, in inhibitor
solutions with different concentrations (200 pp®Q4pm, 800 ppm and 1000 ppm). Each experimentcamagducted for
two times to calculate the inhibition efficiency.

2.3 POLARISATION MEASUREMENTS

Polarization measurements were performed at th@deatures similarly to those of the weight lossezipents. For
polarization measurements, a conventional threetrelde Pyrex glass cell, consisting of a saturagdmel electrode
(SCE) as reference electrode, the mild steel sptias working electrode and a platinum foil as ¢auelectrode, was
used. All electrodes were dipped in the same telsitisns with a Luggin capillary bridge arrangemeéatminimize

resistance polarization. The experiment was cawigdusing the CHI760C electrochemical analyser iarttiermostatic
controlled water baths at constant temperature5(3). The anodic and cathodic polarization valuesrevmeasured
under galvanostatic conditions and the correspandieel lines were constructed that provided th&a dar calculating

the corrosion rates and efficiencies of the inbitsit

2.4 ELECTROCHEMICAL IMPEDENCE SPECTROSCOPY

EIS is a special and reliable laboratory technigui#h the applicable software to determine sigwificparameters like the
charge transfer resistance {Rate and double-layer capacitance¢11]. The AC impedance measurements were
carried out in the range of : x 10° -1.0 Hz with the AC signal 5 mV peak-to-peak. ®aene cell and system as in the
polarization method were used. The double-layeacignce (@) and the charge transfer resistancg) (Rere calculated
from Nyquist plots.

2.5 SEM STUDIES

SEM studies were performed on the coupons immérs#te acidic medium both in the absence and poesefFerroin
at a concentration of 1000 ppm. The coupons wereersed for 4hr duration at 303 K. The coupons wileoeoughly
polished using range of emery papers, washed aed dr acetone, similar to weight loss experimeifter the time
duration coupons were rubbed to scale off the cwuolayer and then, again washed and dried. SEMiestuvere
performed by using Model Zeiss Ultra 55 microscopy.

3. RESULTS AND DISCUSSION
3.1 GRAVIMETRIC ANALYSIS

The inhibition efficiency of the inhibitor (Tablé,lcalculated by using the following equation, &ses with increasing
concentration in the acidic medium and a decraaséficiency is observed with the increasing ranfjeemperature.
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where, W is the weight loss in blank solution ireabsence of inhibitor (g), Yy is the weight loss in presence of the
inhibitor (g), D is the density of metal (g-€m A is the exposed area of the metal{cand T is the exposure time in (h)
[12]. Fig. 1 shows the plot of corrosion rate (mmpgainst inhibitor concentration (ppm) for therosion of mild steel
in 0.5 M HCI in the range of increasing temperasuitom 303 K to 333 K. The figure showed that tlerasion rate,
calculated from Eq. (2), decreases as the condmtraf the inhibitor increases in addition to timereasing trend of
corrosion rate with increasing temperature.

3.2 POLARISATION MEASUREMENTS

To study the effect of Ferroin solution on the pialaion behavior of MS and to analyze the inhdnitiaction of reagent
on steel corrosion in 0.5 M HCI, polarization cwser different concentrations of inhibitor werepéd. [EGHZIGNOIEIC.
Bl presents polarization curves for mild-steel tetete in 0.5 M HCI, in the absence and presendehilbitor at different
concentrations. The electrochemical parametersrautdrom polarization measurements are listedabl& 2. From the
plot and the table, it is clear that both cathaalicl anodic reactions on mild-steel electrode haenbnhibited in the
presence of the studied compound. Electrochemimabsion parameters including corrosion potertii},), cathodic
and anodic Tafel slopef( Ba), and corrosion current density()), obtained by extrapolation of Tafel lines, areegi in
BEBIER . The inhibition efficiency (%), was calculated from the following equation [13]:

Yon= OO X 100, ®)

corr

where, Loy and P, are the values of corrosion current densitiesauittand with the inhibitor, respectively, which wer
determined by extrapolation of the cathodic anddandafel curve. The g, values from the polarization diagrams show
that the inhibitor behaves as a mixed type, witlalswariations in the g, values of the blank specimens.

3.3 ELECTROCHEMICAL IMPEDENCE SPECTROSCOPY

The corrosion behavior of MS in 0.5 M HCI solutionthe absence and presence of the reagent wastigated using
electrochemical impedance spectroscopy (EIS). Nyjaquibts of MS in absence and presence of inhitstdutions in
various concentrations of inhibitor are given il GONoRINCIINGEIICIclt S, 1t is
observed, the impedance response of MS in blankisnlsignificantly changed after addition of iniwds. The values of
inhibition efficiency (%)) were calculated by following the equation [15]:

(Var]:—RO;to_;Ct x 100 ()

Where, R and R, are the charge transfer resistanGeSIONMI cm2esaiuthe absence and presence of the inhibitors,
respectively. To obtain the values of double-lagapacitance (&), the values of frequency at which the maximum
imaginary component of the impedarfgg, were found and were used in the following equatiath worresponding R
values [15]:

1
Cat = (5)
Nyquist plots shows depressed semi-circles withciiger under the real axis, whose size increasédtie increase in
concentration of the inhibitor, confirming that tblearge transfer processes were mainly controthiegcorrosion of MS.
Table 3 reveals that the value of Rcreases prominently with the increase in thébitdr concentration, while the value
of Cy is decreased. This indicates an increase in thifacgucoverage by adsorption of the inhibitor oa MS, which
results in the increase in inhibitor efficiency ahé maximum reaches up to 90%. The decrease iGghelated to the
decrease in local dielectric constant or an in@eaghe thickness of the electrical double lageiggests that inhibitor
molecules function by adsorption at the interfatmetal/solution [16]. Hence, the molecules repldeewater molecules

gradually by adsorbing at metal/solution interfdeading to the decrease in the extent of dissmiuteaction.



It is also significant that the inhibition efficieies obtained from weight loss measurements arkerelift from
electrochemical experiments. This phenomenon at&ib to the suggestion that weight loss experimgivs average
corrosion rates, whereas the electrochemical exgeiis give instantaneous corrosion rates [iS]HiEREY all the data
(Table.1, 2 and 3) have a similar trend in thebitlin efficiencies. However, the inhibition effasicies calculated from
EIS measurements, potentiodynamic polarization oreasents and weight loss measurements are diffehenthe
presence of Ferroin reagent, it increases witheasing concentration and decreases with incredsimgerature. The
electrochemical data are instantaneous and coesiderthe bases of adsorption calculations.

3.4 SCANNING ELECTRON MICROSCOPY

The surface morphology of the MS specimens immeirs@b M HCI in the presence and absence of tleolesolution
at 1000ppm concentration were studied by using réngnelectron microscopy (SEM). The immersion timfethe
electrodes for the SEM analysis was 4 h at 303mptrature. SEM images of the uninhibited samplethadnhibited

sample are shown [IEIGHSNEIEREI (b), respdytive

3.5 ADSORPTION ISOTHERMS

The results show that, the weight loss decreaststhé increasing inhibitor concentration and tfanes the inhibition
efficiency increases. It can be concluded that itifigbitor acts through adsorption on metal surfand formation of a
barrier layer between metal and corrosive mediae &dsorption isotherms can provide basic informatm the
interaction of inhibitor and metal surface. In arde obtain adsorption isotherm, the surface cayerealues ), for

different concentrations (C) of the inhibitor in50M HCI solution have been obtained from electroaical

measurements and tested graphically for fitting slitable adsorption isotherm. To confirm the gotson of inhibitor

on metal surface, different adsorption isothermeevetudied like Langmuir, Tempkin and Freundlich.

The plots of GJ versus C (Fig. 6) [17] vields a straight line withrrelation coefficient (B >0.99, yielding that the
adsorption of the reagent obeys the Langmuir adisorgsotherm:

c_ 1
c=—1+c (6)

Kads

where C is inhibitor concentratio), is the degree of surface coverage, angds i6 the equilibrium constant for
adsorption—desorption process. The value of théliequm constant, K4, was calculated from the reciprocal of the
intercept of the isotherm line.

Kagsvalues can be calculated from the interceptsefbthaight lines, is related to the standard freergy of adsorption,
AG’,4swith following equations [18]:

AGOadS = —RTIn55.5 KadS’ (7)
AG®,4s = —2.303RT(log55.5K ,45). (8)

AG,4s Was calculated and found -17.46 kJthdhe negative value oAGPs indicates spontaneous adsorption of the
inhibitor molecules on the MS surface which shantsraction between inhibitor molecules and metafaxe. The value
of AG%gs is less than -40 kJmidl indicating electrostatic interaction between dharged inhibitor molecules and the
charged metal surface, i.e., physical adsorpticn2d]. The negative values indicate the spontaraitthe adsorption
process and stability of the adsorbed layer on Mfase.

3.6 EFFECT OF TEMPERATURE

To calculate the activation parameters of the @oro process and to study the inhibition mechaniém to the
temperature, polarization measurements were peefbrat 303 K, 313 K, 323 K, 333 K range of tempaegyin the
absence and presence of the inhibitor concentiatlom Arrhenius plots were analysed.



The activation energy of the corrosion processatbel determined using the Arrhenius equation [21]:

lcor=k expl— %)' (9)

where, Lo is corrosion current density, obtained by extrafioh of the Tafel lines of experiments carried atB03K,
313K, 323K, 333K temperatures, 5 the activation energy, R is the gas constar, the absolute temperature and k is
the pre-exponential factor. The values @fcBn be calculated from the slopes of the straigieslin Fig.A.7 (a) ,these
values show an increase in the activation enemjighe various mediums studied. Thgv@lue for acidic medium in
absence of inhibitor changes from 66.80 kJ/mol&®7 kJ/mol with inhibitor, showing increase in tieeshold energy
in presence of Ferroin in the acidic medium. Theaapnt activation energy {En the acid solution was found to increase
and the extent of the increase is proportionalh® temperature increase, indicating that the enéagyier for the
corrosion reaction increases with the temperatlités increase shows the retardation of the corrogimocess by
adsorption of inhibitor over the surface, that «ually protected by Ferroin and hence, the foramtf activated
complex is retarded. Since the barrier to crosswieh higher the activated complex formation wouddléss, or say,
needs greater energy to transform into the comgsioduct, and hence shows inhibition.

Activation parameters like enthalJlifill and entropJll8ll for the dissolution of MS in the acid medium ietabsence
and presence of various concentrations of Feralutisn was calculated from the following equati¢®2]:

— A ASH
logK = 2.303RT + 2.303R’ (10)
AG,4s = AH, 4 — TAS®, (11)

where K represents slope from the langmuir isothd®ns the universal gas consta- is the enthalpy of activation
and- is the entropy of activation. The plot of log kafgst 1/T Fig. 7 (b), gave straight line with sI(- /2.303 R
and interceptfli@li2.303 R from which OIS values were calculated as 10.32 kJ/mol and -9/#foldK,
respectively . Generally, an exothermic processifsgs either physisorption or chemisorption orcanbination of both.
Typically, the enthalpy of physisorption processoiwer than that of 40.00 kJ/mol while the enthatfy}chemisorptions
process approaches100 kJ/mol [23]. The entropy:tiﬂeaion- for the inhibition process is negative, indicateat
there is a decrease in randomness from reactattte formation of activated complex [24].

3.7 MECHANISM of INHIBITION

The above observations and analysis show thatrthibifor is adsorbed on mild steel. Four mechanisiage been
suggested for the adsorption of inhibitor at theakeolution interface [25]. These are: (i) elestatic attraction between
charged molecules and charged metal, (ii) intevactf unshared electron pairs in the molecule \lith metal, (iii)
interaction of t-electrons with the metal and, and (iv) a comboratf all of the above.

Ferroin, a red coloured compound in its reducechfdecolourizes in the acidic medium during théictxperimental
conditions. To explain this observation, it is ecigel that the Ferroin molecule undergoes dissociaith the acidic
solution to give three protonated 1,10-Phenanthe¢ihen) moieties [26] as given in the reactioowel

Fe(Pherf' @yt 3H30+(aq) — Fe2+(aq) + 3PhenH(aq) +3H,0 0)

Moreover , the hydration energy ofdons [27] present in outer Helmholtz plane (OHP5][as well as in bulk and
binding energy for P& ions and & are comparable [29] ,as the former ions are baondater molecules through
oxygen in the hydration shell (Fig. 8) [28]. Somfay be expected that the cleavage of the primgdyation sheath in
outer OHP as well as in bulk may take place bec#useumber of water molecules in the first hyanatsheath at the
transition state is less than in the ground skatggesting the dissociative mode of the activatiate[30].



Simultaneously, the dissociation of Ferroin ald@saplace freeing Béions. So , the possiblity to exchange of freetf Fe
ions from their dismantled hydrated sheath with $imilar ions coming from the dissociation of Bémrarises in the
acidic solution .The Phen moiety, in turn, beaesbn rich sites and a planar geometry. This mated Phen, E&from

MS surface and Clons from HCI may bind together to form [Fe- Ctefonated Phen]. These species may get adsorbed
on the MS surface and hence hinder the corrosiantiom. Towards higher concentrations, Ferroin giwgcreased
inhibition efficiency, shown in Tablel, may be #ittited to the fact that on shifting from 200 ppm1@00 ppm at
intervals of 200 ppm of the inhibitor, there occargradual enhancement in long range intermoledaotaractions of
attractive nature [31] and hence improves the éxt#nadsorption. The higher values of, Rbtained at high
concentrations also justify this concept. This mhreanon is more noticeable at lower temperatures.

At higher temperatures, the gradual decrease ipi@ity in Table 2, can be explained on the basiglininating
orientational forces of the inhibitor molecules edévated temperatures. The inhibitor with electranth centers, is
expected to behave as a polar molecule as well&énkérface containing Eeions,water dipoles, so long range dipole-
dipole interaction may occur. Based upon the siegiscalculations of dipole—dipole (dd) interactioby Reinganum [32]
who proposed that on averaging all the orientatigfripole molecules (for example, inhibiting malées and free F&
the orientational interaction energy becomes zeeo, (E44) = 0, where bracket notation denotes an average over
orientations and E is the energy correspondingégotrobability of the dipole orientation obtainedr Boltzmann factor
exp™®R". Also, without averaging, these orientational &xapproach zero at higher temperatures, impliats vth
increasing temperatures, orientational forces becaragligible, leaving behind the only van der VBdaltces. These van
der Waals forces at elevated temperatures [32}fiboied the adsorption, but to a lesser extent.cdelow efficiency is
observed at higher temperatures.

4. CONCLUSIONS

Ferroin solution [tris(1,10-phenanthroline iron(Hlilphate complex] can be used as a corrosionitohito prevent the
corrosion of mild steel (MS). The studies were aaridd with 0.5 M HCI solution by using weight losethod, linear
polarization, electrochemical impedance spectrogcapd scanning electron microscopic studies. Thabition

efficiency of the inhibitor increased with increagiconcentration and decreased with increasingdestyre. Adsorption
study showed that the inhibition mechanism obeyadgimuir adsorption isotherm. The Tafel plots ofapiahtion have
shown that the Ferroin solution acted as a mixee tphibitor. The results of the gravimetric anay®lectrochemical
polarizations, and EIS were in very good agreenwmrdg another. SEM results clearly showed the fomatf a
protective film on the surface of mild steel.
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