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PART 2: Review Comments

Reviewer’s comment

Author’s comment (if agreed with reviewer,
correct the manuscript and highlight that part in
the manuscript. It is mandatory that authors
should write his/her feedback here)

Compulsory
REVISION

comments

Abstract needs to be revised. Introduction needs to be
improved in the following areas.
a) Include some literature on similar works. b) Include how
RSM helps to optimize the
process variables. Please include some latest reference also on
RSM
c) Include objectives and indicate how this is different from the
earlier research work.
Material and methods a) Normally lower temperatures are
preferred
before extrusion. Why storage temperature of30C was used in
the present study. Does it bring any changes in terms of
chemical composition of the material?
b) How long are the samples stored. c) Please consider
mentioning the details ofthe
extruder used in the present study (compression ration, LID
ratio, etc. screw design like helix angle, etc. These design
considerations have a great impact on the quality of the
extrudate and flow rate).
d) Please include the extrusion process followed in the present
study. How uniform extrusion was achieved at different
moisture contents.
e) Coefficient of determination should be capital R2

f) Please include the chemical composition of

African yam bean to understand better the effect of extrusion
process variables on the extrudate properties and flow rate.
Results and discussions a) ANOVA analysis of the experimental

[ agree with the Reviewer’s comments and have
effected the corrections. The storage
temperature was ambient temperature, the
bench work was done in Federal Polytechnic
Mubi in the Northern part of Nigeria that is in
the tropics and the temperature there is
naturally hot especially during the time the
research was carried out (December).

The samples were stored for 7 days.
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data
presented in the paper needs to be supported with some
literature review information.
b) Tables 3 and 4 needs to be refined as some of the data
presented is not necessary.
c) Figures 1 and 2 needs to be improved they are not easy to
read in the present form.
d) Tables 4 a and b needs to be reduced as some ofthe data
presented is redundant.
e) Figures 3 and 4 needs to be improved as they are difficult to
read in the present form.
f) Discussion section presented is not sufficient needs lot
ofimprovement.
g) Conclusions need to be improved with some specific results.
h) Authors have mentioned about optimization in the title but
there are no details on the procedures followed.
i) Summery table for response surface plots and optimization
results needs to be included.

j) Improve the quality of the references.

Minor REVISION
comments

Optional /General
comments

Created by: EA Checked by: ME Approved by: CEO Version: 1.6 (2™ June, 2012)




