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Reviewer’s comment

Author’s comment (if agreed with reviewer,
correct the manuscript and highlight that part in
the manuscript. It is mandatory that authors
should write his/her feedback here)

Compulsory REVISION comments

Minor REVISION comments

Optional /General comments

This paper has focused on prediction of oil volume factor
in the reservoir. This is a good job and really needed for
petroleum industry. But there are some technical
comments that answering to them can help us to know
how this methods would be applicable and if this has an
important contribution in petroleum engineering.

First of all let me attract your attention to data
availability. When you have a large collection of
experimental data, it hopefully enables you to make a
comprehensive predictive model for training and
calibration purposes. BUT, Could you present this model
as formula for all parts and formations of the reservoir?
Could you assign this model to a reservoir simulator?

In fact is it applicable to reservoir engineers?
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If the authors check the validity of the reservoir fluid
samples before modelling?

What is the stopping creteria of ANFIS?

How the authors have fixed the problems of over fitting
and local Traps in ANFIS traning process?

RMSE is not sutible parameter for checking the validity of
the final model, if the authors use the cross-validation
sets that can improve the training process? (More info is
available in Saemi, et al. "Design of neural networks using
genetic algorithm for the permeability estimation of the
reservoir”

The parameters used to develop the model are related to
the entire reservoir or you do it for every
zone/segment/formation/part of the reservoir?

The curve of epoch number shows that 100 epoch
number is not enough for training process. Did you try
more than this number?
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