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ABSTRACT

This study was carried out to investigate the correlation among municipal solid
waste pollution, fecal coliform water pollution and water-borne diseases such as;
typhoid and diarrhea in Juba city, South Sudan. Water samples were collected from
the River Nile, boreholes and a well and then analyzed for the presence of fecal
coliform; also physical parameters such as temperature, pH, Total Dissolved Solids
(TDS) and Electrical Conductivity (EC) were tested. The results revealed that the
River Nile is highly contaminated; with an average range of 15.25 — 102.6 Coliform
Forming Unit/100ml (CFU/100ml). The pH and temperature were within the normal
range. TDS showed very high values with range of 47 — 123 mg/100ml which is far
beyond the EPA and WHO recommended 500 ml/L. The EC was not so high;
ranges between 59us - 201us/cm which is slightly above the recommended 160
pus/cm. The CFU/100ml readings of the boreholes and the well were within the range
of 0 — 26 CFU/100ml. Out of the eleven sampled boreholes, six were clean with 0
CFU/100ml which meets the EPA and WHO recommended value but the other five
and the well were contaminated. The TDS and EC were extremely high ranging
between 481 — 823 mg/100ml and 1032 — 1775 ps/cm respectively. pH and
temperature were within normal range. The study also found that there is strong
correlation between typhoid and water contaminated with fecal coliform while the
reverse is true for diarrhea. The degree of linearity (correlation) between fecal
coliform (CFU/100ml) and Typhoid Fever was further confirmed by conducting a
test of hypotheses (t-test statistic) at 5% significance level on the correlation
coefficients determined. The study concluded that, the poor municipal solid waste
management in Juba is posing high risk to the human health and the environment.
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1. INTRODUCTION

Management of solid waste is one of the major challenges worldwide and especially
municipal solid waste. In addition to polluting the environment; inadequate collection,
recycling or treatment and uncontrolled disposal of waste in dumps pose health risks. This
situation is more alarming especially in the cities of developing Countries [1,2,3,4,5,6]. The
situation is aggravated by lack of public awareness, lack of waste management facilities and
corrupt systems of political and environmental governance [1]. Municipal solid waste
management continues to be a major challenge for local governments in both urban and
rural areas across the world and one of the key issues is their financial constraints [7]. [8]
stressed that the “inadequate management of municipal solid waste in most cities of
developing countries leads to problems that impair human and animal health and ultimately
results into economic, environmental and biological (biodiversity) losses”.

The poor municipal solid waste management in the developing countries can cause adverse
impacts on; human health and the environment [9]. Furthermore, [6] emphasized that “the ill
managed municipal solid waste in the developing countries contributes to the high morbidity
and mortality rates in many cities”. Typically one to two thirds of the municipal solid waste
generated is not collected in many cities of the developing countries and the most
underdeveloped [10]. As a result, the uncollected wastes, which are often also mixed with
human and animal excreta, are dumped indiscriminately beside the streets and in drains, so
contributing to stagnant water, breeding of insect and rodent vectors and the spreading of
diseases [11, 12, 13]. Most wastes are disposed of in open dumps, deposited on vacant land
or burned by residents in their backyards [6, 14]. Insufficient collection and inadequate
disposal generate significant pollution problems and risks to human health and the
environment [6]. In addition, even the somehow collected waste is often disposed of in
uncontrolled dumpsites and/or burnt in the open spaces and consequently this has resulted
into the pollution of the water resources and the air [4, 5, 6].

Water is a prerequisite of life; thus, it is an important component of human survival. Water
should be purified for a better life style. It is the basic duty of every individual to conserve
water resources. Drinking water quality is affected by the presence of micro-organisms and
different soluble salts [15,16]. According to an assessment commissioned by the United
Nations, it reported that “4,000 children die each day as a result of diseases caused by
ingestion of filthy water and most of them are in Africa and Asia [17]". The situation in Juba
totally and practically is in accordance with those authors’ findings. In Juba, there is no
sanitary landfill available for municipal solid waste disposal: Juba’s municipal solid wastes
are being dumped indiscriminately on the land and partially outside of the city at the
designated open dumping site 16 Km away from the city. In Juba, both human and animal
excreta can be seen in the municipal solid waste stream. Thus, during the rainy season, all
this waste finds its way into the River Nile. Unfortunately, most of the city’s population still
depends on the direct use of the River Nile water for drinking and all other domestic
purposes without any treatment. There have been an increasing number of recorded water-
borne diseases’ patients at the two main hospitals. Thus, building on this, the authors were
motivated to carry out this study which aimed at investigating the correlation among
municipal solid waste pollution, fecal coliform water pollution and some of the most common
water-borne diseases in Juba such as typhoid and diarrhea.

2. MATERIAL AND METHODS

This study was carried out in two different phases: the water (both surface and underground)
samples’ analysis and the correlation analysis which involved the collection of a two year
statistical data of the incidence of the targeted diseases from the two main hospitals in Juba.
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2.1 STUDY AREA

Juba is the capital city of the Republic of South Sudan (the World’'s newest country) situated
in North East Africa. The city is located within the southern part of South Sudan in Central
Equatoria State. Its geographical coordinates are 4° 51’ 0" North and 31° 37’ 0" East [18]. It
is at the western bank of the River Nile. Juba is a county made up of three districts (payams)
which include Juba, Kator and Munuki and is directly administered by the city mayor. Juba is
situated in the midst of vast expanses of open space, including swamplands and agrarian
landscapes. It is estimated to occupy a 12 kilometer area in diameter from the center of town
(approximately 11,300 hectares). Greater Juba, including the surrounding rural lands,
encompasses roughly 100 kilometers in diameter.

Juba has a tropical wet and dry climate and as it lies near the equator, temperatures are
high year-round. It has average yearly high temperature of 94.1°F (34.5°C) and an average
yearly low temperature of 70.9°F (21.6°C). The most rainfall in South Sudan is between the
months of April and October and the average yearly total rainfall is 37.54 inches (953.7 mm).
Figure 1 below shows the location of Juba in South Sudan.
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Figure 1: The map of South Sudan showing the location of Juba

Sour ces: Adopted and modified from: https:/www.cia.gov/library/publications/the-
world-factbook/geos/geos/od.html
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Juba is one of the most undeveloped places in the world: although slow to moderate
developmental progress is being made in many physical, social, political and economic
sectors. It was reported that Juba is perhaps currently among the fastest developing places
in the world [19]. More specifically, growth in its population is noticeable. In 2011, Juba’s
population was estimated at approximately more that 500,000 [20]. The city is characterized
by rapid development, urban sprawl and inadequate services provision. Due to this rapid
growth in the population; and with majority of the people settling in urban centers: all forms
of waste and associated residual materials have tremendously increased in the City.
Unfortunately, there is no proper waste management infrastructure. The lack of management
infrastructure is evident in sight of trash deposits everywhere — dumped beside streets,
clogging streams, bobbing down into the River Nile, littered around buildings, even strewn
across the graves in the municipal cemetery and with plastic trash predominating all over the
city. Some locals describe the mounting waste in the city as raindrops from the clouds. The
pervasive plastic half-liter, empty water bottles seem to have been sprinkled down from
above and lie everywhere — some still new, fat and even sparkling a bit; others already old,
squashed and dusty. According to [21], “Juba is inundated not with water, but with millions
and millions of empty plastic water bottles”. It seems ironic that plastic bottled water is so
prevalent in a city watered by the River Nile.

2.2 SAMPLING, SAMPLE COLLECTION AND ANALYSIS
2.2.1 Sampling Design

This research was carried out during the rainy season (April to September 2012). Water
samples were collected from the River Nile, boreholes and a well; all of which are within
Juba city. From the River Nile, twelve sampling sites were chosen with the upstream to
downstream pattern and assigned a representing symbol S (S1 — S12). S1 was at Rajaf
(upstream), S2 at Tokiman, S3 at Lologo, S4 at Juba Bridge, S5 at Juba Port, S6 at Urban
Water Corporation (Intake point), S7 at Jebel Nyoka, S8 at Gabat, S9 at Nyaying, S10 at
Roton, S11 at Walawalang and S12 at Morlobor Village (downstream). S1 is 7 Km from Juba
to the South and S12 is 13 Km away to the North; these two sites were considered to be the
control points. The rest of the sites were within Juba city with a distant interval of about 1.5
Km. For the boreholes/well; they were randomly chosen that is: eleven boreholes and each
one of them assigned a representing symbol BH (BH1 — BH11) and one well with the symbol
W.

2.2.2. Samples’ Collection and Analysis Procedure:

The water samples were collected mostly during morning hours of the day under controlled
temperature conditions using 1000ml properly labeled screw-capped sterile plastic bottles.
Immediately after taking a sample, it has to be put in a portable cooler box containing ice
boxes in it so as to maintain the 4°C temperature before reaching the Laboratory as
recommended by [22,23]. The samples were then transported to the Central Laboratory for
Water Quality (Juba, South Sudan) for analysis at least within a maximum of 6 hours. They
were then properly analyzed following quality control procedure for water quality analysis as
recommended by [22]. The method used was the “Membrane Filtration Method”.
“Membrane filtration method involves filtering several different-sized portions of the
sample using filters with a standard diameter and pore size, placing each filter on a
selective nutrient medium in a petri plate, incubating the plates at a specified
temperature for a specified time period and then counting the colonies that have
grown on the filter. This method varies for different bacteria types (variations might
include, for example, the nutrient medium type, the incubation temperature and
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time; and the number and types of incubations, etc. [22]". The medium used was

enriched Lauryl Sulphate Broth.
During the six month sampling period, the surface water (River Nile) was sampled for five
consecutive months (April — August-2012) with sampling frequency of 4 times per month for
each site. This was done in order to obtain a representative value. A total of 160 samples
were collected from the River. For the underground water (boreholes/well); the sampling was
done only in one month that is September-2012. The total number of samples analyzed was
48. All samples were incubated at the temperature of 44°C for 24 hours as the target was
only fecal colliform. Then the number of colonies formed were counted. Some physical
parameters were analyzed on site using a pH, EC and TDS meter (Model HI 98129,
Manufactured by HANNA). They include Temperature, pH, electrical conductivity (EC) and
total dissolved solids (TDS).

Table 1: Fecal coliform (CFU/100ml) standards

Water Use Desirable Level (CFU/100ml | Permissible Level (CFU/100ml
Drinking 0 0
Swimming <200 <1000
Boating or fishing <1000 <5000

Source: (EPA, 1985; APHA, 1992)

3. RESULTS AND DISCUSSION
3.1 The surface water: results of water samples’ analysis of the River Nile

The overall analysis results showed that the average fecal CFU/100ml concentration for all
the twelve sampled sites of the River Nile range between 15.25 — 102.6 at sites S12 and S7
respectively. This fecal coliform count range is above the 0 mpn/100ml for drinking water as
the recommended standard by [22, 24, 25, 26, 27]. Unfortunately and regretably, most of the
poor population of Juba city still directly depends on the River Nile’s water for drinking and
all other domestic needs. The presence of high fecal coliform concentration in the River
Nile's water is not only a clear indication of the serious municipal solid waste pollution in
Juba but also it signifies the high percentage of both human and animal excreta in the waste
stream. This is in accordance with the findings of [11, 13, 12] that “in the developing
countries, municipal solid waste is often mixed with human and animal excreta”. Another
major source of this contamination is the illegal direct discharge of untreated sewage into the
River Nile from the hotels along it.

The river water is therefore, contaminated with pathogens which can cause various water-
borne diseases. This is in part explained by the high incidence of diseases such as typhoid,
diarrhea, hepatitis A and gastro-intestinal infections in the city. Thus, the river water is not fit
to be used for domestic purposes, except otherwise if treated: but it can be use in
recreational purpose for example, swimming. The sites S1 and S12 to some extent
performed their role as control points by showing the low readings. The values of pH at all
the sampling sites ranged from 6.8 to 8.3 and were normal according to the EPA and WHO
recommended values. The temperature for all the sites was also within the normal range.
The TDS for all the sites ranges between 47 — 123mg/100ml. Eleven of the sites except site
12 have their range beyond the 500mg/l EPA and WHO recommended value. This clearly
shows that the banks of the River Nile are exposed and lack natural vegetation.

The EC ranges between 59us - 201us/cm: eight of the sites (S1 — S8) results were all above
the WHO 160 ps/cm recommended value and this is due to the fact that there are a lot of
human activities around. For example, car washing, swimming, cloths washing, bathing and
many others; all these activities could be a good source of chemicals’ input into the river. S9,
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S10, S11 and S12 were below due to the fact that they are having very low human activities
and also far from the city centre especially for the case of S12.

Table 2: Showing averages of the readings of fecal Coliform Forming Unit
(CFU/100ml) and some Physical Parameters of the sampled sites of the River

Nile.
Site Site’s Name CFuU/100ml Physical Parameters
Number Average pH Temperature | TDS EC
Reading
S1 Rajab West 33.04 8.3 28°C 92 | 185ps
(Upstream)
S2 Tokiman 31.6 8.3 28°C 91 | 184ps
S3 Lologo 38.19 8.3 28°C 94 | 187ps
S4 Juba Bridge 43.95 8.2 28.3°C 98 | 189us
S5 Juba Port 77.85 7.2 28.1°C 79 | 190 ps
S6 Urban Water 97.05 8.2 28°C 98 201ps
Cooperation
(Intake Paint)
S7 Jebel Nyoka 102.6 8.4 28.3°C 123 | 229us
S8 Hai Gabat 98.6 7.4 28.1°C 98 | 205us
S9 Nyaying 70.9 7.4 28°C 86 | 126ps
S10 Roton 46.6 7.3 28°C 78 | 106ps
S11 Walawalang 33.6 7.4 28.1°C 63 98us
S12 Molobor Village 15.25 6.8 28°C 47 89us
(Downstream)

3.2. Underground Water Samples’ Analysis Results

The results revealed that (table 3 below), the underground water was lightly contaminated
compared to the surface water. The results for BH2, BH3, BH4, BH5, BH8 and BH11
indicated that there was no fecal coliform contamination; and this is in accordance with the
EPA and WHO recommendation of 0 CFU/100ml. Thus, the water has the highly desirable
level for human consumption. For BH6, the one with the highest concentration; there are
three factors suspected of causing the contamination. These include: (i) The borehole is very
old; it was drilled in 1986. So there is the probability that the sink pipes (metal) might have
started to get corroded, hence, leakage can happen. (i) There is a row of six peat-latrines
dug so close to the borehole (just about 10 meters away). These peat-latrines serve a
considerable number of people every day; the Juba Pentecostal Church Basic School pupils
and also a big number (those who come to pray) on Sundays. (iii) The borehole is just about
15 meters from the Khor Bou stream which is highly contaminated. For BH7, the main factor
contributing to the contamination is the peat-latrines. Hai Neem is a residential area of upper
class citizens thus; every house has at least a peat-latrine. Also the oldness of the borehole
could be another factor. Results for BH9 and BH10 also showed contamination. The
suspected cause is the presence of peat-latrines near them and also their age. For BH1, the
contamination could be from underground leakage into the borehole. This is because Juba
Nabari is a low lying flat area near Juba International Airport. So when it rains, all the wastes
from the upland are washed and get settle down in this low lying land. The pH and
temperature were within the normal range. The TDS and EC analysis results showed
extremely high readings which are so far above the EPA and WHO recommended value.
These high values imply that the dissolved salts within are also to their maximum. According
to [28], the water molecule (H,O) is strongly polar and thus, it is a powerful solvent.
Groundwater usually adopts the chemistry of the rocks/soil in which it resides. For the well, it



231 is also contaminated with fecal coliform. The cause is due to the fact that it is located at a
232  valley of a creek; so when it is rainy season there is usually stagnation of water around it.
233  This stagnant water when it settles down; can easily get mixed up with the well water thus,
234 causing the contamination.
235
236  Table 3: The Averages of Underground Water (Boreholes/Well) Samples’ Analysis
237 Results.
Serial Station Name CFuU/100ml Physical Parameters
Number Average pH Temperature | TDS EC
Reading
BH1 Esko Company Juba - 9 7.5 29°C 693 1,661 pus
Nabari (Borehole)
BH2 Juba Nabari (Kolo 0 7.4 29.7°C 670 | 1,405 ps
Road) (Borehole)
BH3 Hai Jejira (Munuki) 0 7.3 28.9°C 517 1,144 us
(Borehole)
BH4 Hai Nyakuron 0 7.4 29.6°C 499 | 1,092 us
(Borehole)
BH5 El-Sabah Children 0 7.3 30.2°C 613 | 1,253 ps
Hospital — Juba
(Borehole)
BH6 Pentecostal Church — 26 7.8 29.3°C 823 1,775 ps
Juba (Borehole)
BH7 Hai Neem (Borehole) 20 7.7 29.5°C 805 1,714 us
BHS8 Hia Amarat (House of 0 7.3 28.6°C 490 1,135 us
the Minister of Finance)
(Borehole)
BH9 Hai Dongoda - Juba 10.5 7.6 28.3°C 714 1,637 pus
(Borehole)
BH10 Juba Medical Complex 9 7.6 29°C 689 1,617 ps
(Borehole)
BH11 Munuki Block B 0 7.4 28.8°C 481 | 1,032 us
(Borehole)
w1 Lologo (Well) 17.5 7.7 28.1°C 793 1,730 us
238
239 3.3 The correlation analysis between water pollution and typhoid fever
240 disease.
241
242 In order to achieve this, the data below were computed using SPSS version 20. These data
243 include: the cumulative averages of the CFU/100 ml concentrations of the River Nile table
244 (4) and a two year statistical data of the incidence of typhoid collected from the two main
245 hospitals in Juba table (5) below:
246
247  Table 4: Average CFU/100 ml of the River Nile’s concentrations at different sampling
248 sites and months
Location Months Cumulative
Apr-12 | May-12 | Jun-12 | Jul-12 | Aug-12 Averages
Rajab West 27.7 28 35 41 335 33.04
(Upstream)
Tokiman 28.5 30.5 32 36 31 31.6
Lologo 35.45 39 37.5 42.5 36.5 38.19
Juba Bridge 39.75 42.5 46.25 | 48.25 43 43.95




Juba Port 74.5 78.25 81 79 76.5 77.85
Urban Water 93.24 94.5 98.5 lo4 95 97.05
Cooperation (Intake

Point)

Jebel Nyoka 98.25 99.5 105.25 | 109 101 102.6
Hai Gabat 94.5 97 101 102 98.5 98.6
Nyaying 67.7 69.5 73.5 75 69 70.9
Roton 45 46.5 475 48.5 45.5 46.6
Walawalang 33 34 33.5 35 32,5 33.6
Molobor Village 15.25 15.5 16 17.5 14.5 15.25
(Downstream)

249
250 Table 5: shows the two year statistical data of Typhoid incidence in the two hospitals
251 in Juba

2010 2011

vear | Crigrens | JUbaTeaching | GUGCRs | reacnimg

Hospital Hospital Hospital

Typhoid Typhoid Typhoid Typhoid
Jan. 41 77 74 221
Feb. 36 182 85 249
March 70 213 64 152
April 94 285 75 267
May 179 345 83 218
June 214 390 137 323
July 350 465 181 307
Aug. 327 685 141 275
Sept. 276 553 164 220
Oct. 172 339 107 301
Nov. 146 254 77 123
Dec. 85 177 40 108

252

253 Linear regression analysis to establish the correlation between Typhoid Fever and
254 CFU/100ml is clearly shown in figure 2 below:
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Figure 2: shows the scatter plots between CFU/100 ml and typhoid fever
incidence

3.3.1 Correlation Analysis (R” and r statistics) for Typhoid Fever

The deterministic model (RZ) and the correlation coefficients (r) between the variables
(Typhoid Fever and CFU/100ml) were calculated and the results are shown in tables 6 and 7
below respectively. The values of R? (table 6) helps to interpret the relationships exiting
between variables in terms of variations. That is, from table 6, El Sabbah Children’s Hospital
and Juba Teaching Hospital in the year 2010 had 0.7741 and 0.6787. These R® values
indicate the 77.41% and 67.87% of the changes in Typhoid Fever are explained by the
change of CFU/100ml. In the year 2011, 72.15% and 46% of the changes in the Typhoid
Fever and CFU/100ml could be explained for ElI Sabbah Children’'s Hospital and Juba
Teaching Hospital respectively. The closer R? is to 1, then there is an indication that the data
points lie close to the least square line. This can be seen in figure 2. With reference to table
6, it can be seen that the R? value for El Sabbah Children’s hospital in both years are
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relatively closer to 1. This means that the linear regression analysis performed to estimate
the R?, comparatively, describe the variation in the data well for El Sabbah Children’s
hospital than Juba Teaching Hospital.

In this study, the correlation coefficient (r) was used as a criterion to determine the strength
and nature of the linear relationship between water polluted with fecal coliform (CFU/100ml)
and waterborne diseases such as typhoid fever. The results (table 7) revealed a very high
positive correlation between typhoid fever and water polluted with fecal coliform for both
hospitals in Juba. Comparatively, it was also noticed that the strength of the relationship for
El Sabbah Children’s Hospital in both years were stronger than that of the Juba Teaching
Hospital's recorded cases. This shows that a stronger relationship exist between Typhoid
and CFU/100ml in El Sabbah Children’s Hospital than in Juba Teaching Hospital. The
correlation coefficient values obtained is completely in line with the findings of [29], when he
pointed out that “human and animal excreta waste contains disease-carrying organisms
such as the bacterium Escherichia coli and pathogens that cause cholera, typhoid, diarrhea,
dysentery, hepatitis A and cryptosporidiosis”. Furthermore, this strong correlation is backed
up with the fact that most of the residents in Juba entirely depend on the water from this
polluted River Nile for drinking and all other domestic use. The high income class usually
tries to avoid typhoid infection through drinking distilled/pure water: and this is why empty
plastic water bottles dominate the waste stream. The middle class tries to do so by purifying
the River water using Chlorine or at times Alum (Aluminium Sulphate) locally know as “Water
Guard” when Chlorine is not at hand. For the case of the latter, it is rather helpless. It only
settles the suspended patrticles in the water and makes it appear clean but it does not kill the
germs/micro-organisms. While the last class or the disadvantaged group; of course the poor
residents of the city: they depend solely on the direct use of the River water without any kind
of treatment.

The principal means of acquiring the Salmonella typi (the bacterium that causes typhoid) is
through ingestion of water contaminated with feces (fecal coliform). Also it can be acquired
through bathing or any form of contact with this contaminated water. In Juba, almost
everybody is exposed to typhoid fever infection because the entire city uses the River water
for bathing and washing. Not only that but also all the restaurants in the city use this very
water for customers to wash their hands before eating and also for washing the dishes.
Therefore, in Juba, whether you drink pure water or not; you still remain at high risk of
typhoid fever infection except if you can avoid it by bathing with boiled water and not eating
in a restaurant.

Table 6: Coefficient of Determination (RZ) of CFU/100ml verses Typhoid Fever

El Sabaah Juba Teaching
Children’s Hospital Hospital
Year Month :
CFU/100 ml vs. CFU/100 ml vs. Typhoid
Typhoid Fever Fever
2010 Jan.-Dec. 0.7741 0.6787
2011 Jan.-Dec 0.7215 0.46
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Table 7: Correlation Coefficient (r) of CFU/100ml verses Typhoid Fever

El Sabaah Juba Teaching Hospital
Children’s Hospital
Year Month i
CFU/100 ml vs. CFU/100 ml vs. Typhoid
Typhoid Fever Fever
2010 Jan.-Dec. 0.8798 0.8238
2011 Jan.-Dec 0.8494 0.6782

"A close observation among tables 5, 6 and 7 showed that there is no match: that is, the R and r
values do not correspond to the typhoid fever incidence recorded in the two hospitals. Juba Teaching
Hospital has lower R? and r values despite the fact that it has the highest recorded typhoid fever
incidence: this is due to the fact that; statistically, the coefficient values do not have control over the
recorded data.

3.3.2 Trend Analysis for Typhoid Recorded Cases at the two main Hospitals in Juba
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Figure 3: shows the trend of typhoid incidence in the two hospitals

From the figure above, it is very clear that Juba Teaching Hospital has the highest incidence
rate compared to El-Sabaah Children’s Hospital. There are a number of factors behind this
high rate: firstly, most patients in Juba Teaching Hospital use the River water for washing
and bathing but not for drinking and secondly the lack of proper implementation of the
professional ethics by the medical personnel is also a major contributor. For example, most
of the nurses are very aggressive and this at times frightens the patients’ attendants and this
in turn could lead to poor communication between the nurses and the patients’ attendants.
This will definitely affect the medication monitoring. Thirdly, most of the patients admitted in
this hospital are the poor citizens and there are cases whereby they cannot afford buying the
medication as the hospital does not provide free medicines. This is so far the worse factor:
because the moment the patient fails to buy the medicine, the next stage becomes a
terminal case. While for El-Sabaah Children’s Hospital's low rate, there are also some
factors behind this: firstly, it is a Children hospital; and naturally much care is paid to children
than to the adults. Secondly, Unicef (United Nations Children’s Fund) is supporting the
hospital by providing medicines and nutritional services. This must be appreciated by all
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good wishers because it is truly contributing so much to the well being of the children in the
hospital. Hence, Unicef must be given a credit for what it's doing. Thirdly, the hospital is
using very clean water: El-Sabaah borehole in the analysis has zero CFU/100 ml (BH5 in
table 3).

The trend also showed clearly that the peak of typhoid fever incidence is in the month of
July: and this is also the time of the year when the rains reach their climax. Also this is the
time of the year when the River Nile is highly polluted; because the heavy rains wash any
kind of waste in this highly polluted city into the River Nile. With just the naked eyes, one can
easily see that the water is really polluted because of the amount of dirts in it. Therefore,
logically there is a strong connection between municipal solid waste pollution, water pollution
and typhoid incidence. From the trend figure above, it is noticed that there was a gradual
and steady increase in the track of typhoid fever incidence from January to June for Juba
Teaching Hospital in the year 2010. Then from June to July, there was a very sharp
increase: and then from July to December it showed a sharp decrease. This is in line with
the rain trend pattern of the year; whereby the rains also start to increase from April to July
with the maximum heavy rains between June and September. For El-Sabaah Children’s
Hospital, the trend track is almost the same. The only difference is that the typhoid fever
incidence peaks in June while for Juba Teaching Hospital, it is in July. For the year 2011, the
trend track for Juba Teaching Hospital was unstable; mean while El-Sabaah Children’s
Hospital showed somehow stable increase and decrease pattern. This is because in 2011,
there was low precipitation and was marked with very high irregularity of the rainfalls.

3.4 Diarrhea Correlation Analysis (R* and r statistics for diarrhea)
This correlation analysis used the data from table 4 and a two year statistical data of
diarrhea incidence from the two main hospitals. Table 8 below presents the diarrhea

incidence data:

Table 8: shows the statistical data for diarrhea incidence in the two main hospitals in

Juba
2010 2011
Year/ El-Sabaah Juba El-Sabaah Juba
Month Children’s Teaching Children’s Teaching
Hospital Hospital Hospital Hospital
Diarrhea Diarrhea Diarrhea Diarrhea
Jan. 20 63 21 170
Feb. 74 193 17 89
March 30 523 9 142
April 41 183 31 153
May 14 39 37 115
June 10 36 19 98
July 5 77 61 26
Aug. 0 122 15 106
Sept. 5 108 48 139
Oct. 0 21 33 78
Nov. 0 98 21 107
Dec. 6 81 17 122
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The below graphs show the linear regression analysis results for the correlation between

diarrhea incidence and CFU/100 ml:

El-Sabaah Children’s Hospital

Juba Teaching Hospital

Figure (ii): A graph of Diarrhea against
Mean CFU/100 ml for the year 2011

Figure (ii): A graph of Diarrhea
against Mean CFU/100 ml for the
year 2011
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Figure 4: shows the scatter plots between CFU/100 ml and diarrhea

3.4.1 The Correlation Coefficients for Diarrhea Incidence

From the graphs above, it can clearly be seen that there is no linear correlation between
diarrhea and CFU/100 ml. Table 10 above, shows that the correlation coefficients for El-




396
397
398
399
400
401
402
403
404
405
406
407

408

409
410

411
412
413

414
415

Sabaah Children’s Hospital are 0.3834 and 0.4787 for the years 2010 and 2011 respectively.
For Juba Teaching Hospital, the correlation coefficients are 0.3585 and 0.4815 for the years
2010 and 2011 respectively. These values indicate a weak to moderate correlation. The
reason for this weak correlation is that: diarrhea is a water-borne disease that has got no
connection with water contaminated with fical coliform but it is rather a symptom of diseases
related to fecal coliform water contamination. For example, a person infected by typhoid,
Cholera, Hepatitis A, Salmonellosis, E coli infection and many others can have diarrhea.
Thus, the weak correlation is in turn an evidence that diarrhea has got no any relationship

with water contaminated with fecal coliform.

Table 9: Coefficient of Determination (RZ) of CFU/100ml verses Diarrhea

incidence
El-Sabaah Children’s Juba Teaching
Hospital Hospital
Year Month
CFU/100 ml vs. CFU/100 ml vs.
Diarrhea Diarrhea
2010 Jan.-Dec. 0.147 0.1285
2011 Jan.-Dec 0.2292 0.2319

Table 10: Correlation Coefficient (r) of CFU/100ml verses Diarrhea

incidence
El-Sabaah Children’s Juba Teaching
Hospital Hospital
Year Month
CFU/100 ml vs. CFU/100 ml vs.
Diarrhea Diarrhea
2010 Jan.-Dec. 0.3834 0.3585
2011 Jan.-Dec. 0.4787 0.4815

3.4.2 Trend Analysis for Diarrhea Recorded Cases at the two main Hospitals in Juba
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Figure 5: shows the trend of diarrhea incidence in the two hospitals
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From the figure above, it is clear that the trend of diarrhea does not follow the waste pollution
and water pollution pattern. It peaks in January that is in Juba Teaching Hospital; and this is
the time of the year where there are no rains. Even with the naked eyes one can see that the
River Nile is not polluted; because the water generally appears cleaner than during the rainy
season. Juba Teaching Hospital has the highest rate. This is basically due to the fact that
adults have many kinds of diseases compared to children. Hence, some of these diseases
are the cause of the diarrhea for example, HIV/AIDS patients have continuous diarrhea.
Here, also the poor medical care can contribute to some of the diarrheal cases. The situation
in El-Sabaah Children’s Hospital is somehow very encouraging. The low rate has two main
factors contributing to: firstly, children have very few diseases apart from the “six child killer
diseases” plus Malaria and Typhoid which no body in Juba can escape. Secondly, the
degree of proper care and the clean water they use also play a major role.

For the diarrhea incidence trend track, it showed instability in both years: this is due to the
fact that diarrhea incidence has got no connection with the water pollution due to the heavy
rains; therefore, it does not follow the rain trend.

3.5 The Correlation Confirmatory Test

To further confirm the degree of linearity (correlation) between fecal coliform (CFU/100ml)
and Typhoid Fever, a test of hypotheses (t-test statistic) at 5% significance level was
conducted on the correlation coefficients determined.

Testing of Hypothesis:
Null hypothesis: There is no correlation between Typhoid Fever and water polluted with
fecal coliform (CFU/100ml)

Ho:p=0
Alternative Hypothesis: There is correlation between Typhoid Fever and water polluted
with fecal coliform (CFU/100ml)

Hi:p#0
Significance Level: a =0.05
. n-2
Test Statistic: t=r

J1-r?

Where; r = correlation coefficient (refer to table 7)

n = number of observations =12

Decision Rule: Reject Hp if | t | >ty n-2

Conclusion: If the calculated | t | is greater than t,;, .2, reject the null hypothesis and vice
versa.

From the student t-distribution tables, t .25 10) = 2.228.

Table 11: Computed t-test value for correlation coefficient for typhoid and CFU/100ml
Year Month El Sabaah Children’s Hospital | Juba Teaching Hospital

2010 | Jan.-Dec. 5.85364 4.59586
2011 | Jan.-Dec. 5.08979 2.91851

From table 11 above, since calculated t exceeds the appropriate critical values t .oz 12) =
2.228, the conclusion is that the data provides convincing evidence that there is a
relationship between typhoid fever and water polluted with fecal coliform (CFU/100ml).
These results further corroborate the scientific findings quoted in literature that the cause of
Typhoid fever can be attributed to water polluted with fecal coliform. Hence, Hy : p = 0 is
rejected and Hy : p # 0 is accepted.
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Furthermore, the degree of non-linearity between fecal coliform (CFU/100ml) and Diarrhea
was confirmed. A test of hypotheses (t statistic) at 5% significance level was also conducted
on the correlation coefficients determined.

Testing of Hypothesis:
Null hypothesis: There is no relationship between Diarrhea and CFU/100ml

Ho:p=0
Alternative Hypothesis: There is a relationship between Diarrhea and CFU/100ml
Hi:p#0
Significance Level: a =0.05
L n-2
Test Statistic: t=r

J1-r?

Where; r = correlation coefficient (refer to table 10)

n = number of observations = 12

Decision Rule: Reject Hp if | t | >ty n-2

Conclusion: If the calculated | t | is greater than ty; .2, reject the null hypothesis and vice
versa.

From the student t-distribution tables, t .25 10) = 2.228.

Table 12: Computed t-test value for correlation coefficient for Diarrhea and CFU/100ml
Year Month El Sabaah Children’s Hospital | Juba Teaching Hospital

2010 | Jan.-Dec. 1.31277 1.21428
2011 | Jan.-Dec. 1.7244 1.7376

Judging from the t values obtained (table 12) for the correlation coefficients, it can be
concluded that there is no relationship existing between Diarrhea and Fecal Coliform at 95%
confidence interval, hence, the alternative hypothesis (H; : p # 0) is rejected.

Therefore, the conclusion to be drawn here is that the correlation coefficients values
obtained between CFU/100ml and Typhoid are statistically significant where as the opposite
can be stated for the Diarrhea and CFU/100ml.

3.6 The Correlation between Municipal Solid Waste Pollution and Water-borne
Diseases

There was no statistical correlation analysis done for municipal solid waste in relation to
water-borne diseases simply because the correlation between the two is not a direct one. A
lot of literature confirms that the relationship is indirect. For example, according to[13,11], “in
the developing countries, the uncollected waste, which is often also mixed with human and
animal excreta, is dumped indiscriminately beside the streets and in drains, so contributing
to water stagnation, breeding of insect and rodent vectors and the spread of diseases”.
Furthermore, even the somehow collected waste is often disposed of in uncontrolled
dumpsites and/or burnt in the open spaces and consequently; this can result into the
pollution of the water resources and the air [4,5,6]. From these two statements, it can be
concluded that there is a strong correlation between typhoid and the pervasive municipal
solid waste pollution in Juba city. The logical connection is that, this waste contains both
human and animal excreta which when it rains, it's washed into the River Nile. The evidence
is the high fecal coliform contamination of the River Nile's water confirmed during the water
samples’ analysis. Also many researchers confirm that the main cause of water-borne
diseases is ingestion of water contaminated with feces which in turn contains the fecal
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coliform. Therefore, the high incidence of typhoid fever in Juba is primarily from the
municipal solid waste pollution and coupled with the poor sanitation status in the city.

From the above correlation analysis, there is a clear indication that there is surely a very
strong correlation between water polluted with fecal coliform and typhoid fever. There is also
very strong logical correlation between municipal solid waste pollution and typhoid fever
although not statistically confirmed. Weak to moderate correlation between diarrhea and
water pollution was noticed from the statistical analysis. Therefore, there is an urgent need
for the government of South Sudan and other developing countries with similar situation to
take drastic measures towards municipal solid waste management so as to avoid the lost of
innocent lives.

4. CONCLUSION

Generally, the poor municipal solid waste management in most cities of the developing
countries has resulted into many problems. The uncontrolled and un-scientific dumping of
municipal solid wastes has brought about serious human health problems; contamination of
both surface and ground water which is in turn a threat to human health. The analysis results
obtained from this study revealed that, the River Nile is highly contaminated with fecal
coliform to the extent that it is unfit to be used as drinking water except for other purposes.
For the boreholes and the well, the results were somehow good. Out of the eleven boreholes
tested, six of them were found to be clean thus; satisfying the EPA and WHO recommended
standard value for drinking water. The other five and the well were found to be contaminated
but not as high as the surface water.

The results of this study can be so useful to the general public and the government. It will
alert those people who are currently using the contaminated water about the high risk of
being infected by water-borne diseases and the related ones if they continue using it
especially for drinking. Water-borne diseases such as typhoid, diarrhea, dysentery, hepatitis
A and occasionally cholera are currently a serious public health problem in Juba. Therefore,
this study will act as a guide for the government to take the necessary measures to tackle
the municipal solid waste pollution in the city. Hence, the cities’ authorities in the developing
countries must heavily invest in municipal solid waste management in order to avoid the high
risk to both human health and the environment.

This study confirmed that there is a very strong correlation between typhoid fever and water
contaminated with fecal coliform. It also found out that there is a weak correlation between
diarrhea and the contaminated water. Thus, it can be concluded that there is a strong
correlation between municipal solid waste pollution, water polluted with fecal coliform and
typhoid fever in Juba.

ACKNOWLEDGEMENTS

The authors acknowledge the support offered by China University of Geosciences (Wuhan)
and particularly the School of Environmental Studies and the College of Natural Resources
and Environmental Studies, University of Juba, Republic of South Sudan during the process
of producing this article.



556
557
558
559
560
561
562
563
564
565
566
567
568
569
570
571
572
573
574
575
576
577
578
579
580
581
582
583
584
585
586
587
588
589
590
591
592
593
594
595
596
597
598
599
600
601
602
603
604
605
606

AUTHORS’ CONTRIBUTIONS

Author MKL designed the study, literature search, collected and analyzed the data, wrote the
first draft of the manuscript. Author QS supervised the work. Author YYZ performed the
correlation analysis. All authors read and approved the final manuscripts.

REFERENCES

[1] Collivignarelli, C., Sorlini, S., and Vaccari, M., 2004. Solid Wastes Management in
Developing Countries. Proceedings of ISWA 2004 World Congress, October
17-21, Rome, ltaly.

[2] World Resources Institute, United Nations Environment Programme, United Nations
Development Programme, The World Bank, 1996. World Resources 1996-97
- The Urban Environment, Oxford University Press, Oxford.

[3] Asnani, P.U., 2006. Solid Waste Management. India Infrastructure Report 2006.

[4] Zurbrugg, C., 2003. Solid Waste Management in Developing Countries, EAWAG, on
line at:
http://www.eawag.ch/organisation/abteilungen/sandec/publikationen/publicati
ons_swm/downloads_swm/basics_of SWM.pdf. [Accessed on: 14™ January
2013].

[5] Zhu, D., Asnani, P.H., Zurbrugg C., Anapolsky, S. and Mani S., 2008. Improving
Municipal Solid Waste Management in India. A Source Book for Policy
Makers and Practitioners. World Bank, Washington D.C.

[6] Medina, M., 2010. Solid waste, Poverty and the Environment in Developing Countries
Cities: Challenges and Opportunities. United Nations University/Institute of
Advanced Studies Working Paper 23. Tokyo: UNU.

[7] Wang, H., He, J., Kim, Y. and Kamata, T., 2011. Municipal Solid Waste Management
in Small Towns: An Economic Analysis Conducted in Yunnan, China. The
World Bank. Development Research Group, Environment and Energy Team.

[8] Sharholy, M., Ahmad, K., Mahmood, G. and Trivedi, R.C., 2008. Municipal solid waste
management in Indian cities — A review. Waste Management 28 (2), 459-467.

[9] Thomas-Hope, E., 1998. Solid waste management: critical issues for developing
countries. Kingston: Canoe Press.

[10] Firdaus, G. and Ahmad, A., 2010. Management of Urban Solid Waste Pollution in
Developing Countries. Int. J. Environ. Res., 4(4), 795-806

[11] Cointreau, S., J., 1982. Environmental Management of Urban Solid Wastes in
Developing Countries. A Project Guide. Technical Paper Number 5.World
Bank Urban Development. The World Bank, Washington. U.S.A.

[12] Zurbriigg, C., 2002. ‘Urban Solid Waste Management in Low-Income Countries of
Asia, How to Cope with the Garbage Crisis’ Presented for: Scientific
Committee on Problems of the Environment (SCOPE) Urban Solid Waste
Management Review Session, Durban, South Africa, November 2002.

[13] UNEP-IETC, 1996. International Source Book on Environmentally Sound
Technologies for Municipal Solid Waste Management, United Nations
Environment Program (UNEP), International Environmental Technology
Centre (IETC).

[14] Visvanathan, C. and Glawe, U., 2006. Domestic Solid Waste Management in South
Asian Countries — A Comparative Analysis. Presented at 3 R South Asia
Expert Workshop, 30 August - 1 September, 2006 Kathmandu, Nepal.

[15] UN-HABITAT, 2010. Solid Waste Management in the World's Cities Water and
Sanitation in the World’s Cities. London. Washington DC.



607
608
609
610
611
612
613
614
615
616
617
618
619
620
621
622
623
624
625
626
627
628
629
630
631
632
633
634
635
636
637
638
639
640
641
642
643
644
645
646
647
648
649
650
651
652
653
654

[16] Akinbile, C.O., and Yusoff, M.S., 2011. “Environmental impact of leachate pollution
on groundwater supplies in Akure, Nigeria’, International Journal of
Environmental Science and Development, 2(1), pp 81-89.

[17] WHO, 2009. World health statistics 2009. ISBN 97892 4 156381 9, Geneva.

[18] Amanda, B., 2011. Geography of Sudan - Learn the Geography of the African Nation
of Sudan. Geography at About.com.

http://geography.about.com/od/sudanmaps/a/sudan-geography.htm. [Accessed on: 11"

Dec. 2012].

[19] UNEP, 2012. Sustainable cities; building cities for the future. Green media Ltd. Trans
World House, London. UK. ISBN: 978-9570432-4-4.

[20] Global Water Intelligence, 2011. South Sudan faces up to its water challenges.
Market-Leading Analysis of the International Water Industry, Vol 12, Issue 3.

[21] Kernan et al., 2009 in STEP, 2009. Sudan Transitional Environment Program Pilot
Plastic Recycling Project Final Report (STEP), (2009). Juba — Sudan.

[22] USEPA, 1985. Test methods for Escherichia coli and enterococci in water by the
membrane filter procedure (Method #1103.1). EPA 600/4-85-076. U.S.
Environmental Protection Agency, Environmental Monitoring and Support
Laboratory, Cincinnati, OH.

[23] APHA, 1992. Standard methods for the examination of water and wastewater. 18"
ed. American Public Health Association, Washington, DC.

[24] USEPA, 2002. Current drinking water Standard, Office of Groundwater and drinking
water, Government Printing Office, Washington D.C.

[25] WHO, 1984. Guidelines for Drinking-Water Quality: Recommendations. WHO:
Geneva, Switzerland.

[26] WHO, 1998. Guideline for drinking water quality, Health Criteria and other supporting
information, 3rd, Geneva.

[27] WHO, 2001. Guidelines for Drinking Water Quality, Recommendations, Geneva.

[28] Blyth, F.G.H. and de Freitas, M.H., 1984. A Geology for Engineers. Edward Arnold
Ltd.: London, UK.

[29] Pielou, E.C., 1998. Fresh Water. Chicago and London: The University of Chicago
Press. USA.




