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ABSTRACT31
32

Aims: This paper addresses critical issues of the smart grid primarily in terms of information and
communication technologies (ICTs), standards, security threats, and possible health effects.
Study Design: A risk-based approach has been presented, which could be implemented to
address the security aspects and health impact of the smart grid.
Place and Duration: This study was carried out in Ottawa, Ontario, Canada during the
period of January 2012 to January 2013.
Methodology: The paper evaluates the security threats to the smart grid as well as the health risks
of smart meters and wind turbines currently under implementation in the context of radio frequency
(RF) radiation, vibration, and low frequency noise. A combined framework for risk management in
major technological and health domains has been proposed.
Conclusion: The proposed framework calls for a coordinated assessment of cyber and power
grid risks keeping the whole grid security and human safety goals in mind. Integrated risk
management approaches are significantly needed to efficiently guide resource allocations
and optimize practices at all levels of the smart grid platform to identify the risk, measure it,
minimize it, and finally engineer out the risks by the use of available resources, to an
acceptable and approved standard.
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1. INTRODUCTION36

37
Electric power systems are very complex interconnected networks which include a series of38
independently operating regional grids that would greatly benefit from the optimization that39
comes with interconnection provided by the smart grid. The smart grid has been described40
by IEEE [1] as “a next-generation electrical power system that is typified by the increased41
use of information and communication technology (ICT) in the generation, delivery and42
consumption of electrical energy”. The smart grid [2], which is in general referred to as the43
next generation power electric system, integrates varieties of digital computing and44
communication technologies to provide efficient, secure, and reliable electricity and45
information delivery between power generators, suppliers and customers.46

The objective of transforming the current electric power grid into a smart grid is to provide47
reliable, high-quality electric power to digital societies in an environmentally friendly and48
sustainable way [3]. Deployment of smart grid technologies will happen over a long period of49
time, adding succeeding layers of functionality and capability onto existing equipment and50
systems. ICT is the key, but it is only a means to an end. What is not explicitly stated here,51
but is equally important, is that a fully developed smart grid concept includes in addition to52
smart meters, technologies at both the transmission and distribution level and extends to53
both hardware and software, such as monitoring and control systems, as well as primary54
equipment like transformers and relays. Under this model, the smart grid should be adaptive,55
with less reliance on operators, especially in responding rapidly to load changing conditions;56
efficient, by reducing the cost to produce, deliver, and consume electricity; predictive, in57
terms of identifying potential outages before they occur; integrated, in terms of real-time58
communications and control functions; interactive between customers, suppliers, and59
markets; reliable, by reducing the cost of interruptions and power quality disturbances;60
secure, by reducing the probability and effects of attacks; and safe, in terms of possible61
health effects, injuries and loss of life from grid-related events.62

The smart grid will introduce millions of intelligent computing components that63
communicate in two-way communication [4]. As such, how to address networking security64
risk, reliability challenges, and possible health impact are critically important in the design of65
communication networks for the smart grid. Potential networking intrusion caused by66
intentional attackers may lead to a variety of consequences [5], from customers’ information67
leakage to a cascade of failures, such as massive power outage and destruction of68
infrastructures.69

This paper is designed to inform utilities, policymakers, researchers, and consumers on70
concerns and sets forth recommended best practices to reduce the risks of adverse71
consequences from the adoption of various technologies in the pursuit of the real objectives72
of smart grid. Various applications of ICTs have been identified in Section 2. Section 373
presents several standards that guideline the implementation of the smart grid. Section 474
discusses a risk-based approach that has been used to protect physical assets but can be75
modified to help protect the components of the smart grid. Smart grid security threats have76
been presented in sections 5. Section 6 discusses possible health risk of smart meters and77
wind turbines in the context of radio Frequency (RF) radiation and low frequency noise,78
respectively. Section 7 proposes a risk management strategy to mitigate the smart grid risks.79
Finally, Section 8 summarizes provides conclusion.80

81
82
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2. SMART GRID TECHNOLOGIES83
84

Innovation of the electric grid was driven by technology in the past, the current power85
industry is being modernized and tends to deal with the challenges more proactively by86
using state-of-the-art technological advances in the areas of ICTs, sensing, and control [6]–87
[8]. While the smart grid system is made up of a number of energy subsystems including88
generation, transmission, distribution, operation, and utilization, many of the communications89
and security components, are common between these energy subsystems. Fig. 1 shows the90

91
typical components of smart grid and the ICT paths that will connect the components.92

93

94
Fig. 1 Typical components of an electric smart grid.95

96
2.1 Communication Technologies97

98
A communications system is the key component of the smart grid infrastructure [9]. With the99
integration of advanced technologies and applications for achieving a smarter electricity grid100
infrastructure, a huge amount of data from different applications will be generated for further101
analysis, control and real-time pricing methods. Hence, it is very critical for electric utilities to102
define the communication infrastructure requirements to handle the output data and deliver a103
reliable, secure and cost-effective service throughout the total system [10]. Fig. 2 provides104
an overview of the smart grid communication landscape.105

Various ICTs supported by two main communications media, wired and wireless, can be106
used for data transmission within the smart grid. Wireless networks are commonly used in107
the current smart grid deployments. The wireless communications solutions can be either108
licensed or unlicensed, again depending on the needs of the utility. For the highest reliability,109
licensed should be the choice. Each of the above options has their advantages and110
disadvantages, but what is consistently true of any and all of the solutions is the need to111
have a scalable security solution [11].112

Two types of information infrastructure are needed for information flow in a smart grid:113
first flow is from electrical appliances to smart meters and second from smart meters to114
utility’s data centers. As suggested in [12], the first data flow can be accomplished through115
power line communication or wireless communications, while cellular technologies or the116
Internet can be used for the second flow. Table I shows the main communications117
technologies and their specifications.118
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There are also many data exchange protocols used between entities such as119
transmission control protocol (TCP)/Internet protocol (IP), hypertext transfer protocol120
(HTTP), and file transfer protocol (FTP) are also widely used in the global information121
technology domain.122

123

124
125

Fig. 2 Smart grid communication infrastructure and examples of technologies.126
127

2.2 Advanced Metering128

Advanced metering infrastructure (AMI) is viewed as a foundational-enabling technology for129
the smart grid. The implementation of AMI solutions in the power distribution system has the130
potential to benefit both energy suppliers and consumers. Advanced meters will be in131
constant communication with the electric utility, retrieving real-time prices and transmitting132
real-time demand upstream. The energy suppliers may benefit by more efficient meter133
reading, less maintenance cost, and outage location identification. Consumers will also have134
new opportunities to reduce their energy costs by taking advantage of real-time energy135
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pricing, off-peak rates, and other programs that are possible with the two-way136
communication networks. AMI solutions can be meshed or point-to point, with local coverage137
or long range communications. Options for backhaul solutions are fiber, wireless broadband,138
or broadband over power line. In general, AMI communication solutions are built around five139
technologies: wireless star, wireless mesh, power line carrier (PLC), broadband over power140
line (BPL), and fiber optics. Wireless star technologies are available in both licensed (200141
MHz, 900 MHz) and unlicensed spectra (900 MHz, 2.4 GHz). Mesh networks are considered142
very reliable because they provide redundant communication paths that compensate for143
failures from natural causes.144

145
Table 1 Main Communication Technologies for the Smart Grid146

147
Technolo
gy

Specifications Suitability for Smart Grid

GSM 900-1800 MHz;
14.4 Kbps; 10 km.

Suitable for AMI; demand response (DR), and home
area network (HAN)

3G 1.92-1.98 GHz,
2.11-2.17 GHz; 10
km.

Licensed; suitable for AMI; DR, and HAN; costly fee!

WiMax 2.5 GHz, 3.5 GHz,
5.8 GHz; 5 km
(NLOS), 50 km
(LOS).

DR; Wireless automatic meter reading (WMAR) as part
of utility AMI.

ZigBee 868-915 MHz, 2.5
GHz; 250 Kbps; 50
m; 1 mW.

Unlicensed; most suitable communication standards
for smart grid low- power residential network domain:
HAN [12].

GPRS 900-1800 MHz; 170
Mpbs; 10 km.

AMI; HAN; DR.

PLC 1-30 MHz; 3 Mbps. AMI and HAN; promising technology for smart grid
applications due to the fact that the existing
infrastructure decreases the installation cost of the
communications infrastructure; implemented in China
and France [13].

GSM: Global system for mobile communication; 3G: Third generation; WiMax: Worldwide148
inter-operability for microwave access; GPRS: General packet radio service.149

150

2.3 Sensing and Measurement151

The integration of phasor measurement units and sensing devices into comprehensive wide-152
area monitoring networks will enhance the situational awareness of the grid and enable153
system operators to react to system disturbances and anomalies more accurately. The data154
collected by these systems can be used to develop advanced operating procedures and155
finally allow some level of automatic advanced control of the grid. The data from these156
systems could also be utilized to make the grid self-healing by avoiding or mitigating power157
outages, power quality problems, and service disruptions.158

159

160
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2.4 Islanding161

Islands or microgrids may emerge to take over from electric utilities should conventional162
generation and distribution experience a fault. An island should be able to physically163
disconnect and reconnect itself from the larger grid and perform all the functions that central164
utilities currently perform, including voltage and frequency control.165
3. SMART GRID STANDARDS166

167
There are a variety of technological solutions for smart grid system that have been168
developed or are still in the development process. However, the key challenge is that the169
overall smart grid system is lacking widely accepted standards and this fact limits the170
integration of advanced applications, smart meters, smart devices, and renewable energy171
sources and constrains the interoperability between them. The adoption of interoperability172
standards for the overall system is a critical prerequisite for making the smart grid system a173
reality. Seamless interoperability, robust information security, increased safety of new174
products and systems, compact set of protocols and communication exchange are some of175
the objectives that can be achieved with smart grid standardization efforts [14]. There are176
many regional, national, and international attempts towards achieving this goal. An overview177
of currently implemented smart grid standards is given in Table 2.178

179
180

Table 2. Smart Grid Standards181
182

Standards Application Details

IEEE P2030 Customer applications A guide for smart-grid interoperability of energy
technology with end-use applications and load.

IEEE P1901 Utility and smart grid
applications

High speed power line communications.

IEEE 929-
2000

Distributed generation
(DG)

Utility interface of photovoltaic (PV) systems.

IEEE Std.
1547-2003

DG Interconnecting distributed energy resources
and storage information.

IEC61970 Energy management
systems

Transmission domain and enterprise
application integration.

IEC 61969 Energy management
system

Distribution domain.

IEC 61968 Electrical distribution
system

Inter-application integration of a utility
enterprise.

IEC 61850 Substation automation Communications between devices in
transmission, distribution, and substation
systems.

IEC 60870-
6/TASE.2

Inter-control center
communications

Data exchange between utility control centers.

ITU-T G.9955
and G.9956

Distribution automation;
AMI

Physical layer specifications and data link layer
specification.

IEC 62351 Power system
management

Security for IEC 61850.

ISO/IEC
15408

Security functions of IT
products and systems.

Can be implemented in any sector confronted
by the need to test the security of IT including
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the smart grid.
HomePlug HAN Power line technology to connect smart

appliances with in HAN.
ISA100.11a Industrial automation Wireless systems.
SAE J2293 Electric vehicle (EV)

supply equipment
Energy transfer from utility to EVs.

ANSI C12.22 AMI Data network communications.
ANSI 12.18 AMI Data transportation via infrared optical port.
ANSI C12.19 AMI Meter data communications.
Z-Wave HAN Alternative solution to ZigBee
ZigBee Wireless

communications
Based on IEEE 802.15.

M-Bus AMI European standard for reading all kinds of
utility meters.

PRIME AMI Multi-vender interoperability.
G3-PLC AMI Interoperability and cyber security.
SAE J2836 EVs Plug-in EV communications.
SAE J2847 EVs Communication between EVs and grid

components.
OpenADR DR Communications using Web Services to send

demand response signals to end-use customer
systems.

183
184

4. THE CONCEPT OF RISK185
186

Risk in the context of smart grid may be defined as the probability of a threat agent exploiting187
vulnerability to cause harm to a computer, network, system, or utility, and result in188
operational and business consequences. The numerate definition of risk may be expressed189
as:190

191
Risk = Uncertainty of a variable × Consequences192

193
The following equation attempts to correlate different elements of risk in the smart grid194

domain [15, 16].195
196

  CPPR EA  1 (1)

197
R represents the level of risk assumed, or the level of risk that still remains after accounting198
for threat, consequence and protection mechanism. It is a value between 0 and 1199
representing the combined probability that the system will be attacked, the effectiveness of200
the system and the consequence of a successful attack. PA is the likelihood of attack, with a201
maximum of 1 if the probability of attack is set at 100%. With the level of threat already in the202
world, it is safe to say that the probability of an attack on smart grid infrastructure is large. PE203
is the probable effectiveness of the security system and (1-PE) measures lack of security204
mitigation. C is a value between 0 and 1 that rates the consequence of a successful attack.205
PE may be expanded to206

207
NIE PPP  (2)
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209
Where, PI is the probability of interception and PN is the probability of neutralization of a210
given threat. PI determines how likely an attack is to be discovered and a response initiated.211
Once a response has been initiated PN helps determine how effective that response will be212
in stopping the attack. Like the rest of the variables in Eq. (1), C is a value between 0 and 1213
indicating the impact a successful attack would have on the organization. It is important to214
understand what assets would have the largest impact if lost, damaged or destroyed and215
then protect them accordingly. Various stakeholders tend to view assets differently.216

In general, three parameters attributes to help determine consequences: geographical217
size of the impact CA (international, national, regional, local); time to recover CT (permanent,218
years, months, days, hours); and cost to recover CC (very high, high, medium, low, very low).219
Understanding the asset and knowing the impact values for each attribute makes it possible220
to calculate C using Eq. (3).221

222
)1()1()1(1 CTA CCCC  (3)

223
224

5. SECURITY RISK225
226

Cyber security risk is difficult to measure even in a static environment because it is a227
complex function of threat, vulnerabilities and consequences. The ISO/IEC Standard 15408228
(Common Criteria—Fig. 3) includes a fact model showing the value relationship of owners to229
their assets. The challenge is to introduce countermeasures that restrict a threat agent from230
successfully exploiting a known threat against vulnerabilities.231
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232

Fig. 3 Fact model showing the value relationship of owners to their assets based on233
ISO/IEC Standard 15408.234

5.1 SCADA Security235

One subsystem which is at the core of smart grid systems is the supervisory control and236
data acquisition (SCADA) solution. SCADA systems have undergone cyber security237
assessments as part of the National SCADA Test Bed (NSTB) program. Multiple vendors238
offer SCADA solutions with varying capabilities and security mechanisms. SCADA systems239
are currently isolated, preventing external access. While some standards exist around240
SCADA, such as distributed network protocol 3 (DNP3), there is still a need to make more241
consistent the security solutions applied to SCADA deployments. Future SCADA systems242
may need to deal with orders of magnitude more information than current SCADA243
approaches handle.244

245

5.2 Substation Security246

In any national grid, there are thousands of transmission and distribution substations which247
have various levels of automation. The level of automation in substations is increasing,248
however, level of automation is indirectly related to security because increased automation249
implies increased computer-controlled electronics and software, which tends to increase the250
potential for cyber security weaknesses, although increased automation does not251
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necessarily involve reduced security. Potential consequences of successful substation cyber252
attacks include the destruction of generators, power outages, and grid instability.253

254

5.3 Network Security and Availability255

Malicious attacks targeting network availability can be considered as denial-of-service (DoS)256
attacks, which attempt to delay, block or corrupt information transmission in order to make257
network resources unavailable to nodes that need information exchange in the smart grid.258
Since it is widely expected that at least part, if not all, of the smart grid will use IP-based259
protocols (for example, IEC 61580 [17] has already adopted TCP/IP as a part of its protocol260
stacks) and TCP/IP is vulnerable to DoS attacks, sophisticated and efficient261
countermeasures to DoS attacks are essential to the smart grid. DoS attacks against TCP/IP262
have been well studied in the literature regarding attacking types, prevention and response263
[18, 19]. Since intruders only need to connect to communication channels rather than264
authenticated networks in the smart grid, it is very easy for them to launch DoS attacks265
against the smart grid, especially for the wireless-based power networks that are susceptible266
to jamming attacks [20]–[22].267

268

5.4 AMI Security269

The wireless devices used in AMI exist in the smart meters located on the customers’270
premises. Since these devices are outside the utility’s physical security perimeter, they are271
at high risk of compromise. Attackers can extract data from the memory of these devices272
including keys used for network authentication and device memory can be modified by an273
attacker to insert malicious software. Once the device is compromised it can be used to274
attack other parts of the smart grid by communicating through the network. Attacks that275
originate with an AMI wireless network device can lead to direct control systems276
compromise. Many compromised smart meters or data collector nodes could be277
programmed by the attacker to simultaneously send messages that cause power demand to278
be reduced dramatically and then to be increased dramatically. These phony messages279
could cause grid instability and power outages.280

281

5.5 Data Integrity282

Integrity of data is clearly important in general, but since so many different types of283
interactions are taking place in the smart grid, the integrity requirements will need to be284
specific to the particular application. Differing from attacks targeting network availability,285
attacks targeting data integrity can be regarded as more sophisticated attacks. The target of286
the attacks is either customer’s information or network operation information. The final287
security objective is confidentiality. The loss of data confidentiality in the smart grid has a288
lower risk than loss of availability or integrity. There are specific areas in the smart grid289
where confidentiality is more important such as the smart meters. The privacy of customer290
information, corporation data, and electric market information are some examples.291

292
293
294
295
296
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6. EVALUATION OF HEALTH IMPACT297
298

6.1 Smart meters299

The advent of smart meters as an integral component of AMI implementation within homes300
has raised questions from the public as to RF exposures from smart meters and potential301
health and safety risks that may be related to these exposures.302

The official line on the health implications of wireless networks is that exposure to low-303
level RF radiation is well below the international recommended levels and that there is no304
evidence of risk. But despite this assurance, the concern is mounting, with some people305
blaming everything from headaches to cancer on exposure to RF fields [23]-[25].306

There exist two major specific absorption rate (SAR) limits defined as: 1) a whole-body307
average SAR; and 2) a local (spatial) SAR when the power absorption takes place in a308
confined body region. Safe local SAR limits are generally based on estimates from the309
whole-body average SAR and incorporate substantial “safety factors” for users [24]. How310
much RF energy is safe? This is a complex problem, comprising public health, life sciences,311
engineering, and social (including economic and legal) considerations. During the past few312
years, many countries and international organizations developed safety standards for RF313
radiation. It is evident that two major safety limits for local SAR in the head exist, 1.6 W/kg314
averaged over 1 g (SAR1g) in North America, and 2 W/kg averaged over 10 g (SAR10g)315
developed by the International Commission on Non-Ionizing Radiation Protection (ICNIRP)316
of the European Union. The ICNIRP limit is accepted for use in Australia, Japan, and other317
parts of the world [26].318

A common concern about wireless technologies is related to the possible long-term319
health effects of the radiated RF signals. However, the only health effect from RF fields320
identified so far in the majority of scientific reviews has been related to an increase in body321
temperature (>1°C) from exposure at high field intensity found only in certain industrial322
facilities, such as RF heaters or being very close to RF transmitters. A few individuals have323
reported that RF signals from wireless networks and other low-level sources of RF fields can324
trigger allergy-like reactions—a phenomenon called electrical hypersensitivity. This is a325
complex issue that scientists have studied with respect to low-level RF fields from various326
sources for a number of years. While the distress of electrically hypersensitive individuals is327
very real, controlled studies have failed to connect their symptoms to RF exposure. The328
World Health Organization (WHO) fact sheet [27] states that “RF fields have not been shown329
to cause such symptoms. Nonetheless, it is important to recognize the plight of people330
suffering from these symptoms.”331

With this perspective in hand, comparative levels of RF emissions from commonly used332
sources are shown in Table III. In regard to smart meters under implementation in the smart333
grid, the table indicates levels for distances of 3 and 10 feet, with meters operating at 1 W334
and at a quarter watt (or 250 mW) with duty cycles of 1% and 5% for each power level. The335
entries in the table indicate that smart meter emissions, even at the maximum point, are at336
the same order of magnitude as emissions from such sources as WiFi routers and far lower337
than the fields emitted by cell phones or microwave ovens. A recent measurement338
investigation [28] indicates that exposure level from the smart meters are a small fraction of339
the RF exposure limit for the general public, and diminishes, as expected, with increasing340
distance from the smart meter. However, when the smart grid is fully functional the smart341
meters would be expected to transmit much more RF energy than the existing ones, due to342
higher duty cycle.343

344
345
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Table 3 RF Levels from Three Commonly Known Sources346
347

Source Frequency Exposure level (mW/cm2)
Mobile Phone 900, 1800 MHz 1-5 at ear
Cellular Station 900, 1800 MHz 0.000005—0.002 (10—1000 m)
Smart Meter 900, 2400 MHz 0.0001 (250 mW, 1% duty cycle) (1 meter)

0.02 W, 5% duty cycle)
348
349

6.2 Wind Turbines350
351

Wind turbines emit a low-frequency vibration and noise, generating sound through352
mechanical and aerodynamic rotation of the turbine blades through air, which human beings353
might be sensitive to and the vibrations may disrupt the inner ear’s vestibular system. The354
sound level depends on various factors including wind turbine design and wind speed. The355
normal human ear perceives sounds at frequencies ranging from 20 Hz to 20 kHz.356
Frequencies below 200 Hz are commonly referred to as low frequency sound and those357
below 20 Hz as infrasound. Although generally considered inaudible, infrasound at high-358
enough sound pressure levels can be audible to some people [29]. Noise is defined as an359
unwanted sound [30, 31]. The aerodynamic noise is present at all frequencies, from360
infrasound to low frequency to the normal audible range, producing the characteristic361
“swishing” sound [32]-[34].362

The impact of sound on health is directly related to its pressure level. High sound363
pressure levels (> 75dB) could result in hearing impairment depending on the duration of364
exposure and sensitivity of the individual. As a result, minimum setback distances have been365
established world-wide to reduce or avoid potential effects for people living in proximity to366
wind turbines. In Ontario, Canada, Under the Ontario renewable energy approval (REA)367
regulation [33], the limit noise at the nearest residence is 40 dBA. This is a sound level368
comparable to indoor background sound. This noise limit is consistent with the night-time369
noise guideline of 40 dB that the WHO recommends for the protection of public health from370
community noise. According to the WHO, this guideline is below the level at which effects on371
sleep and health occurs. However, it is above the level at which complaints may occur [34].372

Available scientific data indicate that sound levels associated with wind turbines at373
common residential setbacks are not sufficient to damage hearing or to cause other direct374
adverse health effects, but some people may still find the sound annoying. Studies in375
Sweden and the Netherlands [35]-[39] have found direct relationships between modelled376
sound pressure level and self-reported perception of sound and annoyance. The association377
between sound pressure level and sound perception was stronger than that with annoyance.378
The sound was annoying only to a small percentage of the exposed people; approximately 4379
to 10% were very annoyed at sound levels between 35 and 45 dBA. Annoyance was380
strongly correlated with individual perceptions of wind turbines.381

A small increase in sound level at low frequency can result in a large increase in382
perceived loudness. This may be difficult to ignore, even at relatively low sound pressures,383
increasing the potential for annoyance [40]. A Portuguese research group [41] has proposed384
that excessive long-term exposure to vibration from high levels of low-frequency sound and385
infrasound can cause whole body system pathology (vibro-acoustic disease), however, an386
evidence to support this claim was not provided. Keith et al. [42] proposed that in a quiet387
rural setting, the predicted sound level from wind turbines should not exceed 45 dBA at a388
sensitive receptor location (residences, hospitals, schools), a value below the WHO389
guideline for sleep and speech disturbance, moderate annoyance and hearing impairment.390
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The authors suggest this level of noise could be expected to result in a 6.5% increase in the391
percentage of highly annoyed people.392

A report from the Chief Medical Office of Health, Ontario, Canada [29] concludes that “the393
sound level from wind turbines at common residential setbacks is not sufficient to cause394
hearing impairment or other direct adverse health effects. However, some people might find395
it annoying. There is no scientific evidence to date that vibration from low frequency wind396
turbine noise causes adverse health effects.” Knopper and Ollson [43] states in a review397
that: “Conclusions of the peer reviewed literature differ in some ways from the conclusions of398
the studies published in the popular literature. What both types of studies have in common is399
that wind turbines can be a source of annoyance for some people. In the peer reviewed400
studies, some reported health effects have been statistically associated with wind turbine401
noise at sound pressure levels greater than 40 dBA, but found to be more strongly related to402
subjective factors like visual impact, attitude to wind turbines in general and sensitivity to403
noise.”404

405
406

7. COMBINED RISK MANAGEMENT FRAMEWORK407
408

Risk management is about discovering critical assets and realizing their weaknesses, loss409
expectation, and the suitable risk mitigation approaches for ensuring their sustained value.410
Consequently, risk management involves choosing among alternatives to reduce the effects411
of risks. Specifically, to measure the consequences, likelihoods of occurrences, and severity412
of risks as well as the efficacy of risk management is the ultimate objective of utilities.413

For the utility, security and safety start with defining a risk management framework that414
will be used to identify threats and vulnerabilities; assess the effectiveness of existing415
controls in mitigating the risks; recommend new controls to mitigate the risks to a level416
acceptable to the utility and public; periodically repeat this process to account for changes in417
the threat situation; and set up policies that address human behaviour, which is the basis for418
all risks whether technical or health.419

Inspired by CAN/CSA Q-634-91 [44], Fig. 4 presents a unified framework for risk420
management in all technological domains. This combined framework demands interactive,421
step-wise actions to reduce the overall risks. Such a framework calls for a coordinated422
assessment of cyber and power grid risks keeping the whole grid security and safety goals in423
mind. The process comprises of several steps including: risk identification and threat424
characterization; risk analysis; risk planning including level of risk acceptance; risk425
prioritization based on objectives; periodical risk tracking; risk monitoring including426
countermeasures; and risk communication to the management, stakeholders ,and427
organization. The risk management process must enable sound decision making. Since428
threats cannot be totally eliminated, the process must focus on vulnerabilities and risk429
actions.430

When a risk is identified, a risk strategy can be applied whether to avoid it, accept it, or431
reduce its impact. More than one risk strategy may be applied in a given situation. While432
best strategies are applicable to all environments, utilities may discover that some are less433
relevant to a particular situation. The specific implementation details differ according to the434
purpose, technology road map, available resources, and other factors.435
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436
Fig. 4 Risk management framework for the smart grid.437

438
439

8. CONCLUSION440
441

The emerging smart grid, while benefiting consumers and utility companies, also provides442
powerful tools for adversaries. For most utilities operating in a regulated business443
environment, the implementation of an integrated smart grid capability poses many444
challenges. In fact, the tight coupling between ICTs and physical systems introduces new445
security risks and safety concerns.446

The most important elements in the risk management process in relation to improve447
security and safety are risk identification and assessment of control effectiveness. Adopting448
an approach to risk management which concentrates on hazard identification and control449
effectiveness while relegating subjective risk estimation is consistent with the overall450
objectives of regulations.451

Research should be conducted to accelerate the development of standards that fill452
existing gaps including those for security, smart grid network and device management,453
information privacy management, and field area network interoperability. Further research454
should be carried out by interdisciplinary teams to investigate health impacts of RF fields455
from wireless networks and low-frequency noise from wind turbines.456
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Integrated risk management approaches are significantly needed to efficiently guide457
resource allocations and optimize practices at all levels of the smart grid platform to identify458
the risk, measure it, minimize it, and finally engineer out the risks by the use of available459
resources, to an acceptable and approved standard.460
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