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PART 1: Review Comments

Reviewer’s comment Author’s comment (if agreed with reviewer,
correct the manuscript and highlight that part in
the manuscript. It is mandatory that authors
should write his/her feedback here)

Compulsory REVISION comments 60; 61 Modern CFL contain 1-2mg mercury, Modern linear
fluorescent lamp contains 2-3mg mercury. Fluorescent bulb
correct linear fluorescent lamp
175 CFL  emit UV light too.
298 Data sheet of J4993 Arcluce luminaire give us the next
information: „Suitable for 18W, 36W and 58W T8 linear
fluorescent lamps.”. The question is how can use CFL in
this luminarie?
The data sheet of J4939 Arcluce give us the possibility to use
„55W 2G11 compact fluorescent lamps”, but these
Sylvania lamps have only 12000 hrs average life
474 The electronic driver of LED is sensitive to temperature,
humidity and to switching too.
527 In conformity with „FINAL REPORT ON THE 4TH JOINT
CROSS-BORDER EMC MARKET SURVEILLANCE CAMPAIGN
(2011) LED LIGHTING PRODUCTS”  46,6% of tested LED
lamps exceeded the limits of harmonic emission prescribed
by EN61000-3-2 standard
572 LEDs lighting emission decrease during the life time

Minor REVISION comments
143 The fluorescent lamps do not emit mercury, except
when it is broken.
The CFL are fluorescent lamp too
Please specify if the Fluorescent lamps have
electromagnetic or electronic ballast.
174. The life time of linear fluorescent lamps is higher than
of CFL. The CFL could have 15000 hrs compare to T5 linear
fluorescent which could have 24000hrs life.



SDI Review Form 1.6

Created by: EA Checked by: ME Approved by: CEO Version: 1.6 (07-06-2013)

238 Philips-Rotaris TCS740 lamps is not a CFL lamp it is a
circular lamp. There are differences between CFL lamps and
Circular lamps. The life is higher in case of Circular lamps.
In case of Philips-Rotaris TCS740 we have the same problem
like Fluorescent linear lamps in upper side we have light
loss.
414 Cost of Astra lamp , not CFL bulb
522 The LED drivers have a high temperature when are
working. The 80% of energy consumed by LED chip is
transformed in heat.

Optional/General comments
Lifetime of LED chip could be 100,000, but LED lamp
contains an electronic driver too, and the life of driver is
much lower than LED chip life. The life of LED chip is only an
extrapolation, supposition. Nobody measured this life.
161, 162 What is the loss of the ASM 30W Cool XL LED
lamp?
What is the color temperature of the ASM 30W Cool XL LED
lamp?
Have this lamp CE marking?
If we suppose that the school works from 8:00 to 14:00 How
many hours will work the lamps?

Reviewer Details:

Name: Istók Róbert
Department, University & Country Óbuda University, Kálmán Kandó Faculty of Electrical Engineering, Hungary


