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Prediction of Electrical Power Demand of Bayelsa State (Nigeria)1

by year 2025 Using Improved Estimate Method2

3
4

ABSTRACT5
This work predicts the peak electrical load demand consumption of Bayelsa State by the year 2025. The data of6
electrical load allocation and utilization of power consumption of the State in the past five (5) years (2006-2010)7
were extracted from control room log sheets of Power Holding Company of Nigeria (PHCN) and Kolo Creek8
Gas Turbine Power Station (Glory Power Company Ltd) for the analysis. The loads for the analysis were9
divided into the following categories: domestic, commercial, industrial and electrical load consumed by10
government agencies. The analyzed results were used for the prediction of electrical load demand of Bayelsa11
State by the year 2025. Various improved engineering analysis models and applications including calculations,12
diagrams and graphs were reviewed and applied to justify the study; the Study revealed that Second-Order13
Polynomial Model gives the best fit because it gives the least error of 0.66 and provides a good approximation14

to the shape of )(xf function which describes the trend of the electrical power demand distribution in15

Bayelsa State.16
17

Keywords: Prediction, Electrical load, Power Demand, Improved Estimate Method18
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1. INTRODUCTION20
Electrical load is the power that an electrical utility needs to supply in order to meet the demands of its21
customers. It is therefore very important to the utilities to have advance knowledge of their electrical load so that22
they may ensure that this load is met and interruptions are minimized to their services; this will avert an unstable23
power system normally created when power demand exceeds supply. This will be possible if we know the24
expected peak load demand in each hour of the day, each day of the week, each week of the month, each month25
of the year and each year of the period under investigation.26

27
2. SIGNIFICANCE OF THE RESEARCH28
The results of this research shall be beneficial to the operators of the Bayelsa State power system (Glory Power29
Company Ltd) and the Power Holding Company of Nigeria Ltd in the following areas:30

a. Generation: The Electric Power Companies and Bayelsa State Government are expected to have31
adequate generating resource capacity for the several years ahead.32

b. Transmission and distribution infrastructure upgrade and expansion.33
c. To plan for the economic impact assessment of Bayelsa State by the State Government.34

3. MATERIALS AND METHODS35
The research methodology involved data collection and analysis; the data collection was carried out as follows:36
 Collection of data from actual plant operating log sheets from January 2006 to December 2010 from37

Kolo Creek power Station and control log sheets from Power Holding Company of Nigeria Ltd38
(PHCN)39
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 Simulation of parameters that will be needed for the research which cannot be directly extracted from40
the log sheets.41

 Computing the mean values of daily parameters using statistical methods42
 Monthly average and overall average for the period the  research was carried out43

44
4. THEORETICAL ANALYSIS45
The data comprised of hourly electricity load demand from the area covered by the utilities in the study from46
January 2006 to December 2010. A variety of models and methods were employed in the study; in particular,47
Numerical Methods, Linear Statistical Methods were adopted in this research. The errors in each of the methods48
were evaluated and the model and method with the least error was accepted as the best for the forecast.49

50
5. LEAST SQUARE METHOD51
The least square method can be used in approximating the relationship between two variables using polynomial52
of any degree; and in this research since the study involves the forecast between two variables (Load and Time),53
the methods of least square will give a good approximation (figure 1).54

55
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61
The method involves developing a polynomial of any degree that describes the relationship between the two62
variables and to fit the function to the set of data. In the standard formulation, a set of N pair of observation63

 XY , were used to find a function given the value of the dependent variable  Y from the values and an64

Fig 1: Fitting a Curve with an approximate line
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independent variable  X with one variable and a linear function, the prediction is given by the following65

equation:66

bXaY 


(1)67
68

This equation involves two free parameters which specify the intercept  a and the slope  b of the regression69

line. The least square method defines the estimate of these parameters as the values which minimize the sum of70
the squares (hence the name least squares) between the measurements and the model (i.e., the predicted values).71
This amounts to minimizing the expression:72

   





 



i
i

i
i bXaYYY 2 (2)73

Where  is the “error” quantity to be minimized.74
75

Taking the derivative of  with respect to a and b and setting them to zero gives the following set of76
equations (called the normal equations):77

  

 0222 ii YXbNa

a


(3)78

   

 0222 2

iiii XYXaXb
a


(4)79

Solving (3) and (4) simultaneously, we get the estimates of a and b as:80

XY bMMa 81

(with YM and XM representing the means of X and Y ) and82

83
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The method of least squares can be extended to more than one independent variable (using matrix algebra) as85
stated below:86
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87

However, the research will be limited to a 22 matrix since the forecast is a relationship between load and88
time. For a 22 matrix, the following expression will be employed:89
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(6)90

and using Crammer’s rule we obtain;91
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 221
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XXn

YXXYn
a (8)93

94
TABLE 1: Forecast values for least square method95

96

97
98
99

100
TABLE 2: Error values for least square method101

x
xy (MW) Py (MW) Error  e 2e

2006 37.32 28.47 8.85 78.32

2007 39.36 31.03 8.33 69.39

2008 40.32 33.59 6.73 45.29

2009 42.62 36.15 6.47 41.86

2010 48.51 38.71 9.80 96.04

90.330rS

102
The results using the least square method shows that power demand by Bayelsa State in 2025 is 77.11 MW. The103
method also gives an error of 8.14MW (indicating the extent with which the forecast values differ from the real104
values).105

106

Year ( x )
xy (MW) 2x xy

2006 37.32 4024036 74863.92

2007 39.36 4028049 78995.52

2008 40.32 4032064 80962.56

2009 42.62 4036081 85623.58

2010 48.51 4040100 97505.10

10040x 13.208 y 201603302 x 68.417950xy
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107
Fig 2: Least square method results108

109
The results of these test calculations show that Least Square Method can be very efficient if it is used in an110
appropriate way, however several reasons are responsible for the high error experienced using the least square111
method; outliers, which are significantly bad observations, can skew the results because they have more impact.112
This impact is because the square of a number grows large, faster than the number. It is better to reject the113
outliers using some other method prior to using least squares on the remaining data. Of course, this must be114
substantiated because rejecting data otherwise is bad practice.  It is also attributed to the choice of starting115
values.116

117
6. LAGRANGE INTERPOLATION118

Assuming the existence of a set of data points ),( ii yx , ni ,...,1,0 obtained from a function )(xf so119

that nixfy ii ,...1,0),(  , a suitable function for interpolation )(xI is expressible as;120
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n

i
ii xfxLxI

0
)().()( (9)121

)().(...)().()().()( 1100 nn xfxLxfxLxfxLxI  (10)122

The function nxxLi ...,1,0),(  are chosen to satisfy;123
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(11)124

Suppose we have four data points, 3,2,1,0)],(,[ ixfx ii ; from equation 9 with 3n the interpolating125

function )(xI ;126
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
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i
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1
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0
10
20
30
40
50
60
70
80
90

M
W

YEAR

ACTUAL LOAD

PREDICTED LOAD



6

Evaluating )(xI at the four data points 3210 ,,, xxxx we have;129

)().()().()().()().()( 3032021010000 xfxLxfxLxfxLxfxLxI 130

(13)131

)().()().()().()().()( 3132121110101 xfxLxfxLxfxLxfxLxI  (14)132

)().()().()().()().()( 3232221210202 xfxLxfxLxfxLxfxLxI  (15)133

)().()().()().()().()( 3332321310303 xfxLxfxLxfxLxfxLxI  (16)134

From equation, 11 1)( 00 xL and 0)()()( 030201  xLxLxL135

Hence equation 12 is simplified as follows:136

)().()().()().()().()( 3032021010000 xfxLxfxLxfxLxfxLxI 137

)(.0)(.0)(.0)(.1 3210 xfxfxfxf 138

)( 0xf139

By the same reasoning, )()(),()( 2211 xfxIxfxI  and )()( 33 xfxI  which means the140

interpolating function )(xI passes through the given set of data points.141

142

The analytical form of )(xI depends on the function nixLi ,...,1,0),(  that satisfies equation 11 and are143

called Lagrange coefficient polynomials defined as follows:144
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(17)145

For a four-data point ( )3n )(1 xL through )(3 xL can be expressed as follows:146
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However, this research is limited to two data points’ model as shown below:151
152
153
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155
TABLE 3: Error values for Lagrange method156

x
xy (MW) Py (MW) Error  e 2e

1 37.32 37.32 0 0

2 39.36 39.36 0 0

3 40.32 41.40 -1.08 1.17

4 42.62 43.44 -0.82 0.67

5 48.51 45.48 3.03 9.18

02.11rS

157
The results using Lagrange Interpolation shows that power demand by Bayelsa State in 2025 is 76.08 MW. The158
method gives an error of 1.48, indicating the deviation of forecast values from the real values using the method.159

160

161
162

Fig 3: Lagrange interpolation method results163
164

In comparison with other methods, the Lagrange Interpolation models is a simplicity, that is, it can be determined165
without solving a system of simultaneous equations or performing repetitive calculations as in the case of some of166
the methods hence the results are acceptable. However, the error between the real and interpolated values might be167
as a result of the few data points used in the analysis, the more the data points the less the error.168
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7. SECOND-ORDER POLYNOMIAL172
Assuming a polynomial of second-order degree, say173

2
210 xaxaay  (23)174

As with a linear fit, the concept of “best fit” requires a definition of some measure of the error between the data175
and the fit curve. The functional form of error is simple generalization of the linear error function;176

Error = 



n

i
iyxaxaaaaa

1
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21021,0 )(),,( (24)177

The minimum error is at the partial derivative of the error function with respect to coefficients are all zero.178

Hence the equation resulting from evaluating the partial derivatives with respect to 0a ;179
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Dividing both sides by 2 and rearranging we get:182
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For the partial derivative of 1a we have;184

i

n

i
iii xyxaxaa

a 






1

2
210

1

)(2185

02
1 1 11

2
2

2
10 



   

  

n

i

n

i

n

i
ii

n

i
iii yxxaxaxa186

Dividing both sides by 2 and rearranging we get:187
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For the partial derivative of 2a we get;190
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Dividing both sides by 2 and rearranging we get:193
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And in matrix form we have;195
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197
TABLE 4 Forecast values for second-order polynomial method198

Year X
2005


X
x xy (MW) 2x 3x 4x xy yx2

2006 1 37.32 1 1 1 37.32 37.32

2007 2 39.36 4 8 16 78.72 157.44

2008 3 40.32 9 27 81 120.96 362.88

2009 4 42.62 16 64 256 170.48 681.92

2010 5 48.51 25 125 625 242.55 1212.75

15
13.208


0.55


0.225


0.979


0.650


31.2452


199
200

TABLE 5: Error values for 2nd order polynomial method201
x

xy (MW) Py (MW) Error  e 2e
1 37.32 37.79 -0.47 0.22

2 39.36 38.43 0.93 0.86

3 40.32 40.37 -0.05 0.0025

4 42.62 43.21 -0.99 0.98

5 48.51 48.15 0.36 0.13

19.2rS
202

The results using Second Order Polynomial shows that power demand by Bayelsa State in 2025 is 272.25 MW. The203
method gives an error of 0.66, indicating the deviation of forecast values from the real values using the method and204
the least error amongst the forecast methods.205
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206
207
208

Although the Second Order Polynomial gives the highest load demand for Bayelsa State by 2025, it gives the least209
error recorded so far from all the models employed in the forecast because a second-order polynomial often provides210

a good approximation to the shape of )(xf near and optimum.211

8. EXPONENTIAL FUNCTION212
Bayelsa State is a fast developing state and it is good to put industrial development or expansion of existing213
industries into account in this research. To account for these anomalies, the exponential function will be214
employed to obtain a best fit for the period this research was carried out.215

216
Exponential functions are expressed as;217

XABY  (29)218
To solve the exponential function, equation 29 can be linearize by multiplying through by the log function,219
hence we have;220

 XABY loglog 221

BXAY logloglog  (30)222

Let BBAAYY log,log,log '''  and XX '223

Substituting in equation 30 we get;224
'''' XBAY  (31)225

Equation (31) is the linearized exponential function. Obtaining a matrix of the linearized exponential function,226
we have;227
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Fig 4: Second-order polynomial method results
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And applying Crammer’s rule we get;231

 
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ii

iiii
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YXXYn
B (34)233

Where
'

10log' AAAA 234
'

10log' ABBB 235

TABLE 6: Forecast values for exponential function method236
X 2005Xx

xy (MW) Yy ln YXxy ln 2x

2006 1 37.32 3.62 3.62 1

2007 2 39.36 3.67 7.34 4

2008 3 40.32 3.70 11.10 9

2009 4 42.62 3.75 15.0 16

2010 5 48.51 3.88 19.40 25

15 62.18 46.56 0.55

237
238

TABLE 7: Error values for exponential function method239
x

xy (MW) Py (MW) Error  e 2e
1 37.32 36.60 0.72 0.52

2 39.36 38.86 0.50 0.25

3 40.32 41.27 -0.95 0.90

4 42.62 43.82 -1.25 1.44

5 48.51 46.53 1.98 3.92

03.7rS
240

The results using the Exponential Function method shows that power demand by Bayelsa State in 2025 is 114.44241
MW. The method gives an error of 1.19 indicating the deviation of forecast values from the real values using the242
above method.243

244
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245
246

Fig 5: Exponential function result247
248

The small error obtained using exponential function is attributed to some reasons. Exponential smoothing is249
easier to implement and more efficient to compute, as it does not require maintaining a history of previous input250
data values. Furthermore, there are no sudden effects in the output as occurs with some forecasting methods.251
With exponential smoothing, the effect of the unusual data fades uniformly as it has a big impact when it first252
appears.253

254
9. POWER FUNCTION255

Equation of the form naxy  is called power function equation where a and n are constants. The equation256

can transform into a straight-line form by taking logarithm of both sides. The equation will then become;257

axny logloglog  (35)258

Comparing with the standard straight-line equation, cmxy  , we see that a plot of ylog against xlog259

is a straight line with nm  and ac log ,260

ac ofantilog261

262
TABLE 8: Forecast values for power function method263

X 2005 Xx
xy (MW) xlog ylog

2006 1 37.32 0.0 1.572

2007 2 39.36 0.301 1.595

2008 3 40.32 0.477 1.606

2009 4 42.62 0.602 1.630

2010 5 48.51 0.699 1.686
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TABLE 9: Error values for Power Function method266
267

x
xy (MW) Py (MW) Error  e 2e

1 37.32 37.32 0 0

2 39.36 44.38 -5.02 25.20

3 40.32 49.12 -8.90 77.44

4 42.62 52.78 -10.16 103.23

5 48.51 55.81 -7.30 53.29

16.259rS

268
The results using the Power Function shows that power demand by Bayelsa State in 2025 is 78.93 MW. The method269
gives an error of 2.20 indicating the deviation of forecast values from the real values using power function.270

271
Fig 6: Power function results272

In considering the power function model, the data may not actually be linear but the use of power function transform273
the equations into a linear form through mathematical manipulations before applying the simple linear regression to274
fit the equations to the data, hence the least error is obtained.275

276
10. FORECAST BY TIME SERIES277
Time Series analysis consist of a description (generally mathematical) of the component movements present; to278
understand the movement involved in such description, the technique of analyzing time series assumes that the279

time series variable Y is a product of the variables SCT ,, and I that produces the trend, cyclic, seasonal and280

irregular movements, respectively. Mathematically,281

TCSIISCTY  (36)282
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TABLE 10: Trend values286
Year X 2005 Xx Trend Value, ty

2006 1   51.36156.295.33 

2007 2   67.39256.295.33 

2008 3   63.41356.295.33 

2009 4 33.95+2.56(4) = 44.19

2010 5   75.46556.295.33 

287
288

Error Estimation289
TABLE 11: Error values for time series290

x
xy (MW) Py (MW) Error  e 2e

1 37.32 36.51 0.81 0.66

2 39.36 39.67 -0.31 0.10

3 40.32 41.63 -1.31 1.72

4 42.62 44.19 -1.51 2.46

5 48.51 46.75 1.76 3.10

04.8rS

291
The results using Time Series shows that power demand by Bayelsa State in 2025 is 85.19MW. The method gives an292
error of 1.27, indicating the deviation of forecast values from the real values using Time Series.293

294
Fig 7: Time series method results295

296
In using the Time Series model, there is a positive relationship between load demand and year; as the year increases,297
the load demand increases. Although Time Series gives an error more than some of the models, it gives a more298
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reliable forecast because it considers general mathematical description of movement present in the series. The299
increased error may be due to the decomposition of series into its basic components (T+C+S+I) which are not300
present in the other models. The method gives a better fit because time is a physical concept, hence parameters and301
other characters of mathematical models can be real world interpretation.302

303
11. CONCLUSION304
In summary, there exist a very strong positive relationship between Power Demand and Year; that is, as the years305
increases, demand in electricity increases. This positive relationship between the two variables (Power Demand and306
Time) is shown in all the methods adopted in the analysis. This positive relationship is attributed to the fast rate of307
development of Bayelsa State; Bayelsa State is a “virgin” state and it is a good site for investors, hence the sudden308
increase in population and power demand.309
In all the models employed in the analysis, the Second-Order Polynomial Model gives the best fit; it gives the least310

error of 0.66 and 272.25MW providing a good approximation to the shape of )(xf function which describes the311

trend of the power demand distribution in Bayelsa State. Also, the daily peak load periods in Bayelsa State occurs312
between 6am – 9am and   7pm -9pm respectively.313

314
12. RECOMMENDATIONS315
Based on the data provided and the analysis carried out, the following recommendations are made:316
- Load demand forecasting should be carried out periodically to enable for power system planning and development.317
- Researchers who are interested in load forecasting should adopt Second-Order Polynomial Model because it is a318
holistic approach and is more adequate compared to other methods used in this research work.319
- Bayelsa State is fast developing; hence there is the need to step-up power generation sector (building power plants)320
to meet the teeming population and industrial development of the state.321
- The distribution network infrastructures in Bayelsa State is of the rural setting and should be improved so as to322
reduce the power interruptions usually experienced in the state.323
- Injection substations should be installed in Bayelsa State to improve the power situation and flexibility in operation324
of the system.325
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