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SIMULATION-BASED ASSESSMENT OF THE THERMAL PERFORMANCE OF 2 

HIGH-RISE OFFICE BUILDINGS IN GHANA 3 

 4 

ABSTRACT 5 

The lack of empirical data and practical advice on thermal performance and efficient use of 6 

energy in our buildings are gradually becoming a burden to the country. Amidst the recent 7 

development in the usage of curtain walls for office buildings, high utilization of energy and 8 

poor thermal comfort issues have become paramount. Given the warm-humid climatic 9 

characteristics of Ghana, energy requirements for cooling of office buildings represent a growing 10 

burden for the environment and the economy. The current paper explores the implications of 11 

alternative design options for the thermal performance of four high-rise office buildings in 12 

Accra, Ghana. Multiple design alternatives were considered involving various glazing types, 13 

shading and shading schedules, thermal insulation options, lighting, various ventilation options 14 

and thermal mass. A numeric thermal simulation application was used to model the performance 15 

of these alternatives parametrically. Simulation results were expressed in terms of annual cooling 16 

loads (active building operation scenario) and mean overheating (passive building operation 17 

scenario). Careful combination of improvement measures (such as efficient glazing, thermal 18 

mass, façade insulation, night ventilation, efficient electrical lighting, form and orientation) has a 19 

significant potential to reduce buildings' cooling loads (31% – 49%) in the climatic context of 20 

Accra. Over-heating tendencies were also reduced from 8.6K to 3.9K depending on the air-21 

change-rate per hour (ACH). 22 

 23 
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1. Introduction 25 

Energy is considered a key element in the sustainable development of all countries. Over the 26 

years, research has revealed that buildings alone account for about 40% of the global energy 27 

consumption and contribute over 30% of CO2 emissions (Yang et al., 2012) whiles the 28 

commercial sector accounts for 11% of CO2 production (Energy Information Administration 29 

[EIA], 2006).  In a typical office building, energy is among other factors, used to provide 30 

comfortable indoor conditions (in terms of lighting, air-conditioning, etc.), power office 31 
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equipment and enhance the smooth running of office activities. Usually, lighting and air-32 

conditioning are the major installations consuming much energy in office buildings.  Lighting 33 

uses 15% of energy in commercial buildings, and large amounts of that energy can be saved by 34 

using well designed lighting controls that can take advantage of the natural light available 35 

(Galasiu and Veitch, 2006). In the UK, lighting account for between 13% -16% of energy use 36 

and 18% - 25% of CO2 emissions in a typical office building (Energy Consumption Guide, 37 

2000). In the United States (US), lighting alone accounts for 25% of the energy usage (Buildings 38 

Energy Data Book, 2009). The EIA (2006), in its international energy outlook, forecasts that 39 

energy use in the built environment will grow by 34% in the next 20 years at an average rate of 40 

1.5% per year. In 2030, consumption attributed to the domestic and commercial sectors is 41 

forecast to be 67% and 33% respectively (Fong and Alwan, 2013).   42 

Air-conditioning use leads to an increase in the absolute energy consumed for space cooling, 43 

with attendant high peak electricity demand (Beggs, 2002). The large amounts of electricity 44 

consumed from thermal generating plants, releases large quantities of CO2 and its emissions into 45 

the atmosphere (Amos-Abanyie, 2009). Following increasing energy cost and negative 46 

environmental impacts, energy savings and sustainable development of buildings are of utmost 47 

concern to the building industry (Singh et al., 2007). Required energy use for cooling office 48 

buildings in Ghana represents a growing burden for both the economy and the environment. 49 

Over the years, Ghana’s energy sector has been challenged with demand always outstripping 50 

supply. Projections made by the Volta River Authority (VRA) of Ghana revealed that in 2012, 51 

Ghana‘s total electricity generation capacity was 3,491MW, with contribution by thermal 52 

sources increasing to 55% (Sackey, 2007). In the capital city of Accra alone, Frazier (2010) 53 

estimated that commercial land use experienced slighter higher consumption rates, averaging 54 

from 10,000 kWh per month upwards to 50,000 kWh per month.  55 

According to the Resource Centre for Energy Economics and Regulation (RCEER, 2005), 56 

urbanisation in Ghana was expected to increase from around 40% in 2000 to about 55% in 2012 57 

and eventually to 60% by 2020 (ibid). Moreover, a little more than a third of the urban 58 

population lives in Greater Accra and is expected to reach around 40 percent by 2020. It has been 59 

projected that Ghana will need more than 7 times its 2007 electric power capacity by 2020 if it 60 

should succeed in developing its economy into a middle income one (Ofosu-Ahenkorah, 2007). 61 

A study carried out by the Energy Foundation (1997) in the Ministry of Mines and Energy 62 
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(MOME) building in Ghana revealed that air-conditioners were responsible for 50% of the total 63 

energy consumed in the building annually. It was followed by office equipment (17.7%), internal 64 

lighting (17.1%), Miscellaneous (8.8%) and external lighting (6.4%). Altogether, the building 65 

consumed a total annual energy of 238,090kWh. From the above, air-conditioning and lighting 66 

are seen to be among the major energy consumers in buildings and as such effort to conserve 67 

energy cannot be whole without these two variables. 68 

Against the above background, the current paper explores the implications of various alternative 69 

design options in view of the thermal performance (cooling requirements and over-heating 70 

tendencies) of multi-storey office buildings in Accra, Ghana. The objective is to identify those 71 

building design and operation alternatives that would reduce the cooling requirements and 72 

overheating tendencies of the office buildings within the climatic context of Accra, Ghana. 73 

Thermally relevant features and options related to glazing, shading devices and deployment 74 

schedules, thermal mass, night ventilation, efficient lighting and facade insulation were 75 

investigated into parametrically.  76 

2.0 Literature Review 77 

2.1 Windows/Glazing 78 

Windows in buildings help in several ways to keep the building comfortable. Windows provide 79 

building occupants with the opportunity to view outside and it also allow fresh air into a building 80 

when it is opened. Al-Saadi (2006) and Datta (2001) together gives an apt description of glazed 81 

windows.  They describe glazed windows as components that allow natural light, offer a visual 82 

communication with outdoors, reduce the structural load and enhance the aesthetic appearance of 83 

buildings. A shaded and well positioned window on a building can go a long way into reducing 84 

the energy usage of the building as reported by Szokolay (2004). Furthermore, the area of 85 

exterior wall to the area of windows/glazing can also affect the thermal conditions within a 86 

building, thus the window-to wall ratio (WWR) of the building.  87 

In our part of the world today, (Ghana) the use of extensive glazing is the order of the day. 88 

Commercial buildings with high WWR have a damaging consequence on energy conservation. 89 

Seok-Hyun et al. (2013) confirms the aforesaid assertion and comments that ‘the WWR is 90 

increased by the trend in curtain wall because of its attractiveness. This increases the cooling 91 

load but decreases the heating load because of the season and solar radiation, which means that 92 

the proper WWR should be considered’. Manz and Menti (2012) commented on glazing in their 93 
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report. The authors stated that ‘in terms of energy flows, glazing can be characterized by two 94 

parameters: Firstly, the total solar energy transmittance ‘g’, which denotes the share of the 95 

incoming solar energy, which is converted into heat inside the indoor space. Secondly, the 96 

thermal transmittance ‘U’ that describes how much heat is transferred through the glazing per 97 

square meter and Kelvin temperature difference between inside and outside. Whiles the WWR of 98 

a building plays an important role by aiding day lighting into a space (Tzempelikos and 99 

Athienitis, 2007); it is known to be the most influential parameter on energy demand (Pino et al., 100 

2012). Bokel (2007) studied the effect of window position and window size on the energy 101 

demand for heating, cooling and electric lighting. The total energy demand was calculated with 102 

the dynamic thermal program Capsol which simulates the total yearly energy demand for 103 

lighting, heating and cooling. The study concluded that facades should have a WWR of about 30 104 

% of the façade area, where the window is positioned in the top half of the facade. WWR 105 

between 20 to 40% is also very acceptable whiles greater WWR does not have any effect on the 106 

lighting loads.  The study further asserted that when a window position is considered, it does 107 

have a significant effect on the primary energy demand for lighting (ibid). 108 

 109 

2.2 Shading 110 

Shading of opening/windows is one of the methods for reducing the energy consumption of 111 

buildings while ensuring views to the outside. Shading can be inside or outside. According to 112 

Seok-Hyun et al. (2013), ‘the ideal shading is to block solar radiation but achieve acceptable 113 

ventilation and view. In this regard, outside shading has more efficiency than inside shading. 114 

Inside shading leads to radiation between the shading and window. Outside shading blocks solar 115 

radiation before it reaches the window. Sometimes, installed options for external shading can be 116 

limited by high rise buildings or the characteristics of buildings. The design of the outside 117 

requires the azimuth of the sun, view, ventilation and maintenance to be considered’. 118 

 119 

2.3 Thermal Mass 120 

The thermal mass of a building material describes the ability of that material to absorb heat, 121 

store, and later release it to either outdoor or indoor. Thermal mass can delay heat transfer 122 

through the envelope of a building, and help keep the interior of a building cool during the day 123 

when the outside temperature is relatively high (Amos- Abanyie, 2012). When thermal mass is 124 
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exposed to the interior, it absorbs heat from internal sources and dampens the amplitude of the 125 

indoor temperature swing (Chenvidyakarn, 2007). This is particularly beneficial during warm 126 

periods, when the internal heat gain during the day is absorbed. This helps to prevent an 127 

excessive temperature rise and reduction in the risk of overheating (Yam et al., 2003). A building 128 

with high thermal mass has the ability to absorb heat and provide a cooling effect which comes 129 

from the difference between the surface (radiant) temperature and that of the internal air. 130 

Szokolay (2004) accounts that absorptance/reflectance will strongly influence the solar heat 131 

input. Reardon (2010) agrees with Szokolay by asserting that porous materials with low specific 132 

heat exhibit low thermal mass effects. In addition, good thermal conductivity and low reflectivity 133 

are also required for effective passive cooling by thermal mass. 134 

2.4 Night Ventilation 135 

Night ventilation and natural ventilation are known to reduce the energy use in buildings around 136 

the world. For instance, Pfafferott et al. (2003) confirmed that night ventilation reduced the mean 137 

room temperature by 1.2 K during working hours for a building in Freiburg/Germany. So did 138 

Geros et al. (1999), who also found the average reduction of the indoor temperature in an office 139 

building in Greece to be between 1.8 and 3 K after using night ventilation. Natural ventilation on 140 

the other hand can reach much higher ventilation rates than mechanical ventilation systems, 141 

which are especially designed for fresh air supply (Aggerholm, 2002).  However, energy savings 142 

by natural ventilation can mostly only be evaluated when simulation tools are used as reported 143 

by Schulze and Eicker (2013). A range of studies using measurements and simulations in schools 144 

and offices showed that air change rates between 5 and 22 per hour for cross ventilation and 1 - 4 145 

for single-sided ventilation, could provide comfortable indoors whiles reducing energy used. 146 

(Fisch and Zargari, 2009; Breesch, 2006; and Eicker et al., 2006). Schulze and Eicker (2013) in 147 

their studies reported that ‘simulations showed that night ventilation is only suitable in buildings 148 

with sufficient and accessible thermal mass of about 75–100 kg/m
2
 of floor space. The internal 149 

gains have to be limited to 30 W/m
2
 of floor area’. In a tropical climate, Al- Tamimi et al. (2011) 150 

observed that the improvements in comfort by natural ventilation ranged between 9% and 41% 151 

(Kuala Lumpur in April). According to the authors, in a temperate climate the improvements 152 

vary between 8% and 56%. A result which showed that natural ventilation has a good potential 153 

in both tropical and temperate climates (Haase and Amato, 2009). The current paper explores the 154 
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implications of alternative design options for the thermal performance towards the reduction of 155 

energy used in four high-rise office buildings in Accra, Ghana. 156 

 157 

3. 0 Methodology and Description of the Case Study 158 

Parametric simulation with the Thermal Analysis Software (Tas) was used as a means of 159 

comparing the thermal performance of the buildings. Tas is a suite of software products, which 160 

simulate the dynamic thermal performance of buildings and their systems (EDSL, 2014). It has a 161 

3D graphics-based geometry input that includes a CAD link. Tas Systems is a HVAC 162 

systems/controls simulator, which may be directly coupled with the building simulator. It 163 

performs automatic airflow and plant sizing and total energy demand. Tas combines dynamic 164 

thermal simulation of the building structure with natural ventilation calculations, which include 165 

advanced control functions on aperture opening and the ability to simulate complex mixed mode 166 

systems (ibid).  167 

Four high-rise office buildings (with different orientations) in Accra, Ghana were selected as 168 

subjects for the study as illustrated in Fig.1. The glazing properties of the buildings, total internal 169 

gains for people, lights and equipment as used for the base case cooling loads is shown in Table 170 

1.  171 

Table 1: Overview of base case simulation scenarios 172 

Parameters R.T. P.T. H.T. W.T.C. 

Base case temp.(°C) 26 26 26 26 

Occupancy Sensible (W/m²) 7 7 8 4 

Occupancy Latent (W/m²) 1 1 2 0.8 

Electric lighting loads (W/m²) 3 8 7 5 

Infiltration-ACH  (h
-1

) 

Day-Night  

1/0.5 1/0.5 1/0.5 1/0.5 

Equipment 

Sensible (W/m²) 

5 8 20 3 

Window Uvalue  (W.m
-2

.K
-1

) 2.8  

(double glazing) 

2.8 

(double glazing) 

5.6  

(single glazing) 

2.9  

(double glazing) 

Window gvalue 0,5 0.6 0.7 0.6 

Thermal mass Tiled 

Acoustic ceiling 

Tiled 

Acoustic ceiling 

Tiled 

Acoustic ceiling 

Tiled 

Acoustic ceiling 

Shading Options Internal blinds Internal blinds Internal blinds Internal blinds 

 173 
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Fig. 1:  3-dimensional and s179 

Eight glazing options were considered for the improvement simulation scenarios. Two shading 180 

options (internal and external) with varied deployment schedules, 4 façade insulation preferences 181 

were also probed into. The design parameters were examined individually before they were 182 

combined to form the various scenarios. 183 

were studied. Altogether, 120 scenarios (different combinations of options in Table 2) w184 

simulated, thus 40 scenarios for each building. 185 

weather information was not available, segments of a synthetic weather file for 186 

identified and used (generated via187 

Table 2: Overview of 188 

Parameter 

Office Window Orientation 

Glazing 

 

dimensional and schematic plan views of the case study buildings

Eight glazing options were considered for the improvement simulation scenarios. Two shading 

options (internal and external) with varied deployment schedules, 4 façade insulation preferences 

The design parameters were examined individually before they were 

combined to form the various scenarios. Table 2 presents an overview of the various options that 

Altogether, 120 scenarios (different combinations of options in Table 2) w

simulated, thus 40 scenarios for each building. Since detailed and comprehensive

weather information was not available, segments of a synthetic weather file for 

(generated via Meteotest 2008).  

: Overview of all simulated improvement options 

Code Description 

N-W North-West windows at the R.T. and the W.T.C. buildings

S-W;N-E South-West and North East windows at the H.T. building

S South windows at the P.T. building 

G0.5 Double glazing; g=0.5;U=1.7W
.
m

-2.
K

-1 

G0.4 Double glazing; g=0.4;U=1.8W
.
m

-2.
K

-1
 

GPT0.4 Double glazing; g=0.4;U=2.8W
.
m

-2.
K

-1
 

G0.3 Double glazing; g=0.3;U=2.6W
.
m

-2.
K

-1
 

G0.2 Double glazing; g=0.2;U=1.6W
.
m

-2.
K

-1
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tudy buildings 

Eight glazing options were considered for the improvement simulation scenarios. Two shading 

options (internal and external) with varied deployment schedules, 4 façade insulation preferences 

The design parameters were examined individually before they were 

Table 2 presents an overview of the various options that 

Altogether, 120 scenarios (different combinations of options in Table 2) were 

Since detailed and comprehensive outdoor 

weather information was not available, segments of a synthetic weather file for Accra was 

West windows at the R.T. and the W.T.C. buildings 

West and North East windows at the H.T. building 
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GS0.3 Single glazing; g=0.3; U=5.7W
.
m

-2.
K

-1
 

GS0.24 Single glazing; g=0.24; U=5.7W
.
m

-2.
K

-1
 

GS0.18 Single glazing; g=0.18; U=5.7W
.
m

-2.
K

-1
 

Efficient electrical lighting loads Le 2W.m
-2 

Day Time Ventilation DVm.1 Day/Night ACH = 10/0.5h
-1 

DVm.2 Day/Night ACH = 10/10h
-1

 

Night Ventilation NVm.1 Mode 1; Day/Night ACH = 1/10h
-1

; 6pm-6am 

NVm.2 Mode 2; Day/Night ACH = 1/10h
-1

; 9pm-6am 

NVm.3 Mode 3; Day/Night ACH = 1/10h
-1

; 10pm-6am 

NVm.4 Mode 4; Day/Night ACH = 1/10h
-1

; 12am-6am 

NVm.5 Mode 5; Day/Night ACH = 1/10h
-1

; 1am-6am 

NVm.6 Mode 6; Day/Night ACH = 1/10h
-1

; 2am-6am 

Shading Option SOe External blinds 

SOi Internal blinds 

 

 

 

Blind deployment schedule 

BSPT11 11am – 2pm 

BS11 11am – 4pm :South windows 

BSHT11 11am – 5pm 

BSPT12 12pm – 3pm 

BS12 12pm – 5pm :SW windows 

BS1 1pm – 5pm :SW windows 

BS2 2pm – 5pm 

BSF 8am – 5pm ( Continuous deployment) 

Thermal Mass TMa Without carpet and acoustic ceiling (suspended ceiling) 

Façade Insulation I5
1 

With 50mm insulation outside only ( U = 0.46) 

I10
1 

With 100mm insulation outside only ( U = 0.24) 

I5
2 

With 50mm insulation outside and inside ( U = 0.24) 

I10
2 

With 100mm insulation outside and inside ( U = 0.12) 

 189 

 190 

Table 3A: Overview of the best 10 simulation scenarios for the R.T. Building out of 40 191 

scenarios 192 

Scenario Glazing Efficient 

lighting 

Night 

ventilation 

Shading 

Option 

Blind 

deployment 

schedule 

Façade 

insulation 

1 G0.3 Le NVm.1 SOe BS12 I5
1 

2 G0.3 Le NVm.2 SOe BS1 I10
1 

3 G0.3 Le NVm.3 SOe BS2 I5
1 

4 G0.3 Le NVm.4 SOe BS12 I10
1 

15 G0.3 Le NVm.1 SOe - I5
1
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22 G0.3 Le NVm.2 SOe BS12 I10
1
 

26 G0.3 Le NVm.1 SOe BS12 I10
1
 

27 G0.3 Le NVm.2 SOe BS12 I5
1
 

28 G0.3 Le NVm.3 SOe BS1 I10
1
 

34 G0.3 Le NVm.1 SOi - I10
1
 

 193 

 194 

Table 4: Overview of the best 10 simulation scenarios for the W.T.C. Building out of 40 195 

scenarios 196 

Scenario Glazing Efficient 

lighting 

Night 

ventilation 

Shading 

Option 

Blind 

deployment 

schedule 

Thermal 

mass 

Façade 

insulation 

1 G0.3 Le NVm.1 SOe BS12 TMa I5
1 

2 G0.3 Le NVm.2 SOe BS1 TMa I10
1 

4 G0.3 Le NVm.4 SOe BS12 TMa I10
2 

20 G0.3 Le NVm.4 SOe - - I10
2
 

22 G0.3 Le NVm.1 SOe - - I5
1
 

23 G0.3 Le NVm.2 SOe BS12 - I5
2
 

30 G0.3 Le NVm.3 SOe BS12 - I10
1
 

31 G0.3 Le NVm.1 SOe BS12 - I10
2
 

34 G0.3 Le NVm.1 SOe BS12 TMa I10
1 

39 G0.3 Le NVm.1 SOe BS1 TMa I10
1 

 197 

Two kinds of simulation were performed: One was simulation of cooling loads (active building 198 

operation assumption), and the other; Mean-overheating (free-running building operation 199 

assumption). For the computation of the mean overheating (OHm), the following formula was 200 

used: 201 

 202 

...............................................Eq. 1 203 

 204 

Where θi,j denotes the mean indoor air temperature (°C) at hour j (averaged over all simulated 205 

office zones in the floor), θr the reference indoor air temperature for overheating (°C), and n the 206 

total number of occupied office hours. The term θi,j - θr was considered for those hours when θi,j 207 

> θr. Mean overheating (OHm) was computed for two different sets of assumptions pertaining to 208 

the applicable values for the reference overheating temperature θr (Table 3).  209 

 210 

 211 

 212 
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Table 3B: The two sets for the reference overheating temperature θr (°C) 213 

 MAY JUN JUL AUG SEP OCT NOV DEC JAN FEB MAR APR 

Tn + 2.5 29.1 28.7 28.2 28.2 28.5 28.9 26.3 29.2 29.2 29.4 29.5 29.4 

Constant 26°C 26 26 26 26 26 26 26 26 26 26 26 26 

 214 

The first set was the concept of Neutrality Temperature (Auliciems, 1981) as cited in Szokolay, 215 

(2004). This is derived as a function of the mean monthly outdoor air temperature. The second 216 

set was based on a constant reference overheating temperature of 26°C. The design alternatives 217 

that were simulated were the base case, the best improvement scenario from the active case 218 

combined with different air change rates (ACH 1/0.5: 1/10: 5/10: 10/10) to create a comfortable 219 

thermal environment during the passive case. 220 

The simulated indoor environmental parameters, temperature and relative humidity values, were 221 

combined with the clothing values, metabolic rates and various air velocities (after Szokolay, 222 

2004)  to determine the Predicted Mean Vote (PMV) and the Predicted Percentage of 223 

Dissatisfied occupants (PPD), using the software application “PMVcalc_V2, (n.d.)”. The 224 

different air velocities used were 0.1m/s, 0.5m/s, 1m/s and 1.5m/s. According to Szokolay 225 

(2004), the subjective reactions to air movement includes: 226 

<0.1m/s stuffy 

To 0.2 unnoticed 

To 0.5 pleasant 

To 1 awareness 

To 1.5 draughty 

>1.5 annoying 

 227 

4. Results and Discussion 228 

The results of the study are presented. They provide evidence of the cooling loads and 229 

overheating reduction tendencies in the buildings. Fig. 2 shows the initial cooling loads for all 230 

the buildings.  231 

 232 

 233 

 234 

 235 

 236 
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Fig. 3: R.T.’s simulated annual cooling246 

loads (kWh.m
-2

.a
-1

) for the ten best 247 

scenarios and their percentage reductions 248 

 249 

Figures 3 and 4 show the various simulated annual cooling loads (kWh.m250 

scenarios that best reduced the base251 

for R.T. and the W.T.C. buildings.  Figure252 

P.T. and the H.T. buildings. 253 

Fig. 5: P.T.’s simulated annual cooling254 
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 257 

 258 

For the passive scenario (free-running building operation assumption), various air-change-rates 259 

per hour (ACH) were explored with the best scenario (BS) from the active case (active building 260 

operation assumption). The design alternatives simulated were based on thermal mass, improved 261 

glazing, efficient lighting, and façade insulation. Refer to Table 3 for the two sets of assumptions 262 

pertaining to the applicable value for the reference overheating temperature.  263 

                                                                                            264 

Fig. 7: Mean overheating for different ACH                 Fig. 8: Mean overheating for different ACH  265 

scenarios (R.T.)                                                                 scenarios ( W.T.C.) 266 

 267 

 268 

Fig. 9: Mean overheating for different ACH                  Fig. 10: Mean overheating for different              269 

scenario (H.T.)                                                                  ACH scenarios (P.T.) 270 
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The ACH that gave the best results for R.T., W.T.C., and H.T. was 10/10 whiles for P.T, 1/0.5 272 

was able to provide a good indoor environment. Below are the graphical representations of the 273 

best air-change rates with their associated PMV-PPD values.  274 

Fig. 11: PMV and PPD representation of the        Fig. 12:   PMV and PPD representation of       275 

best ACH (10/10) for R.T. building                         the best ACH (10/10) for W.T.C. building  276 

Fig. 13: PMV and PPD representation of the       Fig. 14: PMV and PPD representation of  277 

best ACH (10/10) for H.T. building                       the best ACH (1/0.5) for P.T. building 278 

 279 

4.2 Discussion 280 

For the R.T. building, the total simulated annual cooling load for the base case (BC, Fig. 2) was 281 

115.34kWh.m
-2

.a
-1

. The probed alternative of a more efficient glazing type with a better shading 282 

coefficient (0.3) resulted in a significant reduction of the base case cooling loads by 14.1%. The 283 

effect was that only 30% of solar radiation could be transmitted through the glass as compared to 284 

the 50% for the base case scenario. All the various improvements combined to form the 285 

scenarios did reduce the base case cooling loads by significant values. The best ten scenarios did 286 

reduce cooling loads by 28.3 to 31.4% with scenario 22 reducing cooling loads by the highest 287 
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percentage. This result is significant and has been achieved through improved and efficient 288 

building elements, as well as sustainable design principles. For the mean overheating tendencies, 289 

the constant temperature (C.T.) of 26
o
C (ASHRAE, 2004) when considered recorded a higher 290 

mean-overheating: 3K more than that of the neutrality temperature (Tn). 291 

The base case cooling load of the rectangular W.T.C. block was 149.75 kWh.m
-2

.a
-1

. The 292 

building is oriented towards the north-west and south-east with a veranda shading the north-west 293 

part of the elongated sides. Various glazing options were simulated to find one that considerably 294 

reduced the base case loads. This led to cooling load reductions from 9% to 26.6%. Such high 295 

percentage was imparted due to the shading that is provided by the verandah. Also reducing the 296 

glazing area helps reduce the cooling loads (Al-Tamimi et al., 2011). In terms of form and 297 

orientation (Rilling, 2007), the W.T.C. performs better than the R.T. Adding insulation to the 298 

façade (5cm/10cm) reduced the cooling loads by 4.3%. This result could be due to the 299 

orientation of the building and also the tightness of the envelope (Koranteng, 2010). The result 300 

also agrees with Lauber’s (2005) recommendation of using façade insulation to reduce cooling 301 

loads. The alternative increase in the day/night ventilation could decrease the mean over-heating 302 

to 1.6K for Tn and 3.6K for C.T. (when air-change-rate per hour is 10/10ACH). 303 

The H.T. building (rectangular block) oriented towards north-east and south-west had an original 304 

cooling load of 235.16 kWh.m
2
.a

1
.  Different glazing types were explored. Single glazed window 305 

with a solar heat gain coefficient of 0.18 and a u-value of 5.7 recorded a 25.4% reduction in 306 

cooling loads. Thermal mass reduced cooling loads by 0.3%. The effect of thermal mass in a hot 307 

humid climate as documented by Cheng et al. (2005) has not worked so well here. Perhaps, this 308 

observation is so because the case study buildings lack the heavy massing that is important for 309 

heat transfer in thermal mass ( Amos- Abanyie, 2012).  The curtain wall office building with 310 

inoperable windows also had the highest base case mean overheating of 5.6K when Tn was 311 

operating and 8.6K when C.T. was working.  This was due to the effect of solar radiation 312 

(improper orientation), since there was no shading on all sides of the building. The increase in 313 

radiation led to the higher conductive gains in the office spaces, which resulted in uncomfortable 314 

indoors (Heerwagen, 2004). 315 

The P.T. building (curtain wall) had an initial cooling load of 126.2 KWh.m
-2

.a
-1

. The alternative 316 

improvement of using an efficient glazing reduced the cooling loads by 17.7%. Other glazing 317 
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types were also explored with different shading coefficient values. Cooling loads were reduced 318 

between 4.6 to 15.8%. An efficient lighting gain of 2W/m
2
 led to a decrease in the initial cooling 319 

loads by 10.2%. At P.T., the base case mean-over heating value recorded was 1K for C.T. (Fig. 320 

4. 64). The P.T. building shows better results for passive mode than the rest of the buildings. It 321 

does not record any overheating value for neutrality temperature. This indicates that the indoor 322 

temperatures simulated were all below the Tn but higher than the C.T. Comparatively, conditions 323 

in the P.T. are comfortable. Through the improvement scenario, the mean-overheating dropped 324 

to 0.7K. The form, orientation of the office studied (north-south), could have led to the 325 

temperature reduction in P.T. This was enhanced by the almost open floor plan arrangement of 326 

the office spaces that allowed natural and cross ventilation through the spaces.  327 

From the discussion of all the case study buildings, certain interpretations were clear. These are 328 

as follows: 329 

i. The installation of more efficient electrical lighting system has a positive effect in 330 

reducing the buildings’ total cooling loads. From the above, cooling loads were reduced 331 

in all the buildings by the use of an efficient lighting gains (2W/m
2
).  332 

 333 

ii. The existence and deployment of external shade with proper opening schedules is a major 334 

factor of all the better performing scenarios. The top ten performing scenarios amongst 335 

the 40 scenarios considered, included external blinds (See Table 3 and 4).  336 

 337 

iii. There was a clear improvement in the initial cooling loads for all the buildings when 338 

glazing with higher shading effectiveness (specified via g-value) was considered. From 339 

the study, it’s clear that the u-value does not play a decisive role in reducing the cooling 340 

loads. Glazing type G0.3, (See Table 2) with a low g-value and a high u-value was able to 341 

reduce cooling loads significantly (R.T, W.T.C. and P.T.). As in this case, the visual 342 

transmittance is not too low and therefore daylight usage potential (reduction in electric 343 

energy for lighting) is not compromised.  344 

 345 

iv. Increased night time ventilation also led to a reduction in the initial cooling loads for all 346 

the buildings though the decreases were all below 10% except for the R.T. building. This 347 
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is due to the rather small diurnal temperature range in Ghana: the night temperature does 348 

not drop low enough to effectively cool the building mass. 349 

 350 

v. Overheating tendencies are more pronounced in offices with west orientations (R.T., 351 

W.T.C. and H.T.). Form and orientation principles in the sitting and arrangement of 352 

office spaces must be informatively carried out to provide thermal comfort within the 353 

interior spaces. 354 

 355 

vi. Within the climatic context of the study (Accra), the R.T., W.T.C. and H.T. buildings 356 

cannot comfortably operate under passive conditions throughout the year since indoor 357 

conditions are warm/hot. 358 

 359 

5.0 Conclusion 360 

The current paper has presented the results of an extensive simulation-based exploration of the 361 

thermal performance and improvement scenarios in 4 typical multi-storey office buildings in 362 

Ghana. It could be verified that through a combination of design features, (efficient glazing, 363 

external shading, thermal mass etc.) a significant reduction of the cooling loads (active building 364 

operation mode) and over-heating tendencies (free-running operation mode) can be achieved.  365 

The study‘s repercussions for building design and architectural practice in Ghana are as follows: 366 

Choosing the appropriate glazing type with a low solar heat gain co-efficient value will 367 

significantly reduce the cooling loads within the building. Efficient lighting of 2W/m
2
 also leads 368 

to an appreciable decrease in the cooling loads. Through the combined effect of building features 369 

and a good responds to our localized climate, the total base case cooling loads for buildings will 370 

reduce significantly. Sealed inoperable glazed windows with inappropriate orientation do not 371 

work in the warm humid climate of Ghana and should be avoided.  372 

The application of passive cooling techniques (thermal mass, natural ventilation [day/night], 373 

external shading, façade insulation) together with a fan induced air velocity, can reduce the PMV 374 

within the indoor spaces from 2 (warm) to 0.7 (slightly warm)  and  PPD from 75% to 20%. 375 
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