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 4 

ABSTRACT: This study was carried out to determine the microbiological 5 

quality of borehole water in Mosimi area in Ogun state. Microbiological and 6 

physic-chemical analyses of eleven boreholes in the area were determined 7 

and mean standard error was used to compare the results obtained. The 8 

study was carried out within a period of 3 months.  Microbiological and 9 

physico-chemical analyses were carried out on water samples from eleven 10 

boreholes in Mosimi and environs in Ogun State, Nigeria. Membrane 11 

Filtration Method was used for the determination of Total Plate Count, Total 12 

Coliform Count and E. coli Count. Microbes identified include Escherichia 13 

coli, Enterobacter aerogenes, Citrobacter sp, Pseudomonas sp, 14 

Micrococcus sp, Bacillus sp, Staphylococcus aureus and Klebsiella sp. The 15 

Total Plate Count ranged from 0 cfu/ml to 102 x 102 cfu/ml. The Total 16 

Coliform  Count ranged from 0 cfu/ml – 15 x 102 cfu/ml, while the E. coli 17 

count ranged from 0 cfu/ml – 5 x 102 cfu/ml, some of which are above the 18 

WHO and the Nigerian Standard for Drinking Water Quality. The physico-19 

chemical analysis showed that all the parameters were within the WHO 20 

limits except for pH which ranged from 5.7 – 8.0. Water samples from four 21 

of the boreholes were faecally contaminated but there was no chemical 22 

contamination of the ground water. There is the need for treatment of the 23 

boreholes water samples especially the contaminated samples to make the 24 

water potable. 25 

KEY WORDS: Physico-chemical, Contamination, Boreholes, Mosimi, 26 

Groundwater, coliform count. 27 

 28 

1.0 INTRODUCTION: Groundwater occurs in the interstices (pores and 29 

crevices) of rock below the earth’s surface. In many places it is the vital 30 

source of water that sustains life and agriculture (1; 2). It is generally 31 

accepted that ground water contains less pathogenic organisms compared 32 
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to other sources of water. Improving access to safe drinking-water can 33 

result in tangible health benefits as every effort should be made to achieve 34 

a drinking-water quality as safe as practicable (3). Provision of potable 35 

water to the rural and urban population is important in preventing health 36 

hazards (4). 37 

Borehole is a water source in which at least a depth of 150feet (45.72 38 

m) is drilled to reach ground water and source for drinking-water (5;6). The 39 

quality of ground water is a function of natural processes as well as 40 

anthropogenic activities; ground water (e.g. borehole) is not completely 41 

protected from contamination, which could be either microbial or inorganic 42 

agent or even due to human activities and environmental conditions (2). 43 

The chemical composition of ground water is a measure of its suitability as 44 

a source of water for human consumption or for agricultural and industrial 45 

purposes. Ground water can be rich in dissolved solids, especially 46 

carbonates and sulfates of calcium and magnesium as well as chloride and 47 

bicarbonates, depending on the strata through which ground water flow, 48 

thus, additional treatment may be required in order to provide pleasant 49 

water for drinking and household use (7). 50 

During passage through the ground, water dissolves minerals in 51 

rocks, collects suspended particulate matter, particularly those of organic 52 

sources as well as pathogenic microorganisms from faecal matters (8). In 53 

some cases natural water may contain elevated concentrations of several 54 

potentially toxic elements or microbiological contaminants that may lead to 55 

diverse effects on human health (9). Changes in borehole water quality 56 

may be due to ground water pollution (10; 11). According to (11), water 57 

pollution is the modification of the physical, chemical and biological 58 

properties of water. (12) reported that because aquifers (where ground 59 

water occurs) are not directly exposed to man, animals, and the 60 

atmosphere, they are somewhat protected from contamination. 61 

Certain requirements must be met for water to be fit for human 62 

consumption. These requirements are freedom from organisms and 63 

chemical substances which might be injurious to health. Drinking water 64 

should be of such composition that consumers do not question the safety 65 

UNDER PEER REVIEW



of the water. This implies that turbidity, color and taste should be 66 

unobjectionable, and macro organisms (e.g. worms, aquatic and fly 67 

nymphs) should be absent {13}. 68 

Water quality assessment has become a big issue today because 69 

of the realization of the potential health hazards that may result from 70 

contaminated drinking-water, contamination of drinking-water from any 71 

source is therefore of primary importance because of the danger and risk of 72 

water-borne diseases {14}. 73 

Increase in human population has exerted enormous pressure on 74 

the provision of safe drinking-water especially in developing countries {15}. 75 

In Nigeria, majority of the rural people do not have access to potable water 76 

and therefore, depend on well, stream and river water for domestic use {16; 77 

8}. 78 

The siting of boreholes also predisposes them to the contamination or 79 

pollution of water from the environment. 15 in their study on borehole water 80 

quality in Ilorin metropolis discovered that some of the borehole sites 81 

revealed proximity to solid waste dumps and animals’ droppings being 82 

littered around them. 83 

This study seeks to determine the portability of some ground waters 84 

in Mosimi area, Ogun State, Nigeria, considering their microbiology and 85 

physic-chemical properties. 86 

 87 

 88 

              89 

 90 

       2.0 MATERIALS AND METHODS:  91 

2.1. Water Samples: Samples of borehole water were collected from 11 92 

boreholes in the study area; collected samples were packed in ice and transported 93 

to the laboratory for analysis. 94 

 95 
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2.2. Microbial Quality Assessment: The media used in the microbiological 96 

assay included Eosin Methylene Blue agar (EMB) for E. coli, MacConkey Agar (for 97 

total coliforms isolation) and Nutrient Agar (for heterotrophs isolation) {17}. For 98 

total coliforms and E. coli, the plates were incubated at 37% for 24hrs; for 99 

heterotrophs the plates were incubated at 37
o
c for 48hrs, using membrane filtration 100 

method. 101 

 102 

2.3. Pysico Chemical Analysis: The pH, electrical conductivity, Total 103 

Dissolved Solids (TDS) and Total Suspended Solids (TSS) was determined using 104 

Model Combo manufactured by Hanna Instruments (P) Ltd. For determination of 105 

trace minerals, Lead (Pb), Calcium (Ca), Magnesium (Mg), Manganese (Mn), 106 

Copper (Cu) and Zinc (Zn), the Atomic Absorption Spectrophotometer (AAS) was 107 

used. Ammonium (NH4
+
) was determined by the Berthalot (Indophenol reaction) 108 

method described by {18} using Technicon AA11 Autoanalyzer. Phosphates and 109 

nitrate were determined using the UV spectrophotometer screening method. 110 

3.0. RESULTS AND DISCUSSION 111 

Table 1 shows the total plate count, total coliform count and E. coli count of the 112 

borehole water samples from Mosimi area of Ogun State. All of the samples have 113 

their total plate count fall below the 100 cfu/100ml of the {19} standard except 114 

sample K (102 cfu/100ml); sample A has 2 cfu/100ml total coliform count while 115 

sample D had 10 cfu/100ml, H had 4 cfu/100ml and K had 15 cfu/100ml as against 116 

the 0 cfu/100ml tolerant level of the {19} standard. Sample D had 5 cfu/100ml of E. 117 

coli and sample H had 2 cfu/100ml which is against the 0 cfu/100ml level tolerance 118 

of the WHO standard. 119 

Temperature of sample B was 25ºC, E had 26ºC, F had 25.3ºC, H had 27ºC and J 120 

had 27.3ºC, all of which are above the 25ºC of the {20; 21} standard. All of the 121 

borehole water samples except J and K (with pH 7.9 and 8 respectively) had their 122 

pH below the WHO standard range of 6.5-8.5. None of the samples analyzed had 123 

up to the {20} standard level of electric conductivity of 1000 µs/cm, all the tested 124 

borehole water samples had lower total dissolved solids compared with the 500 125 

mg/L of the {19} standard. 126 

The total plate count ranged from 0– 102 x 10
2 

cfu/ml.  Only 1 sample 127 

(Sample K) had a total plate count of 102 x 10
2
cfu/ml which is slightly above the 128 

WHO standard of 100 x 10
2
cfu/ml and the Nigerian Standard for Drinking Water 129 

Quality of 10cfu/ml. The total coliform count ranged from 2x10
2 

cfu/ml ˗ 15x10
2
 130 
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cfu/ml, isolated from 4 samples (Samples A=2; D=10; H=4 and K=15 ) out of 11 131 

samples; as above the 0 x 10
2
cfu/m WHO standard and the Nigerian Standard for 132 

Drinking Water Quality.  The E. coli count ranged from 2 x 10
2 

cfu/ml – 5 x 10
2 133 

cfu/ml and it was only isolated from 2 samples (Samples D, 5 and H, 2) out of the 134 

11 investigated. This result is above the 0 x 10
2 

cfu/ml WHO standard and the 135 

Nigerian Standard for Drinking Water Quality (Table 1). The presence of coliforms 136 

and E. coli in some of the boreholes studied   indicated that the water sources 137 

were faecally contaminated and that the water is not fit for human consumption; 138 

this finding agrees with the report of {8}, and that of the work carried out by {21}. 139 

Table 2 shows the result of the physico-chemical parameters of the 140 

Borehole water samples from Mosimi area of Ogun State. The temperatures of the 141 

samples were in range with the WHO standard of < 25ºC, except for that of 142 

Samples E (26), F (25.3), H (27) and J (27.3). This disparity in temperature may be 143 

due to variations in ambient temperature at the time of sampling and analysis. The 144 

pH though had a great variation from one sample to another as Sample A had a 145 

pH of 6, B, 5.9; C, 6.1; D, 6.2; E, 5.9; F, 6.1; G,6.0; H,5.8 and I, 5.7; as against the 146 

range 6.5-8.5 of the WHO standard. 147 

The result of the mineral analysis of the Borehole water samples from 148 

Mosimi area of Ogun State. There was no disparity between the mineral quantities 149 

in the water samples and the WHO standard as well as the Nigerian Standard for 150 

Drinking Water Quality as all fell below the standard. This shows that the borehole 151 

waters are free from chemical hazards; this agrees with the work of {22}. Generally 152 

the result of the present study agrees with the report of {2}, that ground water is 153 

not completely protected from contamination. 154 

 155 

 156 

 157 

 158 

Table 1: Microbial Analysis Results of the Borehole Water Samples from Mosimi 159 

    area of Ogun State. 160 

Samples Total Plate Count 

Heterotrophs 

(CFU/100ml) 

Total Coliform Count 

(CFU/100ml) 

E. coli (CFU/100ml) 

A 8±0.58 2±0.58 0±0.00 
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B 56±0.57 0±0.00 0±0.00 

C 0±0.00 0±0.00 0±0.00 

D 74±0.58 10±0.57 5±0.57 

E 35±0.57 0±0.00 0±0.00 

F 12±0.58 0±0.00 0±0.00 

G 6±0.58 0±0.00 0±0.00 

H 10±0.57 4±0.58 2±0.57 

I 12±0.57 0±0.00 0±0.00 

J 82±0.57 0±0.00 0±0.00 

K 102±0.58 15±0.58 0±0.00 

WHO standard 100 0 0 

Nigerian Standard 

for Drinking Water 

Quality 

10CFU/ml 0 0 

Value = mean ± standard error. 161 

162 
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 163 

Table 2: Physico-Chemical Analysis Results of Borehole Water Samples from Mosimi  164 

     area of Ogun State 165 

Samples Odour Taste Temp 
0
C pH Elect. 

Conductivity 

µs/cm 

TDS 

mg/l 

TSS 

mg/l 

T solids 

mg/l 

A U U 24 6.0 41 20 0.09 20.09 

B U U 25 5.9 23 11 0.11 11.11 

C U U 23 6.1 22 11 0.15 11.15 

D U U 24.8 6.2 32 16 0.18 16.18 

E U U 26 5.9 31 15 0.20 15.20 

F U U 25.3 6.1 32 16 0.14 16.14 

G U U 24.6 6.0 25 12 0.14 12.14 

H U U 27 5.8 31 15 0.11 15.11 

I U U 23.9 5.7 31 15 0.02 15.02 

J U U 27.3 7.9 304 151 0.19 151.19 

K U U 24.5 8.0 307 153 0.21 153.21 

WHO standard U U <25 6.5-8.5 1000 500 NA N/A 

Nigerian Standard 

for Drinking Water 

Quality 

U U Ambient 6.5-8.5 1000 500 - - 

 Samples designated A to J were collected from different areas in  Mosimi U = Unobjectionable; NA = 166 

Not  Available 167 
168 
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Table 3: Mineral Analysis Results of Borehole Water Samples from Mosimi area of 169 

                                           Ogun State 170 
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A 0.00 0.87 0.02 0.00 0.46 0.4 1.15 1.63 2.78 0.00 0.00 0.00 0.27 

B 0.00 0.38 0.02 0.00 0.43 0.24 1.08 1.00 2.08 0.00 0.00 0.00 0.05 

C 0.00 0.4 0.00 0.00 0.43 0.22 1.08 0.92 2.00 0.00 0.00 0.00 0.05 

D 0.00 0.33 0.01 0.00 0.64 0.33 1.61 1.37 2.98 0.00 0.00 0.00 0.05 

E 0.00 0.39 0.02 0.00 0.61 0.4 1.53 1.66 3.19 0.00 0.00 0.00 0.05 

F 0.00 0.48 0.02 0.00 1.25 0.27 3.11 1.10 4.22 0.00 0.00 0.00 0.05 

G 0.00 0.55 0.02 0.00 0.43 0.2 1.08 0.83 1.91 0.00 0.00 0.00 0.05 

H 0.00 0.36 0.02 0.00 0.74 0.35 1.84 1.43 3.26 0.00 0.00 0.00 0.05 

I 0.00 0.99 0.01 0.00 0.71 0.45 1.76 1.86 3.63 0.00 0.00 0.00 0.05 

J 0.00 1.82 0.02 0.00 20.74 2.6 51.8 10.72 62.51 0.00 0.00 0.00 0.27 

K 0.00 1.52 0.02 0.00 19.22 2.67 48 11.01 59.01 0.00 0.00 0.00 0.25 

WHO 

standard 

0.05 10 0.02 0.54 - 30 75 30 100 0.05 0.03 1.0 5.0 

Nigerian 

Standard 

for 

Drinking 

Water 

Quality 

0.01 50 - - - 0.2 150   0.2 0.3 1 - 

171 
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 172 

. 173 

CONCLUSION: It could then be concluded that some of the ground water 174 

(borehole) in Mosimi area of Ogun State are not fit for human consumption, but 175 

needed to be treated before consumption, as the presence of coliforms and 176 

basically E. coli is seen in some of the samples. 177 

                                                      178 

                                                                   REFERENCES 179 

1. Akinoso, R., (2005): Groundwater exploration. Food Forum Magazine Nig. 180 

Ins.Food Sci. Tech., (NIFST), 4:15. 181 

2. Obi, C. N. and Okocha, C. O., Microbiological and physicochemical 182 

Analysis of Selected Bore-hole Waters in World Bank Housing Estate, 183 

Umuahia, Abia State Nigeria. Journal of engineering and applied sciences. 184 

2(5): Pp 920-929., 2007. 185 

3. World Health Organization (WHO) (2005). Saving lives through Global 186 

Safe Water. Journal of emerging infection diseases, 11 (10): 1836-1637 187 

4. Lemo O. O., (2002): Man’s Control of Water Quality: The Chemical Control 188 

of Human Environment. International symposium on human environment.  189 

389. 190 

5. Olowo, S. I., (2005). Standard operating procedure for water production. 191 

Food forum magazine. Nig. Ins. Food Sci. Tech., 4:30-31. 192 

6. Onuh, J. O and Isaac, V. U (2009). Physicochemical and microbiological 193 

quality of  water sources from major towns in Igala land. Nigeria food 194 

Journal, 27(22) pp. 66. 195 

7. Adindu, R. U., Igboekwe, M. U., and Lebe N. (2012). Groundwater 196 

Mineralization Analysis of Osisioma Local Government Area of Aba, Abia 197 

State, Nigeria. American Journal of Chemistry, 2(3): 121-125.     198 

8. Adekoyeni O. and Slalako S. (2012). Microbiological, Physicochemical and 199 

Mineral Quality of Borehole Water in Ijebu Land, Ogun State, Nigeria. 200 

International Journal of Science and Advanced Technology 2221-8386. 201 

9. World Health Organization (2004). Background Document for 202 

Development of WHO guidelines for Drinking Water Quality, 3
rd

 Edition, 203 

WHO, Geneva. 204 

UNDER PEER REVIEW



10. Itah, A. E. and Akpan, C. E. (2005). Potability of Drinking water in an Oil 205 

Impacted Community in Southern Nigeria. Journal of Applied Sciences 206 

and Environmental Management, 9(1). 135-141 207 

11. Ukpong, E. C., and Okon, B. B., (2013). Comparative analysis of public 208 

and  private borehole water supply sources in Uruan Local Government 209 

Area of AkwaIbom State. International Journal of Applied Science and 210 

Technology, Vol. 3 No. 1; Jan. 2012. 211 

12. Nester, E. W., Anderson, D. G., Roberts, Jr., E. E., Pearsall, N. N., Nester, 212 

M. T.  and Hurley, D.(2004). Microbiology: A human Perspective, McGraw 213 

Hill Companies, Inc, New York, Pp. 791-794. 214 

13. Eja, M. E., (2002). Water Pollution and Sanitation for Developing 215 

Countries; Seapoint (Nig.) Co., Calabar. Pp 9-10. 216 

14. Edema, M. O., Omenu, A. N., and Fapetu, O. M., (2001). Physico-Chemical and 217 
Bacteriological Analyses of water used for Drinking and Swimming Purposes in 218 
Abeokuta,  Nigeria. Niger J. Microbiology 15 (1). 57-61.  219 
 220 

15. Agbabiaka,T.O.,and Sule, I. O. (2010). Bacteriological Assessment of 221 

Selected  Borehole Water Samples in Ilorin, Nigeria. International Journal 222 

of Applied  Biological  Research,.2(2). 31-37. 223 

16. Shittu, O. B., Olaitan, J. O., and Amusa, T. S., (2009). Physicochemical 224 

and Bacteriological analysis of Water used for drinking and swimming 225 

purposes in Abeokuta, Nigeria. African Journal of Biomedical Research, 226 

Vol. 11: 228-290. 227 

17. APHA. (1992). Standard methods for examination of water and waste 228 

water. America Public Health Association, 17
th
 edition, Pp. 1268-1270. 229 

18. Searl, P. L. (1994). The Berthalot or Indophenol reaction and its use in 230 

Analytical    Chemistry of nitrogen. Analyst. Vol. 109; pp 549-568. 231 

19. World Health Organization WHO (2011): Guidelines for drinking water 232 

quality Vol. 1-4. World Health Organization, Geneva, Pp. 28. 233 

20. United States Environmental Protection Agency (2001). National Primary 234 

and Secondary Water Standard Rules and Regulation. Federal Register, 235 

Vol. 66. No. 14. 236 

21. Okorafor, K. A., Agbo, B. E., Johnson, A. M., and Chiorhe, M., (2012). 237 

Physicochemical and bacteriological characteristics of selected streams 238 

UNDER PEER REVIEW



and boreholes in Akamkpa and Calabar Municipality, Nigeria. Archives of 239 

Applied Sciences Research, 2012, 4(5): 2115-2121. 240 

22. Egwuonwu C.C., Uzoije A.P.,
 
Okafor V.C., Ezeanya N.C.

 
and Nwachukwu 241 

M.U. (2012). Evaluation of the Effects of Industrial Wastewater Discharge 242 

on Surface Water (A Case study of Nigeria  Breweries Plc Enugu) Greener 243 

Journal of  Physical Sciences  2 (3), 056-063. 244 

The first author designed the work, second author carried out the practical aspect of it 245 

and the third author did the statistical analysis. 246 

UNDER PEER REVIEW


