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EFFECTS OF NORMAL LOAD ON NANOTRIBOLOGY OF ZINC
SULPHIDE (ZnS) AND CADMIUM SUL PHIDE (CdS)

Abstract

Energetic losses in systems especially miniatureyestems is presently a global
challenge. In this work, four new models were depet through a combination of
bond orbital model, Tomlinson’s model and Sang'satgn. Using Jump energy
models,AE which is the energy that prevents the tips jump walsulated for

Silicon (Si), Zinc Sulphide (ZnS) and Cadmium Sudigh (CdS). Through a
combination of Tomlinson model and Sang’s equatiemperature model was
developed. This model was modified to obtain norhoald model. This final

model was used to investigate the effects of norimatl on nanotribology of

silicon. The results obtained compare favourablghveixperimental results for Si
found in literature. Hence the model was used fac sulphide and cadinium
sulphide. The results show that friction at nanelemcreases with increase in
normal load. There are no experimental resultszfoc sulphide and cadmium
sulphide. Hence, we are predicting experimentalltedor these semiconductors
for the first time using our models.
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Academic Discipline: Physics
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Introduction

Nanotribiology is the study of friction, lubricaticand wear at atomistic length and
time scales. [1] Extracting information about naibaiogical properties of
materials is quite a challenging task and requimasch interdisciplinary co-
operation. Information about nanotribological pnd@s of materials has numerous
practical applications. Reducing energetic lossestd friction which will help a

car engine to work efficiently, utilizing frictioas an operating mechanism eg in
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car brakes, reducing material losses due to wedraptimizing lubricants are
some important issues for a wide range of inddsand societal applications. [1,2]
with the invention of small devices triggered inrtpdy the tremendous
development of silicon micro fabrication technigueevel problems appear that
require knowledge at nanometer scale. For exanipewhole technology of
information storage as shown by the case of comphaed desk with dimension
that are measured in nanometers. The invention tofn& Force Microscope
(AFM) and Friction Force Microscope (FFM) made thevestigation of
nanotribological properties of new classes of inguar materials like insulators
and large band-gap semiconductors possible. [3, 4]

Nanotribological properties of Si (100), Z — 15 aad- O0L (BW) films on Si
(100) were investigated. The friction force versusrmal load curves were
measured by making friction force measurementa@easing normal loads. The
results obtained for Si (100), Z — 15 and Z — D®W) films on Si (100) show
approximately linear response for all the three @amin the load range of 5 —
130nN. [5] Sundararajan and Bhushan (2001) stutiiedstatic friction force on
silicon micromotors lubricated with Z — DoL by AFMnheir results show that

friction increases with the increase in normal Id&dl
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(Liang et al, 2003) studied the load dependence on nanotrigotdgCso USINg
atomic force microscope at different temperatur€beir results show that
naanotribology increases with increase in normed1¢7]

Presently, effective laboratory equipment for nabotogical research like AFM
and FFM are almost non existent in Africa. Hencee decided to develop
workable theoretical models which can be used &dlipt experimental results on
load dependence of nanotribology over a wide rasfggemiconductors including
semiconducting binary compounds.

The models were used to study the effects of notoad on nanotribiology of
Silicon. The results obtained compare favourablthvexperimental results found
in literature. Hence the models were also usedZfoc Sulphide and Cadmium

Sulphide

MATERIALSAND METHODS
Four different models were developed and usedhigrwork. The first two
were developed through a combination of bound-arlmtodel and Tomlinson

model.

DEVELOPMENT OF JUMP ENERGY MODELS FOR HIGH AND LOW

IONIC ENERGY GAPS
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From Tomlinson model, the equation describing therrhal effects on atomic

friction is given by

dp(t)_ ~AE(t)
e Y R i (1)

Where F is the characteristic frequency of the system.dfreplace time with the

lateral force Fwe have

AE(Fy,

dzg): B R ek I () ———— (2)

KgT

From this model, the force preventing the tips jum@AE which is the energy
barrier.

AE = E(Xnax t) = E(Xniny 1) ==m=mmmmmmmmmmmmmmmm oo oo 3)

Where X.ax COrresponds to the first maximum observed inethergy profile and
Xmin IS the actual position of the tip. The quantiiiy decreases with the frictional
force R until it vanishes when F= F*. Close to the critical point, the energy

barrier can be written approximately as

Where F is close to the critical value F*
In terms of the lattice parameter ‘a’

This energy barrieAE is given by

S (5)

2m ‘a

Simplifying equation (9) we have
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h2 412

AR = e X oo (6)
h? 1
AE =% ; -------------------------------------------------- (7)

In bond-orbital model in binary compounds, if tmeaginary (polar) components
are present, then the average bond energy gap is

Eg=-(V, 4+ iV3) - (8)

The magnitude of the above energy gap is

R (i ) (9)

Using equation (7AE = E was calculated for Si, ZnS and CdS. Comparing the
results obtained with that obtained using bondabbitodel, we found that the
calculated values AAE = E; using Tomlinson model is related tg @rom bond-
orbital model) by the equation

Eos = B [Eg — @7 + f2)] ———rrrrmmrm e (10)

for <. > 3.85eV.

Where . is the ionic energy gap, i the ionicity of the material anfl is an
empirical constant and has the vafiuie 1.073.

If <. < 3.85eV, then another equation holds and is gbyen

Eos = B (Eg' fll/z) """"""""""""""""""""""""""""""""""" (11)

Equations (10) and (11) are jump energy modelshigh and low ionic energy

gaps respectively which we developed. Jump energgeinfor low ionic energy
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gap (equation 11) was used to generate resultslioon while Jump energy model
for high ionic energy gap (equation 10) was usedZioS and CdS. The results
obtained are presented in table 1.
DEVELOPMENT OF TEMPERATURE MODEL
The temperature model was developed through demivaf an equation for

F_ i.e friction force, using Tomlinson model and Sangquation. This derived
equation was carefully modified in two stages s thcan be applied over a wide
range of semiconductors including binary compoundibe first stage of
modification produced a good model for investiggttemperature dependence of
nanotribology and the second stage of modificapomduced the model used in
this work.
From Tomlinson model, the motion of the tip is ughced by

1. the interaction with the atomic lattice of the swoé

2. the elastic deformation of the cantilever

If the cantilever moves with a constant velocity iW x-direction, the total energy

of the system is & (x,t) = % cos

2 a

21X

+ Yo Kot (Vt = XY =mmmmmmmmmmmmmmoeeeee (12)

At any time't’, the position of the tip can be debténed by equating to zero the

first derivative of the expression,gx,t) with respect to x to obtain

dEtot_ MEy o 2 _
~L0L= 70 SN - Ko (VEX) = 0 omememmmmmmmrmemmm oo (13)



130

131

132

133

134

135

136

137

138

139

140

141

142

143

144

145

146

147

148

The critical position x* corresponding to t = t* @éetermined by equating to zero

the second derivative of the,€X, t) to give

-2 N
X* = — arcos (y) (14)
_ 2m2%E,
T keppar T (15)

when t = t*, the tip suddenly jumps into the neatemtial profile. The lateral force
F* which induces the jump is given by
F* = Keff% y2 — ] (16)

Therefore the stick slip is observed only whenlize only when the system is not

too stiff.

In two dimensions the energy of the system is

Eror (1,8) = U (1) +7LE (VE = 1P oromememmmem e (17)
using the assumption that y >>1, at a given timé*{ the tip jump is prevented by

the energy barrieNAE. AE Decreases with increasing frictions force Uumtil is
vanishes when = F*.

The figure below shows the energy profile of thetegn.



149 Energy profile experienced by FFM tip, (black circle) at t = o (dotted line) and

150 t=t* (continuous line)

151 Sang observed that the energy bari close to the critical point is better
152 approximated by the relation

153 AE = (F* - R —mmmmmm s (18)

154  Where p = 0.01 as found by mate.

155  Tomlinson gave the logarithmic dependence of hidehas

156 u(%)s’zz Ln%_ Ln |1 —I;—L* ———————————————————————————————————————————————————— (19)

157 If V<< V,, then the [a] second logarithm in equation (19) ba neglected to

158  oObtain

159 F_=F* (’%T)% (I JL ) R S — (20)

1%

160 If we take value of V such th%t: e, then the above equation becomes

161 FL=F*— (J%T)% ——————————————————————————————————————————————————————————————————————— (21)

162 Rearranging equation (18) we have

163 FL=F*— (%)% ——————————————————————————————————————————————————————————————————————— (22)

164 Adding (21) and (22) we obtain

KgT
11

165 FL=F*—1/2[(%)%+ T (23)
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After series of work with equation (23), we caréfuhodified it based on
the fact that temperature effect on nanotribolaguires a more sensitive equation
which will predict experimental results more actelya These modifications led to

the equation

1 ,KgT?, 2,
AL ST (24)

Fo=F - B+
It should be noted that in theoretical modeling tipliers help to improve the
sensitivity of a models, hence the introductiontted normalization constant ‘P’.
The variable ‘T was use as part of the multiptehelp normalize the effect of the
constant ‘P’
Where p which is an empirical constant is giverPby (R + X)
R =1.38 x 1Gand x = (n— 1) x 10> n; takes values from 1- 4.
The above equation is a working model which we halveady developed for
investigating temperature dependence of nanotrgyolo

In developing a model for normal load dependeniceamotribology, we
note that the above model contaixts which has a very essential property of every

crystal — lattice spacing, ‘a’. The normal load mbdan be obtained by

modification of the above equation.

. P2T2 o
DropplngT and substituting L for %in the above model,

We have
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Fo = F* - (A_E)%"'i
n TR

Modifying further and introducing the necessarystants we have

_F AE. Kp Ly 1
FL—2 +EM) +(M3)M F N (26)
Where M and N are consonants

M =10 x 10’

N = (n-1)x10 ° N and

Hence equation (26) is the normal load model whighdeveloped. The model
was used to study the effects of normal load onotndrology of silicon. The
results obtained are in good agreement with expariat results for Si found in
literature. Hence, the model was also used for ZAnfphide and cadmium
sulphide. The results obtained for Si together vexiperimental results found in
literature are presented in figure 1 while the ftssobtained for ZnS and CdS are
presented in figure 2.

F* was calculated for each element using equafi®). After series of
calculations with different values of y, we adopted 100 so as to satisfy the

assumption that y>>1.
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204 Resultsand Discussion

205 The models were successfully applied to the serdwctors: Silicon, Zinc
206 Sulphide and Cadimium Sulphide. The results obthimgng jump energy model
207 for high and low ionic energy gaps are presentdedbie 1.

208 Table 1. Results obtained using jump energy model for high and low ionic

209 energy gap.

Material | Lattice spacing (A | Average Calculated valuesCalculated values
bond energy of AE = Er using | of AE = E using
gap (eV) Tomlinson jump energy

model (eV) models (eV)

Si 5.42 4.77 5.12 5.12

ZnS 5.41 7.85 5.14 5.33

CdS 5.83 7.11 4.43 4.52

210
211 The results above show that the values obtainedyukimp energy models

212 compare favourably with that obtained using Tondmsnodel. Hence with Jump
213 energy models, bond energy gap of every materrabeaused to calculatexkE for

214 the material which is the energy that preventstifh@ump. It should be noted that
215 bon-orbital model is an instrument for structurablgsis and nanotribology is a
216  structural problem. Henc&E = E, from the table was used in the normal load
217 model for the materials.

218 The results obtained using normal load model fortogether with the
219  experimental results found in literature are présgm figure 1.below.

220
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Fig. 1 graphs of the effects of normal load on nanotribology of silicon together

with experimental resultsfound in literature.
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The graphs above show that the results obtaineag u$ie normal load
model compare favourably with experimental resfs Si found in literature.
Hence the model can properly predict experimerdallts. The model was also

used for ZnS and CdS and the results obtainedrasepted in fig, 2
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Fig 2: Graphsof the effects of Normal load on Nanotribology of ZnS and CdS.
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The above results show that at nano level, fricthmmeases with increase in
normal load. This agrees with the experimentalltesibtained by Carpick (1997),
Liang et al (2003) and Bennawitz (2004). [9]

The results also indicate that ZnS exhibits bdttbological properties than
CdS. At a maximum load of 75nN, the nano-frictexisting in ZnS is 9.35nN
while that of CdS at the same maximum load is I68n
It therefore follows that zinc sulphide will be @tter material in areas where
normal load is likely to be high.

Conclusion

The models developed have been applied succegssfuthe study of the
effects of normal load on nanotribology of Si, zw®l CdS. The results obtained
for silicon actually compare favourably with expeental results found in
literature. There are no experimental results foSZand CdS. Hence, we are
predicting experimental results for these semicaetais for the first time using our
models. Nano-friction still stands out as a big liédmge in operating systems.
Although many breakthroughs have been reporte@dmotnibology research, much
still remains unknown in this area. With more impd research in nanotribology,
energetic losses in systems which is the majorlenolof nano-friction could be

brought under control. The models developed in Wk will help immensely
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towards a more improved research in nanotribaléggsently effective laboratory

equipment used in carrying out nanotribology redeaare Atomic Force

Microscope (AFM) and Friction Force Microscope (FFMhese equipment are

very difficult to come by in third world countrieblence the models developed in

this work will help scientists in these countriescarry out good research work in

nanotechnology.
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