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1. In its current state the level of English throughout your manuscript does not meet 

the journal's desired standard. Please check the manuscript and refine the language 

carefully. 

 

2. The author must explain other numerical method which is used to analyse the 
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a. Surface effects on the mechanical characteristics of microtubule networks in 

living cells, Mechanics Research Communications Vol 57, 18-26. 

b. Axial vibration analysis of a tapered nanorod based on nonlocal elasticity theory 

and differential quadrature method, Mechanics Research Communications 39 (1), 23-

27. 
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f. Exact solution for thermo-mechanical vibration of orthotropic mono-layer 

graphene sheet embedded in an elastic medium, Latin American Journal of Solids and 

Structures 11 (3), 437-458. 
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g. Thermo-mechanical vibration analysis of annular and circular graphene sheet 

embedded in an elastic medium., Latin American Journal of Solids & Structures 11 
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h. Numerical study of the effect of shear in-plane load on the vibration analysis of 

graphene sheet embedded in an elastic medium, Computational Materials Science 82, 

510-520. 

i. Axisymmetric buckling of the circular graphene sheets with the nonlocal 

continuum plate model, Physica E: Low-dimensional Systems and Nanostructures 43 
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j. Vibration analysis of nanorings using nonlocal continuum mechanics and shear 

deformable ring theory, Physica E: Low-dimensional Systems and Nanostructures 44 

(1), 135-140. 

k. A study on the nonlinear stability of orthotropic single-layered graphene sheet 

based on nonlocal elasticity theory, Latin American Journal of Solids & Structures 

Accepted. 

l. Buckling of orthotropic micro/nanoscale plates under linearly varying in-plane 
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m. Buckling analysis of variable thickness nanoplates using nonlocal continuum 

mechanics, Physica E: Low-dimensional Systems and Nanostructures 44 (3), 719-

727. 

n. Levy Type Solution for Nonlocal Thermo-Mechanical Vibration of Orthotropic 

Mono-Layer Graphene Sheet Embedded in an Elastic Medium, Journal of Solid 

Mechanics Vol 5 (2), 116-132. 
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