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ABSTRACT11

12
The paper seeks for a good forecast model that can accurately represent the inherent characteristics of
Internet traffic and forecast the desired traffic load to satisfy the performance target using Artificial Neural
network technology. We developed a computational tool in Visual Basic 6.0 for this purpose, based on a
Multi-layer network. By making use of an empirical study to examine the effect of some ANN model
design issues such as impact of lag observation and the number of neurons of a two hidden layer network
on Internet traffic prediction, the results shows that ANN is a powerful forecast modeling tool that can
accurately capture the inherent traffic characteristics and forecast the desired traffic load and that these
factors have greater impact onthe performance ANN forecaster.

13
Keywords: Internet Traffic, Times Series Forecasting, Multi-layer Artificial Neural Network, Resource Provisioning, Quality14
of Service15

16
1. INTRODUCTION17
The Internet has become increasingly an indispensable part of all aspects of our modern society. It is now the hob driving18
various forms of human activities. It is the backbone for the emergence of modern computing platforms such as cloud19
computing, on-line services, e-commerce, among others. But the Quality of service (QoS) requirement of Internet services20
is of increasingly important. Depending on the type of system considered, a failure to meet the QoS requirements can21
lead to serious financial losses, customers and reputation, and in some cases even to loss of human lives [1]. The22
perceived performance and user satisfaction of an Internet service depends to a large extent on the availability and23
sufficiency of critical resources to accommodate the smooth and efficient flow of traffic load from customers. Hence, to24
ensure that such resources do not constitute bottlenecks, ideally, an Internet service should be assigned necessary and25
sufficient amount of resources to handle its current load.26

A quick solution is to increase the capacity of the resources, but this approach is not sustainable because the resource27
requirement is not constant and the budget of resources is limited. In addition traffic data experiences high degree of28
variability. So during some period there is low level of activities and at some other period the activities are high.Meent in29
[2] reported that traditional bandwidth provisioning formulaewere based merely on a rule of thumb; for instance, “the mean30
traffic rate, plus a margin of 30%”; and that such a fixed margin is not universally applicable, nor does it guarantee no31
needless waste of resources on the one hand, and availability of sufficient resources on the other hand. There is therefore32
a problem of under forecasting as well as over forecasting. Under forecasting leads to under-provisioning and this results33
to restricting resources and hence loss of information and poor QoS. Over forecasting on the other hand, leads to over-34
provisioning which results to wastage of resources. Therefore a proactive prediction-based resource provisioning35
mechanism that can accurately capture the inherent traffic characteristics and forecast the desired traffic loadis required in36
order to cope with the ever-fluctuating resource usage pattern of Internet applications.37

38
The paper explores a machine learning approach, particularly, an Artificial Neural Network (ANN) predictive model for39
Internet resources provisioning problem. ANN emerged with the aim of imitating the information processing process of40
human brain.  Through learning, ANNs can determine nonlinear relationship in a data set by associating the41



corresponding output to input patterns. However, designing an ANN for forecasting is not a trivial matter, several design42
issues must be careful taken into consideration to obtain an optimum model for prediction. Some of these issues are43
considered in the paper.44

45
The paper seeks for a good forecast model that can accurately represent the inherent traffic characteristics and forecast46
the desired traffic load to satisfy the performance target.47

48
1.1 Related work49

1.1.1 Traffic forecasting and Resource Provisioning50
Analytical performance models were used in [3] to design controllers that dynamically switch servers from one service51
environment to another as needed. In [4] the problem of appropriate resource allocation for various service environments52
in generic large-scale utility computing infrastructures was addressed. [5] propose a middleware for controlling53
performance and availability of cluster-based multi-tier systems, using analytical model.  [6] designed a queuing-54
theoretical methods to provision servers in the service tier with profit optimization model.  [7] propose a model driven55
server switching policy to dynamically allocate server resources in enterprise network. [8] presented a self-managing56
technique that jointly addresses the resource and admission control optimization problems in virtualized servers. A Joint57
cross layer approach between application layer and MAC layer for enhancing Quality of Service (QoS) for multimedia58
applications was proposed in [9].  [10] developed prediction based resource measurement and provisioning strategies59
using Neural Network and linear Regression. Their scheme was experimented on CPU usage flow.60

1.1.2 Traffic Modeling and forecasting61
In [11] a neural network ensemble (NNE) for the prediction of TCP/IP traffic using time series forecasting (TSF) point of62
view was presented. The NNE approach was compared with TSF methods (e.g. Holt -Winter and ARIMA) and the NNE63
was found to compete favorably with the TSF methods.  [12] reports that Internet traffic forecasting is now receiving64
attention from forecasting domain and that applying Artificial Neural Network to forecasting is becoming promising65
forecasting alternative. [13] compare the Levenberg Marquardt and the Resilient back propagation and observed that the66
two algorithms can be successfully used for analyzing internet traffic over an IP network.   [14] Applied least square67
support vector machines to solve the problem of accurately predicting non-peak traffic and concluded that the method has68
a good generalization ability and guarantees global minima.  [15] proposed a concurrent neuro-fuzzy model to discover69
and analyze useful knowledge from available Web log data.70

1.1.3 Traffic Forecasting and Bandwidth Provisioning71
Markov model-based bandwidth estimation for future time interval was proposed in [16] to address the time-varying traffic72
in ATM virtual circuit. The adaptive bandwidth control schemes is studied in [17] with respect to time dependent Poisson73
traffic using a point-wise stationary fluid-flow approximation technique. [18] proposed a dynamic provisioning architecture74
for intra-domain Quality of service model, by developing an efficient bandwidth algorithm that takes explicitly into account75
traffic statistics to increase the user’s benefit and the network revenue simultaneously. A new service model that provides76
quantitative per-flow bandwidth guarantees was proposed in [19]. Meent [2] developed a link dimensioning approach,77
which explicitly incorporates the offered traffic in terms of both the average rate as well as its fluctuations at small time78
scale, and desired level of performance. He proposed some mathematical formulas that obtain the required bandwidth79
capacity. The ARCH model was employed in [20] for forecasting and dynamically bandwidth provisioning. To address the80
limitation of the ARCH model, [21] proposed the GARCH model for traffic forecasting.81

82
Most of the researches are based on the assumption that the nature of the traffic is known and those based on artificial83
neural networks do not explicitly study the impact of design issues in the selection of a model for Internet traffic84
forecasting. In addition, the models were implemented on third party software, in which the designers have little or no85
control of.86

87
We developed a computational platform, based on a Multi-layer network. By making use of an empirical study, we88
examine the impact of lag observation and the number of neurons of a two hidden layer network on Internet traffic89
prediction. We believe that, the results of this study will effectively contribute to enhancing several Internet management90
related tasks such as general resource management procedures. In addition, researchers and practitioners can employ91
this tool to monitoring and administering network traffic.92

93
2. METHODOLOGY94
The multi-layer perceprton (MLP) neural network was used for the study because of their impressive resuts in forecating95
[10], [22], [23], [24]; [12]. Neural network is a powerful model for solving complex problems because it has natural96
potential of solving nonlinear problems and can esily achieve the input-out mapping, it is good for solving predicting97
problems (25). The basic features of the multilayer perceptrons (see fig. 1.), according to [25] are:98
 The model of each neuron in the network includes a nonlinear activation function that is differentiable.99



 The network contains one or more layers that are hidden from both input and output nodes.100
 The network exhibits a high degree of connectivity, the extent of which is determined by synaptic weights of the101

network.102
103

104

Fig. 1. An architecture of a multilayer network with two hidden layers and one output neuron105
106

2.1 A Neural Model107
The basic unit of the Artificial Neural Network is the node. Each node is able to sum many inputs x1, x2, …,xn form the108
environment or from other nodes, with each input modified by an adjusted node weight (fig. 2). The sum of these weighted109
inputs is added to an adjustable threshold for the node and then passed through a modifying (activation) function that110
determines the final output.111

112
Fig. 2.Nonlinear model of a neuron [25].113

114
The neural model in fig. 2 includes an externally applied bias, denoted by bk. The bias has the effect of increasing or115
lowering the net effect of the activation function, depending on whether it is positive or negative, respectively.116
Mathematically, we may describe the neuron k depicted in fig. 2 by the following equations:117

118
uk = ∑ WkjXj (1)119

120
and121

yk= (uk + bk) (2)122
123

where x1, x2, …, xm are the input signals; wk1, wk2, …., wkm are the respective synaptic weights of neuron k. uk is the linear124
combiner output due to the input signals, bk is the bias Φ(.) is the activation function, and  ykis the output signal of the125
neuron. The use of the bias bkhas the effect of applying affine transformation to the output uk of the linear combiner in the126
model this is shown by127

128
vk = uk + bk (3)129

The bias bkis an external parameter of neuron k. We may formulate the combination of equations (1) to (3) as follows:130
131

vk = ∑ WkjXj (4)132
Therefore the model may be reformulated as in fig.3133

134
135
136
137

Fig. 3. A nonlinear model of a neuron wk0 accounts for138
the bias [25].139

140



Although the models of fig. 2 and fig.3 are different in appearance, they are mathematically equivalent.141
142

The activation function, denoted by Φ (v) defines the output of a neuron in terms of induced local field v. It is this function143
(also called, the transfer function) that determines the relationship between inputs and outputs of a node and a network. In144
general, the activation function introduces a degree of nonlinearity that is valuable for most ANN applications.  Among145
these functions, sigmoid function is very popular. It is a strictly increasing function that exhibits a graceful balance146
between linear and nonlinear behavior. The sigmoid come in two basic forms: The logistic and the hyperbolic tangent147
function.148
 The Logistic Sigmoid is defined as in (5)149

150
Φv) ( )       151

152
A logistic sigmoid function assumes a continuous range of values from 0 to 1.153
 The hyperbolic tangent function takes values that range from -1 to +1. For the corresponding form of a sigmoid154

function, we use the hyperbolic tangent function, defined by155
156

Φ  v ( ) ( )( ) ( ) (6)157
158

Additional types of activation functions can be found in [16]. Among these functions, logistic transfer function is the most159
popular choice [16].160

161
2.2.Training of artificial neural networks162
ANN has to be trained before it can be put to use. The goal of the training is to find the logical relationship from the given163
input/output. There two strategies of the learning: supervised and unsupervised. We shall employ the supervised learning164
strategy. Supervised learning typically operates in two phases – training and test set. The training set is used for165
estimating the arc weights while the test set is used for measuring the generalization ability of the network. Training is166
used to gain generalised knowledge about the system under consideration and testing is used to predict (forecast) the167
system behaviour using the knowledge gained. On the other hand, unsupervised techniques such as the reinforcement168
learning is independent of training data and operate by directly interacting with the environment.169

170
The training algorithm employed is the Backpropagation. It is a supervised training strategy and popular method for171
training the multilayer perceptron. The training proceeds in two phases [25]:172

1. In the forward phase, the synaptic weights of the network are fixed and the input signal is propagated through the173
network, layer by layer, until it reaches the output. Thus, in this phase, changes are confined to the activation174
potentials and outputs of the neurons in the network.175

2. In the backward phase, an error signal is produced by computing the output of the network with desired response.176
The resulting error signal is propagated through the network, again layer by layer, but this time the propagation is177
performed in the backward direction. In this second phase, successive adjustment is made to the synaptic178
weights of the network.179

[24] also reported that the backprobagation is the most computationally straightforward algorithm for training the180
multi-layer perceptron. They summarized the algorithms steps as181

1. Obtain a set  of training patterns182
2. Set up ANN model that consist of number of input neurons, hidden neurons, and output neurons183
3. Set  learning rate (h) and momentum rate (a)184
4. Initialize all connections (W ij and W jk) and bias weights ( qk and qj) to random values.185
5. Set the minimum error Emin/number of epochs186
6. Start training by applying input pattern one at a time and propagate through the layers then calculate total187

error188
7. Backpropagateerror through output and hidden layers and adaptW ijand qj.189
8. Backpropagate error through hidden and input layer and adapt weights W ij and qj,190
9. Check if Error <Emin or max epoch reached. If not, repeat steps 6 – 9, otherwise, stop training.191

2.3. Designing an ANN for Forecasting192
Accurate traffic prediction may be used to optimally smooth delay sensitive traffic or dynamically locate bandwidth to193
traffic streams. The problem of traffic prediction is a standard time series prediction task, the goal of which is to194
approximate the function that relates the future values of a variable of the previous observations of that variable. For time195
series forecasting problem, the inputs are typically the past observations of the data series and the output is the future196
value. The ANN performs the following function mapping197

198



ŷt = f(ŷt-1, ŷt-2, . . . ŷt-p ) (7)199
200

whereŷt is the observation at time.201
202

The weight to be used in the ANN model are estimated from the data by minimizing the sum of squares of the within-203
sample one-step ahead forecast errors, namely204

205
S= Ʃt (ŷt- yt)2 (8)206

207
over the first part of the time series, called the training set. The last part of the time series called the test set, is kept  in208
reserve so  that  genuine out of sample (ex ante) forecasts can be made and compared with the actual observations.209
Equation (7) gives a one-step-ahead forecast as it uses the actual observed values of all lagged variables as inputs. If a210
multistep-ahead-forecasts are required, then it is possible to proceed in one of two ways. Firstly, we could construct a new211
architecture with several outputs, giving ŷ t, ŷt+1, ŷ t+2, . . . , where each output would have separate weights  for each212
connection to the neurons. Secondly, we could ‘feedback’ the one-step-ahead forecast to replace the lag 1 value as one213
of the input variables, and the same architecture could then be used to construct the two-step-ahead forecast, and so on.214
We adopted the latter iterative approach because of its numerical simplicity and because it requires fewer weights to be215
estimated.216

217
For times series forecasting problem, a training pattern consists of a fixed number of lagged observations of the series218
[22]. Suppose we have N observations: y1, y2, y3, ...,yN in the training set and we need 1-step ahead forecasting, then219
using an ANN with n input nodes, we have N-n training patterns. The first training pattern will be composed of y1, y2, y3,220
...,yn as inputs and yn+1 as the target output. The second training pattern will contain y2, y3, ..., yn+1 as inputs and yn+2 as221
the desired output. Finally, the last training pattern will be yN-n, yN-n+1..., yN-1 as inputs and yN for the target.222

223
2.4 Experimental Set Up224
The section presents the preliminary study we have conducted and the next section shows the results of the investigation.225

226
2.4.1 Variable Selection227
Variations in traffic load measured in hourly average kilo bit/second were selected for this study. This is because228
bandwidth capacity is measured in kilo bit/s.229

230
2.4.2 Data collection and Description231

We collected hourly average kbit/s data of TCP/IP  traffic of a company’s resident network from January 1 2010 to232
September 30 2010 (making up 6552 data points each for IN and OUT traffic data), daily traffic data from January 1 to233
December 31, 2010 (making up 365 data points each for IN and OUT traffic data), using PRTG (Paessler Router Traffic234
Grapher), a network monitoring and bandwidth usage tool from a company called PAESSLER.  20Mpbs bandwidth was235
allocated for upload (Traffic IN) and 20Mbps for download (traffic out) statically for the period under consideration.236

237
Fig. 4.depicts the bandwidth (hourly average bit/second) traffic utlisation for the period. Except for few cases, the bandwidth was238
excessively being overprovisioned, particularly for the OUT traffic239

240

241

Fig. 4.A segment of Bandwidth utilization for the period January 2010 to September 2010.242
243

2.4.3.Data Pre-processing/Data Normalization244

0.00

5,000.00

10,000.00

15,000.00

20,000.00

25,000.00

1 56 11
1

16
6

22
1

27
6

33
1

38
6

44
1

49
6

55
1

60
6

66
1

71
6

77
1

82
6

88
1

93
6

99
1

10
46

11
01

11
56

12
11

12
66

13
21

13
76

IN kbit/s OUT kbit/s band kbit/sec



Nonlinear activation functions such as the logistic function typically have the squashing role in restricting or squashing the245
possible output from a node to, typically, (0, 1) or (-1,1). Data normalization is often performed before training process246
begins. When nonlinear transfer functions are used at the output nodes, the desired output values must be transformed to247
the range of the actual outputs of the network. Even if a linear output transfer function is not used, it may still be248
advantageous to standardize the output as well as the inputs to avoid computational problems, to meet algorithm249
requirement and to facilitate network learning.250

251
Four methods for input normalization are summarized in [22]252
For the experiment, we employ Linear transformation to [0, 1], defined as253

254
yn = (y0-ymin)/(ymax-ymin) (9)255

256
whereyn and yo represent the normalized and original data: ymin, ymax, are the minimum, maximum of the column or rows257
respectively.258

259
2.4.4. Training and Testing set260
For the hourly traffic average kbit/s (for both IN and OUT, respectively), 6552 data points, representing traffic for the261
months of January to July were used for training (about 78% of the sampled data points), and the data for the months of262
August and September were used for testing, representing about 22% of the sampled data points. For the daily traffic in263
kbyte (for both IN and OUT, respectively), 292 data points were used  for the training, representing 80% of the sampled264
data, and the remaining 73 data points were used for testing, representing a 20% of the sampled data.265

266
2.4.5 ANN paradigm: Finding the appropriate complexity of the Network267
For times series forecasting problem, a training pattern consists of a fixed number of lagged observations of the series268
[16] Number of inputs: we vary the inputs from 1 lag observation to 21 lags observations, excluding the bias.269

1. Number of hidden layers: We used a two layered network for the study.270
2. Number of hidden nodes shall be equal to the number of input nodes. In several studies, networks with the271

number of hidden nodes being equal to the number of input nodes are reported to have better forecasting [22].272
3. Number of output nodes: 1, for one look-ahead.273

So the model of our network is k, k, k, 1, where k is the number of lag observations (input variables). The best model274
according to [18] is the one that gives the best result in the test set.275

276
2.2.6 Activation functions277
The activation function used is the logistic sigmoid. Logistic activation (transfer) function is the most popular choice [22].278

279
3.4.7 Evaluation Criteria280
The training stop after 1000epochs.Typically, as SSE based objective function or cost function to be minimized during the281
training process is defined in (8).282

283
2.4.8 Training284

a. Training algorithm: Error correction backpropagation285
b. Number of epochs: 1000286
c. Learning rate: 0.8; momentum: 0.5287

2.4.9 Implementation288
289

a. Implementation tool: Visual Basic 6.0 environment, to take advantage of the visual capability of the environment.290
b. Measure of Accuracy employed is the Root Mean Square error (RMSE) defined as291

292
RMSE =√( Ʃt (ŷ t - yt)2) (10)293

294
where n  is the total number of sample group observations, ŷt is the predicted (computed) value while yt is the  target295
value at time k. RMSE is one of the most commonly used measure of forecast error to examine the how close of the296
forecast to the actual value [24]. The best model according to [23] is the one that gives the best result in the test set, i.e.297
model that has the least RMSE in the testing set298

299
3. RESULTS AND DISCUSSION300

301
We present and discuss the preliminary results obtained from our experiments under the following headings:302



3.1 The ANN Forecaster303
We developed a simple and easy to use multi criteria multi-layer ANN tool in Visual Basic 6.0, with good interfaces, for the304
forecasting processes. The interfaces provide user with an ease to use platform, such that the do not have to bother about305
the complexities associated with coding while using this tool. From the result that follows, the ANN traffic forecaster can306
learn traffic pattern well, make one-look-ahead forecast (see fig.s5 and 6 for sample training and test patterns). In addition307
the users’ interface incorporated provides an ease to use platform. These include, automated data pre-processing, data308
embedding, choice of number of epochs, learning rate and momentum. All these can be done at the interface level.309

310

311
Fig. 5. A segment of the training pattern for the Hourly IN traffic with 6 lag observationsat different time intervals312
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Fig. 6. A segment of the test pattern for the Hourly IN traffic with 6 lag observationsat different time intervals315
316

3.2 Categories of Network Traffic317
We present and discuss the results obtained from the empirical study of the various traffic categories studied.318

319
3.2.1 Hourly IN traffic320
Fig. 5 shows the Root Mean Square Error of the training and test set. The least RMSE for the training and the test321

occurred at 6 lag observations, with the RMSE of 0.081839 for the training set and 0.087332 for the test set.322
Therefore, we select the model 6, 6, 6, 1,for the Hourly IN traffic. The RMSE of the training set is lower in most cases323
than the RMSE of the test set. This indicates the network learn better than generalising.324

325
Fig. 7. The root mean square error of the training and test set of the hourly IN traffic at different lag observations326

327
3.2.2 Hourly OUT  traffic328

329
Fig.8 shows the RMSE for the training and testing sets respectively of the Hourly OUT traffic data at the various lags.330
From the figure, the least RMSE for the training set occurs at lag 10, with RMSE of 0.064096; while the least RMSE for331
the test set occurs at lag 5, with RMSE of 0.068722. The network with lag 5 observations produces the best result, so332
choose 5, 5, 5, 1, for the hourly OUT traffic. Again the RMSE of the training is lower than of the test set at the different333
lags. So the system learns the pattern better than it generalizes it.334

335

336
337
338

Fig. 8. The root mean square error of the training and test set of the Hourly OUT traffic at different lag339
observations340
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3.2.3 Daily IN Traffic342
343

The RMSE accuracy measure for the models is shown in fig. 9 for the training and testing sets. The least RMSE for the344
training set occurs at lag 10, with RMSE of 0.124375; while the least RMSE for the testing set occurs at lag 7, with RMSE345
of 0.549301. So we select 7, 7, 7, 1 as the best model for the Daily IN traffic. Also, the pattern learning is better than the346
generalization.347

348

349
Fig. 9. The root mean square error of the training and test set of the Daily IN traffic at different lag observations350

351
3.2.4 Daily OUT Traffic352

353
The RMSE measures for the models are presented in fig. 10for the training and test sets. The least RMSE for the training354
set occurs at lag 9, with RMSE of 0.10076486; while the least RMSE for the test set occurs at lag 10, with RMSE of355
0.27998710. So we choose the model 10, 10, 10, 1 for the Daily OUT traffic. Here the pattern learning is better in most356
cases, but in quite number of cases, the generalization was better.357

358

359
360

Fig. 10. The root mean square error of the training and test set of the Daily OUT traffic at different lag361
observations362

363
3.2.5 The four traffic categories compared364

365
The RMSE for the selected models for the four traffic categories are depicted in fig.11. The figure shows that, for the366
selected models, the training ability of the network is better than the generalization. In addition, the hourly traffic learning367
and generalization appear better than of the daily traffic. This could have been attributed to the sample sizes used. The368
hourly traffic each used a sample size of 6552 data points. While we used 365 data points only for the daily traffic.369
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371
372

Fig. 11. The least root mean square error of the training and test set of the different network categories373
374
375

4. CONCLUSION376
A proactive prediction-based resource provisioning mechanism that can accurately capture the inherent traffic377
characteristics and forecast the desired traffic load is required in order to cope with the ever-fluctuating resource usage378
pattern of Internet applications. To this extent, we proposed and developed an Artificial Neural Network based predictive379
model. The result of the study using empirical Internet traffic data show that ANN is a powerful forecast modeling tool that380
can accurately capture the inherent traffic characteristics and forecast the desired traffic load. The following can be closely381
observed from the result presented.382
 The study has shown that the factors considered have greater impact on the performance ANN forecaster.We have383

observed various degree of performance among the different architectural models.384
 The performance of the Hourly traffic appears better than that of the daily traffic. This could be as a result of the385

sample size used. For the Hourly traffic, we used 6552 data points each for the IN and OUT traffic, and for the Daily386
traffic we used only 365 data points each for the IN and OUT traffic. We may therefore need larger data sample size387
to improve on the performance of traffic forecasting with ANN. However, the cost of using very large sample is that it388
takes a longer time to train the network.389

 The architecture with the best training ability may not be the best for generalization. Therefore it advisable to always390
divide the data sets into training and test sets.391

 There are different models for various problem domains. For instance, we have observed different models for the392
Hourly IN traffic, Hourly OUT traffic, Daily IN traffic and Daily OUT traffic.393

 From the above, it important to highlight that not all ANN recommendations may apply to all data domain.394

Hence designing An ANN for forecast, the factors need to be duly taken into consideration; the decision on the number of395
input variables (lags) and number of neurons should not be made blindly. We intend to investigate the impacts of some396
other factors, such as the choice of training algorithm, activation function, learning rate, and momentum, number of hidden397
layers and sample size on the performance on Internet traffic. Besides, we shall obtain a resource provisioning method398
based on our traffic prediction. We believe that, the results of this study will effectively contribute to enhancing several399
Internet management related tasks such as general resource management procedures. In addition, researchers and400
practitioners can employ this tool to monitoring and administering network traffic.401
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