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 Reviewer’s comment Author’s comment (if agreed with reviewer, correct 

the manuscript and highlight that part in the 

manuscript. It is mandatory that authors should write 

his/her feedback here) 

Compulsory REVISION comments 

 

It looks like there is typing or file submission error in 

the title of manuscript. Probably the words “electrical 
breakdown” was lost in the title. 
 

 

 

 

 

All the Referee’s comments were included in the 

revised manuscript. We would like to thank  the 

Referee for help us to improve our manuscript.  

 

We agree.  In accordance with the Referee’s comment 

we put words “electrical breakdown” in the title of the 

manuscript. 

Minor REVISION comments 

 

 

The same as compulsory one. The title does not reflect 

the subject of the paper. 

 

 

 

 

We agree.  In accordance with the Referee’s comment 

we put words “electrical breakdown” in the title of the 

manuscript. 

Optional/General comments 

 

 

The article could be more informative if parameters of 

roughness of electrode surfaces were estimated. The 

same relates to estimation of such parameters of water, 

as percentage of its contamination by colloidal metallic 

nanoparticles. This percentage may increase during 

experiments due to the discharges.  

 

 

We completely agree, so in the experimental set up we 

added the following part: 

“Both electrodes were equipped with dielectric cap 

(immune to vacuum, dielectric breakdown strength 

=13, 8 kV/mm) to prevent the ignition of the 

discharge at longer path at low pressures. The the 

electrode surface has been polished by the finest 

diamond paste (0.25 μm grain size) in order to 

achieve   the average roughness of the electrode 

better then 0.25 μm and measured by using SEM.” 

 


