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ABSTRACT  5 

In this work, the synthesis of Ni3Pb2S2 thin films using chemical bath deposition method was carried 
out. The films were deposited onto glass substrate from aqueous solutions in the absence of 
complexing agent. The atomic force microscopy analysis showed that the non-uniformity surface with 
island shaped grains. Meanwhile, in optical properties studies, the band gap was calculated to be 
1.42 eV, from its UV-Visible absorption spectrum.  
 6 
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1. INTRODUCTION  9 

 10 
Deposition of binary, ternary and quaternary thin films have been prepared by different deposition 11 
methods such as thermal evaporation[1], electron beam evaporation [2,3], successive ionic layer 12 
adsorption and reaction [4],chemical bath deposition[5-12], electro deposition[13], vacuum 13 
evaporation[14], spray pyrolysis [15] and flash evaporation [16] have been reported by many 14 
researchers. These films are attracted great attention from researchers due to they already widely 15 
used in electronic and optoelectronic devices. In this study, an investigation of the properties of 16 
chemical bath deposited thin films in the absence of complexing agent was reported. The obtained 17 
films were characterized using atomic force microscopy and UV-Visible spectrophotometer.  18 
 19 

2. MATERIAL AND METHODS  20 
In this work, nickel (II) sulfate, lead (II) nitrate and sodium thiosulfate were used. For the 21 

preparation of Ni3Pb2S2 films, 20 mL of 0.1M sodium thiosulfate was placed into separate beakers 22 
which contained 20 mL of 0.1M of nickel (II) sulfate and 20 mL of 0.1M lead (II) nitrate, respectively. 23 
Then, under continuous stirring, the components of a mixture were physically mixed together. Thin 24 

films were grown on the substrates in the bath temperature of 70 °C, pH 1.5 for 60 min. The 25 
microscope glass slide was employed as substrate in this study. The substrate cleaning process was 26 
discussed elsewhere [17]. It was placed vertically to the bottom of the beaker during the deposition 27 
process. After complete deposition, the obtained films were rinsed with distilled water and finally dried 28 

at 80 °C for 8 hours.  29 
 Surface topography was investigated using an atomic force microscopy (Quesant Instrument 30 
Corporation, Q-Scope 250) technique. It was operated in contact mode, with a commercial Si3N4 31 
cantilever. Optical absorption study was carried out using the Perkin Elmer UV/Vis Lambda 20 32 
Spectrophotometer.  33 
 34 

3. RESULTS AND DISCUSSION 35 
 36 

Figure 1 indicates a three dimensional of atomic force microscopy (AFM) image of Ni3Pb2S2 37 
thin films deposited onto glass substrate without complexing agent. Several small grains are observed 38 
to agglomerate and eventually produce a few bigger grains as shown in figure. The average sizes are 39 
observed to be in the range between 0.5 to 1.5µm. On the other hand, the AFM image showed the 40 
incomplete surface coverage and randomly distributed on the substrate surface.  41 
 42 
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 44 
Fig. 1. Atomic force microscopy image of Ni3Pb2S2 thin films  45 
 46 

 47 
 48 
Fig. 2. Optical absorbance versus wavelength of the Ni3Pb2S2 thin films  49 
 50 

The optical absorption has been carried out in the range 300 to 900 nm using UV-Visible 51 
Spectrophotometer. The films absorb strongly in the visible regions as shown in Figure 2. It means 52 
that, these compounds could be used in the solar cell applications. During the experiment, the film-53 
coated glass substrate was placed across the sample radiation pathway while the uncoated glass 54 
substrate was put across the reference path. Then, the absorption data were used for the 55 
determination of the band gap energy as indicated in Equation 1. 56 
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where v is the frequency, h is the Planck’s constant, k equals a constant while n carries the value of 58 
either 1 or 4. The value of n is 1 and 4 for the direct transition and indirect transition, respectively. 59 
Figure 3 indicates that the plot of (Ahv)

2
 versus hv for thin films deposited in the absence of 60 

complexing agent. The band gap estimate to be 1.42 eV when the linear part is extrapolated to y-axis 61 
at (Ahv)

2
=0. 62 

 63 

UNDER PEER REVIEW



 

 64 
 65 
Fig. 3. Plot of (Ahv)

2
 versus hv for the Ni3Pb2S2 thin films.  66 

 67 

4. CONCLUSION 68 

 69 
Ni3Pb2S2 thin films with the band gap of 1.42 eV have been successfully deposited by using chemical 70 
bath deposition technique. The obtained films showed strong absorption in the visible regions.    71 
 72 
 73 
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