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ABSTRACT

A numerical computer model based on the dual reciprocity boundary element
method (DRBEM) is extended to study the generalized thermoelastic responses of
functionally graded anisotropic rotating plates. In the case of plane deformation, a
predictor-corrector implicit-explicit time integration algorithm was developed and
implemented for use with the DRBEM to obtain the solution for the displacement
and temperature fields in the context of the classical coupled thermo-elasticity
theory. Numerical results that demonstrate the validity of the proposed method are
also presented in the tables.

Keywords: Thermoelasticity; Rotation; Functionally graded Material; Anisotropic; Dual
Reciprocity Boundary Element Method

1. INTRODUCTION

Biot [1] introduced the classical coupled thermo-elasticity theory (CCTE) to overcome the
first shortcoming in the classical thermo-elasticity theory (CTE) introduced by Duhamel [2]
and Neuman [3] where it predicts two phenomena not compatible with physical observations.
First, the equation of heat conduction of this theory does not contain any elastic terms.
Second, the heat equation is of a parabolic type, predicting infinite speeds of propagation for
heat waves. Most of the approaches that came out to overcome the unacceptable prediction

of the classical theory are based on the general notion of relaxing the heat flux in the
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classical Fourier heat conduction equation, thereby introducing a non-Fourier effect. Works
by Lord and Shulman [4], Green and Lindsay [5] and Green and Naghdi [6, 7] are examples
involving non-Fourier effect. It is hard to find the analytical solution of a problem in a general
case, therefore, an important number of engineering and mathematical papers devoted to
the numerical solution have studied the overall behavior of such materials (see, e.g., [8-27]).
The functionally graded materials (FGMs) concept is applicable to many industrial fields
such as aerospace, nuclear energy, chemical plant, electronics, biomaterials and so on.
Works by Skouras et al. [28], Mojdehi et al. [29], Loghman et al. [30] and Mirzaei and
Dehghan [31] are examples involving functionally graded materials.

One of the most frequently used techniques for converting the domain integral into a
boundary one is the so-called dual reciprocity boundary element method (DRBEM). This
method was initially developed by Nardini and Brebbia [32] in the context of two-dimensional
(2D) elastodynamics and has been extended to deal with a variety of problems wherein the
domain integral may account for linear-nonlinear static-dynamic effects. A more extensive
historical review and applications of dual reciprocity boundary element method may be found
in Brebbia et al. [33], Wrobel and Brebbia [34], Partridge and Brebbia [35], Partridge and
Wrobel [36] and Fahmy [37-40].

The main objective of this paper is to study the generalized thermoelasticity problems in a
rotating anisotropic functionally graded plate in the context of the classical coupled thermo-
elasticity theory. A predictor-corrector implicit-explicit time integration algorithm was
developed and implemented for use with the dual reciprocity boundary element method
(DRBEM) to obtain the solution for the temperature and displacement fields. The accuracy of
the proposed method was examined and confirmed by comparing the obtained results with

those known before.
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2. FORMULATION OF THE PROBLEM
Consider a Cartesian coordinates system Oxyz as shown in Fig. 1. We shall consider

a functionally graded anisotropic plate rotating about it with a constant angular

velocity. The plate occupies the region
R = {[x,}r,z]:IJ:‘:x {K,EI:‘:}H:E,EI {Z{E}
with graded material properties in the thickness direction.
In this paper, the material is functionally graded along the 0x direction. Thus, the

governing equations of generalized thermo-elasticity in the context of the classical

coupled thermo-elasticity theory can be written in the following form:

Ty — Plx+ 1)"w?x, = p(x+ 1), (1)
Ty = (x+ 1jm[cﬂbfguf,_g — Bap (T —Tp)]; (2)
kT oy = BapTollay +pe(x+ 1)™T. (3)

where @,;, is the mechanical stress tensor, u, is the displacement, T" is the
temperature, ¢, and g, are respectively, the constant elastic moduli and stress-
temperature coefficients of the anisotropic medium, @ is the uniform angular
velocity, k_, are the thermal conductivity coefficients satisfying the symmetry
relation k., = k,_ and the strict inequality (k;;)® — k;;k5; << 0 holds at all points

in the medium, g is the density, ¢ is the specific heat capacity, T is the time.

3. NUMERICAL IMPLEMENTATION

Making use of (2), we can write (1) as follows

L, = pil, — [DET—F AD_, su, —pmzxﬂ) = fou (4)
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where

_ _ a _m
Dapg = Coppgf €= Ix ,ﬁ—x_i_ R
=@

L, =D

gb abf axb’

3 .. 2
D,=—-f_, (a + Sblﬁ),fgb = pii, — [DET-i- .-"LDElfuf — pwx, )
The field equations can now be written in operator form as follows
Loyt = fon (5)

LEbT = frzb’ [6:

where the operators L, and f,;, are defined in equation (4), and the operators L,

and f_, are defined as follows

L, =k 9 0 7
ab — “ab axﬂ axb’ ( j
fﬂb :pc[x + ljmT—I_JgrszDﬁ‘rz,b' (B]

By implementing the weighted residual method (WRM), with the use of sifting
property and integration by parts, the differential equations (5) and (6) are
transformed into elastic integral representation formula and thermal integral

representation formula as follows

ul'l' (fj = J (u’;ﬂtﬂ - t;rzurz + uZEﬁﬂanbj dc - J fgbquzdR' (gj
e R

1@ = [ (@'T-qrdc— [ fu1dR (10)

The integral representation formulae of elastic and thermal fields (9) and (10) can be

combined to form a single equation as follows
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[F 1= [ il e Sl
_! [un‘; _E;n*] [_fj;:b]dg_ (11)

The thermoelastic representation formula (11) can be written in contracted notation
as:

Up($) = J-[U_EATA - TDAUA)dC _J( UpaS4dR, (12)
e R

Our task now is to implement the DRBEM. To transform the domain integral in (12)
to the boundary, we approximate the source vector §4 in the domain as usual by a

series of given tensor functions £} and unknown coefficients a,

N
Sa% ) fivad, (13)
g=1

According to the DRBEM, the surface of the solid has to be discretized into
boundary elements. In order to make the implementation easy to compute, we use Ny,
collocation points on the boundary C and another N; in the interior of R so that the
total number of interpolation points is N = N, + N,

Thus, the thermoelastic representation formula (12) can be written in the following

form

N
U, (&) = J-[UE‘ATA — T3,U,)dC — ZJ- Ui fl dRal. (14)

C g=1g
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The dual representation formulae of elastic and thermal fields can be combined to
form a single equation as follows

Ugﬁ.l' (§) = J [UEATA?'-J - Tﬁﬂ”ﬁﬂ;)dc _J UEAfA:iJ dR, (15)
e R

with the substitution of (15) into (14), the dual reciprocity representation formula of

coupled thermoelasticity can be expressed as follows

U,(&) = J [USATA - TSAUA)dC
e

N
+z Ugy(8) +J[T§AUA} — U3 TE)dC |aj. (16)
g=1

c
According to the steps described in Fahmy [42], the dual reciprocity boundary

integral equation (16) can be written in the following system of equations

ﬂ—nf=[fﬁ—ﬂﬁ)rx. (17)
The technique was proposed by Partridge et al. [43] can be extended to treat the
convective terms, then the generalized displacements Uz and velocities Uy are

approximated by a series of tensor functions fF'fD and unknown coefficients rg and

7
N

Up & Z frp ()3 (18)
g=1
N

Up ) 5007, (19)
g=1



129

130

131

132

133

134

135

136

137

138

139

140

141

142

143

144

145

146

147

148

149

The same point collocation procedure described in Gaul, et al. [44] can be applied to
(13), (18) and (19). This leads to the following system of equations

S=Jja U=]v, U=]'7 (20)
Solving the system (20) for @, ¥ and ¥ yields

a=]7'5, y =170, F=J7U, (21)
Now, the coefficients @& can be expressed in terms of nodal values of the unknown
displacements U, velocities {7 and accelerations i as follows:

a= f_ltjﬁ + [B T - (_Dr.zf T ADgy, )U] u

+pelx + 1)™8,; — TyB,, «BY |0 + AD) (22
Substituting from Eq. (22) into Eq. (44), we obtain

MU+TU+ KU =@, (23]

in which M, T",K and @ are independent of time and are defined by

V=[mp-0)Jt, M=VA T=V[pclx+ 1)™8,; — T,B =B ']

K={+V[BYJ"t +(D,; +AD,,;)U], @Q=nT + VS (24)

where V, M,I" and K represent the volume, mass, damping and stiffness matrices,
respectively; I, 17,1 and @ represent the acceleration, velocity, displacement and
external force vectors, respectively. The initial value problem consists of finding the
function U = U(t) satisfying equation (23) and the initial conditions
U(0) = U,, U(0) =V, where Uy, V; are given vectors of initial data. Then, from Eq.
(23), we can compute the initial acceleration vector W}, as follows
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An implicit-explicit time integration algorithm of Hughes et al. [45, 46], was
developed and implemented for use with the DRBEM. This algorithm consists of

satisfying the following equations

M'i':r:-'z+1 + Ffﬂn+1 + Fgﬁn—kl + KIUn+1 +KE JT-F|"'Jr;-q+1 = Qi1 (26)
U,pe = ~n+1 +Y&T2ﬂn+l’ (27)
Upsy = Tn+1 +ahtl,,,, (28)
where

— . At?
Un+1:Un+1+ﬁrun+[1_2}’]TUm (29)
Uysy = U, +(1— a)atll, (30)

in which the implicit and explicit parts are respectively denoted by the superscripts I

and E. Also, we used the quantities U,;; and E"n +1 to denote the predictor values,
and U, ., and U, ., to denote the corrector values [45, 46]. It is easy to recognize
that the equations (66)-(69) correspond to the Newmark formulas [47].

At each time-step, equations (65)-(69), constitute an algebraic problem in terms of
the unknown U, .,. The first step in the code starts by forming and factoring the
effective mass

M* =M +yAtC' +yAT K. (31)

The time step AT must be constant to run this step. As the time-step A7 is changed,
the first step should be repeated at each new step. The second step is to form residual

force

Qrt1 = Qpsq — c"r‘T-."rn—u - CE‘T-.‘rnﬂ — K JT-”‘Fn+1 - KEﬁn+1' (32)
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Note that in the implicit part, M* is always nonsymmetric. However, M* still
possesses the usual "band-profile" structure associated with the connectivity of the
DRBEM mesh, and has a symmetric profile. So the third step is to solve
M*U, ., = @, using a Crout elimination algorithm [48] which fully exploits that
structure in that zeroes outside the profile are neither stored nor operated upon. The
fourth step is to use predictor-corrector equations (66) and (67) to obtain the
corrector displacement and velocity vectors, respectively.

The stability analysis of the algorithm under consideration has been discussed in
detail in Hughes and Liu [45] and the stability conditions have also been derived in

the same reference, therefore does not strictly apply to the considered problem.

4. NUMERICAL RESULTS AND DISCUSSION
Following Rasolofosaon and Zinszner [49] monoclinic North Sea sandstone reservoir

rock was chosen as an anisotropic material and physical data are as follows:

Elasticity tensor

17.77 378 376 0.24 —028 0.03
3.78 1945 413 0 0 1.13
_|376 413 2179 o 0 038
Cavfg = 0 0 0 830 0.66 o |GPa (33)
0 0 0 066 7.62 0
0.03 1.13 038 0 0 7.77

Mechanical temperature coefficient

0.001 0.02 0 .
Bp=|002 0006 0 [ 10°N/Km? (34)
0 0 0.05

Tensor of thermal conductivity is
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1 01 02
ks =|0.1 1.1 0.15/W/(mK) (35)
0.2 0.15 0.9

Mass density p =2216kg/m® and heat capacity c¢=0.1 J/(kgK),
H, =10000000ersted, u = 0.5 Gauss/Oersted, X =2, h =2, Ar = 0.0001. The
numerical values of the temperature and displacement are obtained by discretizing
the boundary into 120 elements (N, = 120) and choosing 60 well spaced out
collocation points (N, = 60 in the interior of the solution domain, refer to the recent

work of Fahmy [50-53].

The initial and boundary conditions considered in the calculations are

at7 =0 Wy =Uy =Ty =0, =0, T=0 (36)
atx =0 ZiZioo,Z=0 (37)
aty = %=%=”’§{:ﬂ (39)
aty = %:%:u,z—i:u (40)

The present work should be applicable to any dynamic coupled thermo-elastic
deformation problem.

Table 1 shows the variation of the temperature T, the displacements 1, and i, and
thermal stresses @41, @47 and @,; with time T. We can conclude from this table that
the displacements and thermal stresses increase with increasing T but the temperature
T decreases with increasing T. In the special case under consideration. These results

obtained with the DRBEM have been written in the table 1, the validity of the
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proposed method was examined and confirmed by comparing the obtained results
with those obtained in table 2 using the Meshless Local Petrov-Galerkin (MLPG)
method of Hosseini et al. [54]. It can be seen from these tables that the DRBEM

results are in excellent agreement with the results obtained by MLPG method.

CONCLUSION

A computerized numerical model based on the DRBEM is extended to study the
generalized thermoelastic responses of functionally graded anisotropic rotating
plates. In the case of plane deformation, an implicit-explicit time integration
algorithm was developed and implemented for use with the DRBEM to obtain the
solution in the context of the classical coupled thermo-elasticity theory. the DRBEM

results are in excellent agreement with the results obtained by MLPG method.
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¥
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Fig. 1. The coordinate system of the plate.
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Table 1. Variation of the temperature, displacements and thermal stresses with time for

DRBEM method
3 r Uy Ug Tyy Ty Oz
0.0 1.00000000 0.76584322 0.99035234 0.01024685 0.19349576 0.74563421
0.1 0.97345234 0.77283498 0.90832455 0.01526234 0.23817232 0.73456982
0.2 0.86876432 0.78162513 0.88086324 0.02053648 0.27532901 0.72349182
0.3 0.75627374 0.79204031 0.80426135 0.02578493 0.31457262 0.71254647
0.4 0.66324123 0.80142324 0.75728321 0.03054261 0.34872468 0.70828374
0.5 0.57893425 0.81236547 0.65432123 0.03502892 0.37845490 0.69253643
0.6 0.45738912 0.82097802 0.57237432 0.04083921 0.40325852 0.68245875
0.7 0.37239103 0.83526172 0.46723423 0.04590263 0.44523313 0.67221324
0.8 0.28290345 0.84086231 0.37653241 0.05042921 0.49203042 0.66483491
0.9 0.17534564 0.85647321 0.29876342 0.05509273 0.53324782 0.65093730
1.0 0.09468787 0.86142453 0.18653242 0.06092035 0.59834304 0.64929341

Table 2. Variation of the temperature, displacements and thermal stresses with time for MLPG

method
£ T uy Uy 33 b O33
0.0 1.00000000 0.76584320 0.99035232 0.01024683 0.19349574 0.74563420
0.1 0.97345232 0.77283497 0.90832453 0.01526232 0.23817230 0.73456981
0.2 0.86876430 0.78162511 0.88086321 0.02053645 0.27532900 0.72349179
0.3 0.75627372 0.79204029 0.80426132 0.02578490 0.31457261 0.71254645
0.4 0.66324121 0.80142322 0.75728319 0.03054259 0.34872467 0.70828372
0.5 0.57893423 0.81236544 0.65432121 0.03502889 0.37845489 0.69253641
0.6 0.45738909 0.82097799 0.57237429 0.04083919 0.40325851 0.68245873
0.7 0.37239101 0.83526170 0.46723421 0.04590260 0.44523311 0.67221323
0.8 0.28290343 0.84086228 0.37653239 0.05042919 0.49203038 0.66483489
0.9 0.17534561 0.85647319 0.29876340 0.05509271 0.53324779 0.65093728
1.0 0.09468785 0.86142452 0.18653239 0.06092033 0.59834302 0.64929339
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