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PART  1: Review Comments 

 
 Reviewer’s comment Author’s comment (if agreed with reviewer, 

correct the manuscript and highlight that part in 

the manuscript. It is mandatory that authors 

should write his/her feedback here) 
Compulsory REVISION comments 
 

1- In which hub turbine height was calculated all the 

parameters? 10 m? 50 m? This information is very 

important, because the data were collected at 10 m. 

The most turbines are installed at least at 20 m of the 

ground. For projects involving wind conversion 

system, it is required to estimate Wind speeds at 

various elevation (Safari & Gasore, 2010). For this, it 

uses the Logarithmic Law, which is the simplest way 

to estimate the wind speed at an elevation from 

measurements on a reference level.  

 

2- Describe the type of turbine are being used to 

discuss the results (model??) 

 

3- How much time the turbine must be working to be 

considered financially suitable? Furthermore, only the 
places where the turbines produce energy at least in 50% 
of the time are suitable for electric power generation 
(Goswami, 1986). 
 
4- Is there in South Africa, some type of “wind potential 
map”, to compare the results? 
 
5- Why put the Rayleigh distribution in the 
methodology? (line 201) It is unnecessary. 
 
6- Include in the discussion the influence of the local 
altitude difference, between the places,  in the data 
collected. 
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Minor REVISION comments 
 

Line 40: write more about small and large turbines (cut-
in, cut-off speed, hub height ) 
 
Line 57: “According to Mostafaeipour et al. (2013) one year 
of wind speed data is sufficient to represent the long-term 
variations in the wind profile within an accuracy level of 10 
percent”. It is not necessary has three years of data, one year 
is acceptable.  
 
Line 70 to 98 lines: should be in Methodology, including 
Figure 1 
 
Improve the Figure 1: the names are illegible and the 
legend should be better 
 
Line 110: The Weibull distribution function was used to 
analyse the wind data to ascertain the wind power 
potential and obtain the wind speed characteristics for 
the province 
 
Line 117: which anemometer?? (model??) 
 
Table 1: the height differences had any effect on the 
results? 
 
Line 139 to 145: better explain which type of turbine is 
referring (commercial wind turbines???, size, MW) 
 
Line 147: put the unit in “c” (m s-¹) 
 
Line 190: the equation is unconfigured 
 
Line 191: separate kg m-³ 
 
Line 122: the middle equation has a mistake (vcut-oo,  
double “o”???) 
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Line 257: cannot be read 
 
Figure legends: the legends should be improved, because 
they are blocking reading of some data. Standardize the 
legend location. 
 
Figure 5: increase the value of the Y axis  
 
Characterize in terms of “W” (kW, MG) what is large 
turbines for grid connection and turbines for stand-alone 
systems. 
 
All references used by reviewer are in the paper:  
Potential for wind energy generation in Piracicaba, SP, 
Brazil 

Optional/General comments 
 

Line 65: PDFs 
 
Line 165: separate “vi is” 
 
Line 180: 10 to 50 m 
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